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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
KE20 30 300 30 1450 25 18.4 37
KE22 37 250 25 1450 25 18.4 37
KE24 45 210 21 1450 25 18.4 37

KE28H 61 150 15 1450 25 18.4 37
KE30H 70 130 13 1450 25 18.4 37
KE36H 100 100 10 1450 25 18.4 37

Hydraulic Gear Motor Options Gear Galtech 48 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

KE20-xxxxx 30    300   1450 70   190   
KE22-xxxxx 37    250  1450 70   190 
KE24-xxxxx 45   210   1450 70   190

KE28H-xxxxx 61   150   1450 70   180   
KE30H-xxxxx 70   130   1450 70   180   
KE36H-xxxxx 100   100   1450 70   200   

Part No. suffix -HYG48

Piston Motor Options Piston IPH 34 cc. Piston IPH 47 cc. Piston IPH 64  cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KE20-xxxxx 30 300 1450 49   260 68 190 93 140  
KE22-xxxxx 37 250 1450 49   260 68 190 93 140  
KE24-xxxxx 45   210 1450 49  260 68 190 93 140  

KE28H-xxxxx 61  150 1450 49  260 68 190 93 140  
KE30H-xxxxx 70  130 1450 49   260 68 190 93 140  
KE36H-xxxxx 100   100 1450 49  280 68 210 93 150   

Part No. suffix -HYP34 -HYP47 -HYP64

 70 series power frame - 30mm shaft
 Nickel plated s/steel manifold
 Aluminium crankcase, ceramic pistons

 Maximum fluid temp 40°C
 1" BSPF inlet
 1/2" BSPF outlet

KE Series - 25HP - Flows to 100 Lpm - Pressure up to 300 Bar  

HYPACK Hydraulic Powered Pumps - KE Series

ll 2GD ck T4/T135°C
ON REQUEST

CATALOGUE 41.indd   34CATALOGUE 41.indd   34 12/02/2021   17:08:4012/02/2021   17:08:40



35

Plunger Pumps

Hydraulic Gear Motor Options Gear Galtech 53 cc. Gear Galtech 62 cc. Gear Galtech 70 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

E4B2548-xxxxx 48   250  1450 n/a n/a n/a n/a 102   160  
E4B1858-xxxxx 58   180   1450 77  190  90   160   102   140  
E4B1575-xxxxx 75   150  1450 77  200  90   170   102   150  
E4B1381-xxxxx 81   130  1450 77   190   90   160   102   140  
E4B1294-xxxxx 94   120  1450 77   200   90   170   102  150  
E4B2548-xxxxx 58   250  1750 n/a n/a n/a n/a 123   160  
E4B1858-xxxxx 70   180  1750 93   190   109   160   123  140  
E4B1575-xxxxx 90   150  1750 93   200   109   170   123   150  
E4B1381-xxxxx 98   130  1750 93   190   109   160   123   140  

Part No. suffix -HYG53 -HYG62 -HYG70

Piston Motor Options                Piston IPH 34  cc. Piston IPH 47  cc. Piston IPH 64  cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

E4B2548-xxxxx 48   250   1450 49   330  68   240   93   180  
E4B1858-xxxxx 58   180   1450 49   290   68   210   93   160   
E4B1575-xxxxx 75   150   1450 49   310   68   230   93   170   
E4B1381-xxxxx 81   130   1450 49   290   68   210   93   160   
E4B1294-xxxxx 94   120   1450 49 310   68   230   93   170   
E4B2548-xxxxx 58   250   1750 60 330   82   240   112   180   
E4B1858-xxxxx 70   180   1750 60 290   82   210   112   160   
E4B1575-xxxxx 90   150   1750 60  310   82   230   112   170  
E4B1381-xxxxx 98   130   1750 60  290   82   210   112   160   

Part No. suffix -HYP34 -HYP47 -HYP64

	 64 series power frame - ø28mm shaft 
	 HR treated cast iron manifold 
	 Aluminium crankcase, ceramic pistons 

	 Max fluid temp 40°C 
	 1" BSPF inlet 
	 1/2" BSPF outlet

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg

E4B2548
48 250 25 1450 31.2 22.9

31
58 250 25    1750 38.0 27.6

E4B1858
58 180 18   1450 27.0 19.9

31
70 180 18  1750 33.0 24.1

E4B1575
75 150 15  1450 29.0 21.5

31
90 150 15  1750 35.0 25.8

E4B1381
81 130 13 1450 27.0 20.1

31
98 130 13 1750 33.0 24.3

E4B1294 94 120 12 1450 29.0 21.5 31

Interpump EVO4 Series - 38HP - Flows to 98 Lpm - Pressure up to 250 Bar  

HYPACK Hydraulic Powered Pumps - EVO4 Series

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg

KT24
51 250 25 1450 33 24.4

40
62 200 20 1750 32 23.6

KT26 60 250 25 1450 39 28.6 40

KT28
70 200 20 1450 36 26.7

40
84 175 17.5 1750 38 28.0

KT30
80 175 17.5 1450 36 26.7

40
96 140 14 1750 35 26.0

KT32 91 150 15 1450 35 26.0 40
KT34 103 150 15 1450 40 29.5 40

KT36
115 120 12 1450 36 26.7

40
125 125 12.5 1580 41 29.9

KT40 142 100 10 1450 37 27.1 38

 	 70 series power frame - 30mm shaft 
 	 HR treated cast iron manifold 
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 1 1/4" BSPF inlet 
 	 1" BSPF outlet

KTlp Series - 35HP - Flows to 142 Lpm - Pressure up to 250 Bar  

Hydraulic Motor Options                Gear IPH 48 cc. Piston IPH 34 cc. Piston IPH 47 cc. Piston IPH 64 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KT24-xxxxx 51   250 1450 70 250 49 350 68 260 93 190
KT26-xxxxx 60 250 1450 70 300 n/a n/a 68 300 93 220
KT28-xxxxx 70 200 1450 70 270 49 390 68 280 93 210
KT30-xxxxx 80 175 1450 70 280 49 390 68 280 93 210
KT32-xxxxx 91 150 1450 70 270 49 380 68 270 93 200
KT34-xxxxx 103   150 1450 70 300 49 430 68 310 93 230
KT36-xxxxx 115   120 1450 70 270 49 380 68 280 93 210
KT40-xxxxx 142   100 1450 70 280 49 390 68 290 93 210
KT24-xxxxx 62 200 1750 84 200 60 280 82 210 112 150
KT28-xxxxx 84 175 1750 84 240 60 340 82 250 112 180
KT30-xxxxx 96 140 1750 84 220 60 310 82 230 112 170
KT36-xxxxx 125  125 1580 76 280 54 400 74 290 101 210

Part No. suffix -HYG48 -HYP34 -HYP47 -HYP64

Hydraulic Motor Options                Gear Galtech 53 cc. Gear Galtech 62 cc. Gear Galtech 70 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KT24-xxxxx 62 200   1750 93 180   109   160   123 140   
KT30-xxxxx 96 140   1750 93 200   109   170   123 150

Part No. suffix -HYG53 -HYG62 -HYG70

HYPACK Hydraulic Powered Pumps - KTlp Series

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
KT16 27 500 50 1750 36 26,2 41

KT19
30 500 50 1450 39 29,0

41
36 400 40 1750 37 27,5

KT20
36 400 40 1450 37 27,1

41
43 320 32 1750 36 26,2

KT22
43 320 32 1450 36 26,3

40
52 250 25 1750 34 24,8

 	 70 series power frame - 30mm shaft 
 	 Nickel plated s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 1" BSPF inlet 
 	 1/2" BSPF outlet

KThp Series - 35HP - Flows to 52 Lpm - Pressure up to 500 Bar  

Hydraulic Motor Options                Gear IPH 48 cc. Piston IPH 34 cc. Piston IPH 47 cc. Piston IPH 64 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KT19-xxxxx 30 500 1450 70 320 n/a n/a 68 320 93 240
KT20-xxxxx 36 400 1450 70 280 49 390 68 290 93 210
KT22-xxxxx 43 320 1450 70 270 49 380 68 280 93 200
KT16-xxxxx 27 500 1750 84 220 60 320 82 230 112   170
KT19-xxxxx 36 400 1750 84 250 60 360 82 260 112   190
KT20-xxxxx 43 320 1750 84 220 60 320 82 230 112   170
KT22-xxxxx 52 250 1750 84 210 60 300 82 220 112   160

Part No. suffix -HYG48 -HYP34 -HYP47 -HYP64

Hydraulic Motor Options                Gear Galtech 53 cc. Gear Galtech 62 cc. Gear Galtech 70 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KT16-xxxxx 27      500   1750 93    200   n/a n/a 123   160   
KT20-xxxxx 43   320   1750 93    200   n/a n/a 123   160   
KT22-xxxxx 52   250   1750 93   190   109   170   123   150   

Part No. suffix -HYG53 -HYG62 -HYG70

HYPACK Hydraulic Powered Pumps - KThp Series

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg

KV12
12.8 1100 110 1450 36.5 26.9

40
15.4 1100 110 1750 44.0 32.4

KV14
17.4 800 80 1450 36.1 26.6

40
21.0 800 80 1750 43.6 32.0

 	 70 series power frame - 30mm shaft 
 	 HR treated s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 30°C 
 	 3/4" BSPF inlet 
 	 3/8" BSPF outlet

KV Series - 35HP - Flows to 21 Lpm - Pressure up to 1100 Bar  

Hydraulic Motor Options                Gear IPH 48 cc. Piston IPH 34 cc. Piston IPH 47 cc. Piston IPH 64 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KV12-xxxxx 12.8 1100 1450 70 280 49 390 68 280 93 210
KV12-xxxxx 15.4 1100 1750 84 280 60 390 82 280 112  210
KV14-xxxxx 17.4 800  1450 70 270 49 390 68 280 93 210
KV14-xxxxx 21.0 800  1750 84 270 60 390 82 280 112  210

Part No. suffix -HYG48 -HYP34 -HYP47 -HYP64

HYPACK Hydraulic Powered Pumps - KV Series

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
KF28 93 210 21 1000 50 37.0 72
KF30 106 200 20 1000 55 40.0 72
KF32 120 180 18 1000 56 41.2 72

KF36
122 160 16 800 51 37.5

72137 140 14 900 50 37.5
153 130 13 1000 52 38.2

KF40 170 110 11 900 49 36.0 72

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.25 1:1.50 1:1.83 HP kW Kg
KF28-xxxx 93 210 21

1250 1500 1830

50 37.0 77
KF30-xxxx 106 200 20 55 40.0 77
KF32-xxxx 120 180 18 56 41.2 77
KF36-xxxx 153 130 13 52 38.2 77
KF40-xxxx 170 110 11 49 36.0 77

Part No. suffix -GB12 -GB15 -GB18

 	 70 series power frame - 30mm shaft 
 	 Nickel plated s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 1 1/2" BSPF inlet 
 	 1" BSPF outlet

KF Series - 50HP - Flows to 170 Lpm - Pressure up to 210 Bar  

Hydraulic Motor Options                Gear IPH 117 cc. Piston IPH 84 cc. Piston IPH 110 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KF28-xxxxxx 93 210 1000 117 230 84 320 110 240
KF30-xxxxxx 106 200 1000 117 250 84 340 110 260
KF32-xxxxxx 120 180 1000 117 250 84 350 110 270
KF36-xxxxxx 153 130 1000 117 230 84 320 110 250
KF40-xxxxxx 170 110 900 105 240 76 340 99 260

Part No. suffix -HYG117 -HYP84 -HYP110

HYPACK Hydraulic Powered Pumps - KF Series

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 1" BSPF inlet 
 	 3/4" BSPF outlet

HF Series - 50HP - Flows to 73 Lpm - Pressure up to 600 Bar  

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg

HF18
30 600 60 800 48 35.5

65
38 500 50 1000 50 36.8

HF20 47 400 40 1000 50 36.8 65
HF22 57 350 35 1000 50 36.8 65
HF25 73 280 28 1000 50 36.8 64

Hydraulic Motor Options                Gear IPH 117 cc. Piston IPH 84 cc. Piston IPH 110 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

HF18-xxxxxx
30 600 800 94 270 67 370 88      290
38 500 1000 117 220 84 310 110 240

HF20-xxxxxx 47 400 1000 117 220 84 310 110    240
HF22-xxxxxx 57 350 1000 117 230 84 320 110    250
HF25-xxxxxx 73 280 1000 117 230 84 340 110    260

Part No. suffix -HYG117 -HYP84 -HYP110

HYPACK Hydraulic Powered Pumps - HF Series

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.25 1:1.50 1:1.83 HP kW Kg
HF18-xxxx 38 500 50

1250 1500 1830

50 36.8 71
HF20-xxxx 47 400 40 55 36.8 71
HF22-xxxx 57 350 35 56 36.8 71
HF25-xxxx 73 280 28 52 36.8 71

Part No. suffix -GB12 -GB15 -GB18

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Duplex ASTM F51 s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 60°C 
 	 1" BSPF inlet 
 	 3/4" BSPF outlet

HFN Series - 50HP - Flows to 73 Lpm - Pressure up to 350 Bar  

Bare shaft pump

Part No.
Volume Pressure    Speed 

RPM
Power Weight 

Lpm Bar MPa HP kW Kg
HFN22 57 350 35 1000 50 36.8 65
HFN25 73 280 28 1000 50 36.8 64

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.25 1:1.50 1:1.83 HP kW Kg
HFN22-xxxx 57 350 50

1250 1500 1830
50 36.8 92

HFN25-xxxx 73 280 40 55 36.8 92
Part No. suffix -GB12 -GB15 -GB18

With 

Gearbox

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Stainless steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 3/4" BSPF inlet 
 	 8mm flanged outlet

VFH Series - 50HP - Flows to 23 Lpm - Pressure up to 1500 Bar  

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

VFH12-xxxxxx
12.5      1500      750 88            300          138              190           
15.0      1200 900 105 240 166 150

VFH14-xxxxxx
17.0       1100      750 88                  300            138                190            
23.0 800 1000 117 220 184 140

Part No. suffix -HYG117 -HYG184

Piston Motor Options                Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

VFH12-xxxxxx
12.5      1500      750 83            320 98 270
15.0      1200 900 89 250 117 220

VFH14-xxxxxx
17.0       1100      750 83 320 98 270
23.0 800 1000 110 230 130 200

Part No. suffix -HYP110 -HYP130

HYPACK Hydraulic Powered Pumps - VFH Series

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg

VFH12
12.5 1500 150 750 50 36.8

65
15 1200 120 900 50 36.8

VFH14
17 1100 110 750 50 36.8

65
23 800 80 1000 50 36.8

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

Fitted with Gearbox

Part No.
Volume Pressure    Power Gearbox Weight 

Lpm Bar MPa HP kW RPM Kg
VFH12-GB12 15 1200 120 50 36.8 1125 77
VFH14-GB12 23 800 80 50 36.8 1250 77

VFH12-GB15 15 1200 120 50 36.8 1350 77
VFH14-GB15 23 800 80 50 36.8 1500 77

VFH12-GB18 15 1200 120 50 36.8 1647 77
VFH14-GB18 23 800 80 50 36.8 1830 77

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1 1/2" BSPF outlet

KS Series - 75HP - Flows to 226 Lpm - Pressure up to 250 Bar  

HYPACK Hydraulic Powered Pumps - KS Series

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
KS28 110 250 25

1200

75 55.0 78
KS32 145 200 20 75 55.0 78
KS36 183 160 16 75 55.0 78
KS38 204 150 15 75 55.0 78
KS40 226 140 14 75 55.0 78

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.25 1:1.50 1:1.83 HP kW Kg
KS28-xxxx 110 250 25

1500 1800 2200

75 55.0 102
KS32-xxxx 145 200 20 75 55.0 102
KS36-xxxx 183 160 16 75 55.0 98
KS38-xxxx 204 150 15 75 55.0 98
KS40-xxxx 226 140 14 75 55.0 98

Part No. suffix -GB15 -GB18 -GB22

Piston Motor Options                Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KS28-xxxxxx 110 250 1200 132 290 156 240
KS32-xxxxxx 145 200 1200 132 300 156 250
KS36-xxxxxx 183 160 1200 132 300 156 260
KS40-xxxxxx 226 140 1200 132 300 156 280

Part No. suffix -HYP110 -HYP130                

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

KS28-xxxxxx 110 250 1200 140 270 221 170
KS32-xxxxxx 145 200 1200 140 280 221 180
KS36-xxxxxx 183 160 1200 140 290 221 180
KS40-xxxxxx 226 140 1200 140 310 221 200

Part No. suffix -HYG117 -HYG184

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
HS18 46 600 60

1200
75 55.0 61

HS20 57 500 50 75 55.0 61
HS22 68 400 40 71 52.2 61

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

 	 70 series power frame - 30mm shaft 
 	 Nickel plated s/steel manifold  
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 1" BSPF inlet 
 	 3/4" BSPF outlet

HS Series - 75HP - Flows to 68 Lpm - Pressure up to 600 Bar  

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.25 1:1.50 1:1.83 HP kW Kg
HS18-xxxx 46 600 60

1500 1800 2200
70 51.5 80

HS20-xxxx 57 500 50 73 53.7 80
HS22-xxxx 68 400 40 71 52.2 80

Part No. suffix -GB15 -GB18 -GB22

Piston Motor Options                Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

HS18-xxxxxx 45 600 1200 132 290 156 240
HS20-xxxxxx 56 500 1200 132 290 156 250
HS22-xxxxxx 68 400 1200 132 280 156 240

Part No. suffix -HYP110 -HYP130                

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

HS18-xxxxxx 45 600 1200 140 270 221 170
HS20-xxxxxx 56 500 1200 140 280 221 180
HS22-xxxxxx 68 400 1200 140 270 221 170

Part No. suffix -HYG117 -HYG184

HYPACK Hydraulic Powered Pumps - HS Series

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
VK12 20 1500 150

1200
75 55.0 68

VK14 28 1100 110 75 55.0 68

 	 70 series power frame - 30mm shaft 
 	 Stainless steel manifold   
 	 Aluminium crankcase, ceramic pistons 

	 Maximum fluid temp 30°C 
 	 3/4" BSPF inlet 
 	 8mm flanged outlet

VKH Series - 75HP - Flows to 28 Lpm - Pressure up to 1500 Bar  

Piston Motor Options                Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

VKH12-xxxxx 20 1500 1200 132 320 156 270
VKH14-xxxxx 28 1100 1200 132 320 156 270

Part No. suffix -HYP110 -HYP130                

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Speed 
RPM

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

VKH12-xxxxx 20 1500 1200 140 300 221 190
VKH14-xxxxx 28 1100 1200 140 300 221 190

Part No. suffix -HYG117 -HYG184

HYPACK Hydraulic Powered Pumps - VKH Series

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.25 1:1.50 1:1.83 HP kW Kg
VKH12-xxxx 20 1500 150

1500 1800 2200
75 55.0 82

VKH14-xxxx 28 1100 110 75 55.0 82
Part No. suffix -GB15 -GB18 -GB22

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

Bare 

Shaft

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 66mm flanged inlet 
 	 1 1/4" BSPF outlet

 	 70 series power frame - 30mm shaft 
 	 Duplex ASTM F51 s/steel manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 66mm flanged inlet 
 	 1 1/4" BSPF outlet

MWlp Series - 100HP - Flows to 399 Lpm - Pressure up to 155 Bar  

MWNlp Series - 100HP - Flows to 399 Lpm - Pressure up to 155 Bar  

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.875 1:2.238 1:2.722 1:3.211 HP kW Kg
MW45-xxxxx 267 155 15.5

1500 1800 2200 2600
108 79 262

MW50-xxxxx 330 125 12.5 108 79 262
MW55-xxxxx 399 100 10 104 76 262

Part No. suffix -GB15 -GB18 -GB22 -GB26

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.875 1:2.238 1:2.722 HP kW Kg
MWN45-xxxxx 267 155 15.5

1500 1800 2200
108 79 262

MWN50-xxxxx 330 125 12.5 108 79 262
MWN55-xxxxx 399 100 10 104 76 262

Part No. suffix -GB15 -GB18 -GB22

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
MW45 267 155 15.5

800
100 74 220

MW50 330 125 12.5 100 74 220
MW55 399 100 10 100 74 220

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
MWN45 267 155 15.5

800
100 74 236

MWN50 330 125 12.5 100 74 236
MWN55 399 100 10 100 74 236

Bare 

Shaft

Flanged 

Inlet Port
Gearbox can be mounted 

on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

HYPACK Hydraulic Powered Pumps - MWlp Series

Piston Motor Options                Piston IPH 84 cc. Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.238 1:2.722

MW45-xxxx-xxxxxx 267 155

1800 2200

151 380 198 290 234 240
185 310 242 240 286 200

MW50-xxxx-xxxxxx 330 125
151 370 198 290 234 240
185 310 242 240 286 200

MW55-xxxx-xxxxxx 399 100
151 360 198 280 234 240
185 300 242 230 286 190

Part No. suffix -GB18 -GB22 -HYP84 -HYP110 -HYP130

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.238 1:2.722

MW45-xxxx-xxxxxx 267 155

1800 2200

211 270 331 170
257 220 405 140

MW50-xxxx-xxxxxx 330 125
211 270 331 170
257 220 405 140

MW55-xxxx-xxxxxx 399 100
211 270 331 170
257 220 405 140

Part No. suffix -GB18 -GB22 -HYG117 -HYG184

Example MW45-GB18-HYP84
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

MWhp Series - 100HP - Flows to 211 Lpm - Pressure up to 300 Bar  

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.875 1:2.238 1:2.722 1:3.211 HP kW Kg
MW32-xxxxx 135 300 30

1500 1800 2200 2600
106 78 264

MW36-xxxxx 171 240 24 107 79 264
MW40-xxxxx 211 210 21 116 85 264

Part No. suffix -GB15 -GB18 -GB22 -GB26

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
MW32 135 300 30

800
100 74 220

MW36 171 240 24 100 74 220
MW40 211 210 21 100 85 220

Bare 

Shaft

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

 	 70 series power frame - 30mm shaft 
 	 Duplex ASTM F51 s/steel manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

MWNhp Series - 100HP - Flows to 211 Lpm - Pressure up to 300 Bar  

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.875 1:2.238 1:2.722 HP kW Kg
MWN32-xxxxx 135 300 30

1500 1800 2200
100 74 260

MWN36-xxxxx 171 240 24 100 74 260
MWN40-xxxxx 211 210 21 105 85 260

Part No. suffix -GB15 -GB18 -GB22

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
MWN32 135 300 30

800
100 74 236

MWN36 171 240 24 100 74 236
MWN40 211 210 21 105 85 236

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

Bare 

Shaft

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

HYPACK Hydraulic Powered Pumps - MWhp Series

Piston Motor Options                Piston IPH 84 cc. Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.238 1:2.722

MW32-xxxx-xxxxxx 135 300

1800 2200

151 370 198 290 234 240
185 300 242 230 286 200

MW36-xxxx-xxxxxx 171 240
151 370 198 290 234 240
185 310 242 240 286 200

MW40-xxxx-xxxxxx 211 210
151 400 198 310 234 260
185 330 242 250 286 220

Part No. suffix -GB18 -GB22 -HYP84 -HYP110 -HYP130

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.238 1:2.722

MW32-xxxx-xxxxxx 135 300

1800 2200

211 270 331 170
257 220 405 140

MW36-xxxx-xxxxxx 171 240
211 270 331 170
257 220 405 140

MW40-xxxx-xxxxxx 211 210
211 290 331 190
257 240 405 150

Part No. suffix -GB18 -GB22 -HYG117 -HYG184

Example MW32-GB18-HYP84
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated s/steel manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

SMH Series - 100HP - Flows to 76 Lpm - Pressure up to 1500 Bar  

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.875 1:2.238 1:2.722 HP kW Kg
SMH14-xxxx 26 1500 150

1500 1800 2200

101 74.0 265
SMH16-xxxx 34 1200 120 106 78.0 265
SMH18-xxxx 43 900 90 101 74.0 265
SMH20-xxxx 53 750 75 103 76.0 265
SMH22-xxxx 64 600 60 100 74.0 265
SMH24-xxxx 76 500 50 99 73.0 265

Part No. suffix -GB15 -GB18 -GB22

Bare shaft pump

Part No.
Volume Pressure    Speed Power Weight 

Lpm Bar MPa RPM HP kW Kg
SMH14 26 1500 150

800

101 74.0 220
SMH16 34 1200 120 106 78.0 220
SMH18 43 900 90 101 74.0 220
SMH20 53 750 75 103 76.0 220
SMH22 64 600 60 100 74.0 220
SMH24 76 500 50 99 73.0 220

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

HYPACK Hydraulic Powered Pumps - SMH Series

Hydraulic Gear Motor Options                Gear IPH 117 cc. Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.238 1:2.722

SMH14-xxxx-xxxxxx 26 1500

1800 2200

211 250 331 160
257 210 405 140

SMH16-xxxx-xxxxxx 34 1200
211 270 331 170
257 220 405 140

SMH18-xxxx-xxxxxx 43 900
211 250 331 160
257 210 405 130

SMH20-xxxx-xxxxxx 53 750
211 210 331 140
257 210 405 140

SMH22-xxxx-xxxxxx 64 600
211 210 331 130
257 210 405 130

SMH24-xxxx-xxxxxx 76 500
211 210 331 130
257 210 405 130

Part No. suffix -GB18 -GB22 -HYG117 -HYG184

Piston Motor Options                              Piston IPH 84 cc. Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.238 1:2.722

SMH14-xxxx-xxxxxx 26 1500

1800 2200

151 350 198 270 234 230
185 290 242 220 286 190

SMH16-xxxx-xxxxxx 34 1200
151 370 198 280 234 240
185 300 242 230 286 200

SMH18-xxxx-xxxxxx 43 900
151 350 198 270 234 230
185 290 242 220 286 190

SMH20-xxxx-xxxxxx 53 750
151 300 198 230 234 190
185 300 242 230 286 190

SMH22-xxxx-xxxxxx 64 600
151 290 198 220 234 190
185 290 242 220 286 190

SMH24-xxxx-xxxxxx 76 500
151 280 198 220 234 190
185 280 242 200 286 190

Part No. suffix -GB18 -GB22 -HYP84 -HYP110 -HYP130

Example SMH14-GB18-HYG84
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 80mm flanged inlet 
 	 1 1/4" BSPF outlet

MK2lp Series - 150HP - Flows to 406 Lpm - Pressure up to 200 Bar  

HYPACK Hydraulic Powered Pumps - MK2lp Series

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.667 1:3.278 HP kW Kg
MK2-55-xxxx 290 200 20

1500 1800
151 111 427

MK2-60-xxxx 346 170 17 153 112 427
MK2-65-xxxx 406 150 15 158 116 427

Part No. suffix -GB15 -GB18

Hydraulic Gear Motor Options                Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM 
1:3.73

Volume 
Lpm

Oil Press 
Bar 

MK2-55-xxxxxx 290 200
2050

377 210
MK2-60-xxxxxx 346 170 377 210
MK2-65-xxxxxx 406 150 377 220

Part No. suffix -HYG184

Piston Motor Options                                 Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM 
1:3.73

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

MK2-55-xxxxxx 290 200
2050

226 340 267 290
MK2-60-xxxxxx 346 170 226 340 267 290
MK2-65-xxxxxx 406 150 226 340 267 300

Part No. suffix -HYP184 -HYP184

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

MK2hp Series - 150HP - Flows to 240 Lpm - Pressure up to 400 Bar  

HYPACK Hydraulic Powered Pumps - MK2hp Series

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.667 1:3.278 HP kW Kg
MK2-40-xxxx 154 400 40

1500 1800
160 118 409

MK2-45-xxxx 194 300 30 151 111 409
MK2-50-xxxx 240 250 25 156 115 409

Part No. suffix -GB15 -GB18

Hydraulic Gear Motor Options                Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM 
1:3.75

Volume 
Lpm

Oil Press 
Bar 

MK2-40-xxxx 154 400
2050

377 220
MK2-45-xxxx 194 300 377 210
MK2-50-xxxx 240 250 377 210

Part No. suffix -HYG184

Piston Motor Options                                 Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM 
1:3.75

Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 

MK2-40-xxxx 154 400
2050

226 360 267 310
MK2-45-xxxx 194 300 226 340 267 290
MK2-50-xxxx 240 250 226 350 267 300

Part No. suffix -HYP184 -HYP184

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 80mm flanged inlet 
 	 1 1/4" BSPF outlet

MF Series - 150HP - Flows to 401 Lpm - Pressure up to 200 Bar  

HYPACK Hydraulic Powered Pumps - MF Series

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:1.88 1:2.227 1:1.2737 1:1.3235 HP kW Kg
MF45-xxxx 268 200 20

1500 1800 2200 2600
140 103 287

MF50-xxxx 331 170 17 147 108 287
MF55-xxxx 401 140 14 146 108 287

Part No. suffix -GB15 -GB18 -GB22 -GB26
Easy-Service 

Plungers  

& Seals

Hydraulic Gear Motor Options                Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 1:2.227 1:1.2737

MF45-xxxx-xxxxxx 268 200
1800 2200

331 250
MF50-xxxx-xxxxxx 331 170 211 270
MF55-xxxx-xxxxxx 401 140 211 250

Part No. suffix -GB18 -GB22 -HYG184

Piston Motor Options                                 Piston IPH 110 cc. Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 

Volume 
Lpm

Oil Press 
Bar 1:2.227 1:1.2737

MF45-xxxx-xxxxxx 268 200

1800 2200

198 370 234 320
242 300 286 260

MF50-xxxx-xxxxxx 331 170
198 390 234 330
242 320 286 270

MF55-xxxx-xxxxxx 401 140
198 390 234 330
242 320 286 270

Part No. suffix -GB18 -GB22 -HYP110 -HYP130

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

UK Distributor since 1991

Pratissoli "R" Series Pumps for Recycles fluids
Suitable for charged water with up to 20% concentration of particles up to 200μ.
Special packings mean the pumps can run dry for up to 30 minutes and suitable  
for fluids up to 85˚C - consult Dual Pumps technical department.

KF-R Series Pumps - 50HP 
Flows up to 170 Lpm - Pressures up to 210 Bar

MW-R Series Pumps - 100HP 
Flows up to 399 Lpm - Pressures up to 300 Bar

MK-R Series Pumps - 150HP 
Flows up to 406 Lpm - Pressures up to 400 Bar

MKS-R Series Pumps - 180HP 
Flows up to 481 Lpm - Pressures up to 400 Bar

SR-R Series Pumps - 300HP 
Flows up to 620 Lpm - Pressures up to 400 Bar

TR-R Series Pumps - 450HP 
Flows up to 896 Lpm - Pressures up to 400 Bar

KT45M Series Pumps - 10HP 
Flows up to 74 Lpm - Pressures up to 50 Bar

KT5M Series Pumps - 40HP 
Flows up to 177 Lpm - Pressures up to 80 Bar

MF7M Series Pumps - 50HP 
Flows up to 254 Lpm - Pressures up to 75 Bar

MK9M Series Pumps - 80HP 
Flows up to 397 Lpm - Pressures up to 80 Bar

Specialised Ranges

                        M LINE Piston Pumps  
for drilling fluids, muds, slurries & dense mixtures

Pratissoli proudly celebrate the birth of a new line of positive displacement triplex piston pumps 
designed to handle drilling fluids, muds, slurries & dense mixtures for a variety of applications in 
the mining, chemical, oil & gas industries. This new pump line combines years of field testing with 
the latest in technological advances, proving outstanding abrasion resistance, easy maintenance 
and self-priming capabilities.

For more information on these ranges of Pratissoli pumps  
visit www.dualpumps.co.uk or call our sales office.

ITALY100% MADE IN

85°C
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 80mm flanged inlet 
 	 1 1/4" BSPF outlet

MK2Slp Series - 180HP - Flows to 484 Lpm - Pressure up to 200 Bar  

HYPACK Hydraulic Powered Pumps - MK2Slp Series

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.2 1:2.667 1:3.278 HP kW Kg
MK2S-55-xxxx 346 200 20

1500 1800 2200
180 103 427

MK2S-60-xxxx 412 170 17 182 108 427
MK2S-65-xxxx 484 150 15 188 108 427

Part No. suffix -GB15 -GB18 -GB22

Hydraulic Gear Motor Options                Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 1:3.75

MK2S-55-xxxxxx 346 200
2500

460 210
MK2S-60-xxxxxx 412 170 460 210
MK2S-65-xxxxxx 484 150 460 220

Part No. suffix -HYG184

Piston Motor Options                                 Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 1:3.75

MK2S-55-xxxxxx 346 200
2500

325 290
MK2S-60-xxxxxx 412 170 325 290
MK2S-65-xxxxxx 484 150 325 300

Part No. suffix -HYP130

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

MK2Shp Series - 180HP - Flows to 286 Lpm - Pressure up to 400 Bar  

HYPACK Hydraulic Powered Pumps - MK2Shp Series

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.2 1:2.667 1:3.278 HP kW Kg
MK2S-55-xxxx 346 200 20

1500 1800 2200
180 103 427

MK2S-60-xxxx 412 170 17 182 108 427
MK2S-65-xxxx 484 150 15 188 108 427

Part No. suffix -GB15 -GB18 -GB22

Fitted with Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.2 1:2.667 1:3.278 HP kW Kg
MK2S-40-xxxx 183 400 40

1500 1800 2200
190 140 409

MK2S-45-xxxx 232 300 30 181 133 409
MK2S-50-xxxx 286 250 25 186 137 409

Part No. suffix -GB15 -GB18 -GB22

Hydraulic Gear Motor Options                Gear IPH 184 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 1:3.73

MK2S-40-xxxxxx 183 400
2500

460 220
MK2S-45-xxxxxx 232 300 460 210
MK2S-50-xxxxxx 286 250 460 210

Part No. suffix -HYG184

Piston Motor Options                                 Piston IPH 130 cc.

Part No. Volume 
Lpm

Pressure 
Bar    

Gearbox RPM Volume 
Lpm

Oil Press 
Bar 1:3.73

MK2S-40-xxxxxx 183 400
2500

325 310
MK2S-45-xxxxxx 232 300 325 290
MK2S-50-xxxxxx 286 250 325 300

Part No. suffix -HYP130

Gearbox can be mounted 
on left or right & 5 positions 
from horizontal axis - must 

be specified at time of order

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 80mm flanged inlet 
 	 36mm flanged oulet

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

LKlp Series - 180HP - Flows to 428 Lpm - Pressure up to 230 Bar  

LKhp Series - 180HP - Flows to 241 Lpm - Pressure up to 400 Bar  

Integrated Gearbox

Part No.
Volume Pressure    Power Gearbox Weight 

Lpm Bar MPa HP kW RPM Kg
LK36-GB15 140 400 40 161 118

1500 
(1:2.95)

376
LK40-GB15 173 350 35 173 127 376
LK45-GB15 218 280 28 176 129 376

LK36-GB175 152 400 40 161 118
1750 

(1:3.158)

376
LK40-GB175 188 350 35 173 127 376
LK45-GB175 238 280 28 176 129 376

LK36-GB19 154 400 40 161 118
1900 

(1:3.389)

376
LK40-GB19 190 350 35 173 127 376
LK45-GB19 241 280 28 176 129 376

Integrated Gearbox

Part No.
Volume Pressure    Power Gearbox Weight 

Lpm Bar MPa HP kW RPM Kg
LK50-GB15 269 230 23 177 130

1500 
(1:2.95)

389
LK55-GB15 326 190 19 178 131 389
LK60-GB15 388 160 16 178 131 389

LK50-GB175 294 230 23 177 130
1750 

(1:3.158)

389
LK55-GB175 355 190 19 178 131 389
LK60-GB175 423 160 16 178 131 389

LK50-GB19 296 230 23 177 130
1900 

(1:3.389)

389
LK55-GB19 358 190 19 178 131 389
LK60-GB19 428 160 16 178 131 389

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Duplex ASTM F51 s/steel manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 60°C 
 	 80mm flanged inlet 
 	 36mm flanged oulet

 	 70 series power frame - 30mm shaft 
 	 Nickel plated cast iron manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 60°C 
 	 2" BSPF inlet 
 	 1" BSPF outlet

LKNlp Series - 180HP - Flows to 428 Lpm - Pressure up to 230 Bar  

LKNhp Series - 180HP - Flows to 241 Lpm - Pressure up to 400 Bar  

Integrated Gearbox

Part No.
Volume Pressure    Power Gearbox Weight 

Lpm Bar MPa HP kW RPM Kg
LKN36-GB15 140 400 40 161 118

1500 
(1:2.95)

372
LKN40-GB15 173 350 35 173 127 372
LKN45-GB15 218 280 28 176 129 372

LKN36-GB175 152 400 40 161 118
1750 

(1:3.158)

372
LKN40-GB175 188 350 35 173 127 372
LKN45-GB175 238 280 28 176 129 372

LKN36-GB19 154 400 40 161 118
1900 

(1:3.389)

372
LKN40-GB19 190 350 35 173 127 372
LKN45-GB19 241 280 28 176 129 372

Integrated Gearbox

Part No.
Volume Pressure    Power Gearbox Weight 

Lpm Bar MPa HP kW RPM Kg
LKN50-GB15 269 230 23 177 130

1500 
(1:2.95)

372
LKN55-GB15 326 190 19 178 131 372
LKN60-GB15 388 160 16 178 131 372

LKN50-GB175 294 230 23 177 130
1750 

(1:3.158)

372
LKN55-GB175 355 190 19 178 131 372
LKN60-GB175 423 160 16 178 131 372

LKN50-GB19 296 230 23 177 130
1900 

(1:3.389)

372
LKN55-GB19 358 190 19 178 131 372
LKN60-GB19 428 160 16 178 131 372

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 Stainless steel manifold  
 	 Cast iron crankcase, ceramic pistons 

	 Maximum fluid temp 30°C 
 	 1 1/2" BSPF inlet 
 	 14mm flanged outlet

 	 70 series power frame - 30mm shaft 
 	 17-4PH stainless steel manifold 
 	 Cast iron crankcase, ceramic pistons 
 	 Horizontal or vertical mount options 

	 Maximum fluid temp 40°C 
 	 73mm flanged inlet 
 	 50mm flanged outlet

SKH Series - 180HP - Flows to 98 Lpm - Pressure up to 1500 Bar  

SRlp Series - 300HP - Flows to 620 Lpm - Pressure up to 400 Bar  

Integrated Gearbox

Part No.
Volume Pressure    Power Gearbox Weight 

Lpm Bar MPa HP kW RPM Kg
SKH20-GB15 43 1500 150 168 123

1500 
(1:2.95)

398
SKH22-GB15 52 1300 130 176 129 398
SKH24-GB15 62 1100 110 177 130 398
SKH26-GB15 73 900 90 171 126 393
SKH28-GB15 84 800 80 175 128 393
SKH30-GB15 96 700 70 175 128 393

SKH20-GB175 44 1500 150 171 26

1750 
(1:3.158)

398
SKH22-GB175 53 1300 130 179 132 398
SKH24-GB175 63 1100 110 180 132 398
SKH26-GB175 74 900 90 173 127 393
SKH28-GB175 86 800 80 179 132 393
SKH30-GB175 98 700 70 178 131 393

Integrated Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.90 1:3.46 1:4.23 HP kW Kg
SR50-xxxx 276 400 40

1500 1800 2200

287 211 1290
SR55-xxxx 333 350 35 303 223 1290
SR60-xxxx 397 300 30 309 227 1290
SR65-xxxx 465 250 25 302 222 1290
SR70-xxxx 540 220 22 309 227 1290
SR75-xxxx 620 200 20 322 237 1290

Part No. suffix -GB15 -GB18 -GB22

ll 2GD ck T4/T135°C
ON REQUEST

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 17-4PH stainless steel manifold 
 	 Cast iron crankcase, ceramic pistons 
	 Integrated oil lubrication pump 

 	 Horizontal or vertical mount options 
	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 19mm flanged outlet

SRhp Series - 300HP - Flows to 143 Lpm - Pressure up to 1500 Bar  

Integrated Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.90 1:3.46 1:4.23 HP kW Kg
SR26-xxxx 75 1500 150

1500 1800 2200

290 213 1211
SR30-xxxx 99 1200 120 309 227 1211
SR32-xxxx 113 1000 100 293 215 1211
SR36-xxxx 143 800 80 297 218 1211

Part No. suffix -GB15 -GB18 -GB22

ll 2GD ck T4/T135°C
ON REQUEST
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Plunger Pumps

 	 70 series power frame - 30mm shaft 
 	 17-4PH stainless steel manifold 
 	 Cast iron crankcase, ceramic pistons 
	 Integrated oil lubrication pump 

 	 Horizontal or vertical mount options 
	 Maximum fluid temp 40°C 
 	 73mm flanged inlet 
 	 50mm flanged outlet

 	 70 series power frame - 30mm shaft 
 	 17-4PH stainless steel manifold 
 	 Cast iron crankcase, ceramic pistons 
	 Integrated oil lubrication pump 

 	 Horizontal or vertical mount options 
	 Maximum fluid temp 40°C 
 	 2" BSPF inlet 
 	 19mm flanged outlet

TRlp Series - 450HP - Flows to 896 Lpm - Pressure up to 400 Bar  

TRhp Series - 450HP - Flows to 206 Lpm - Pressure up to 1500 Bar  

Integrated Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.90 1:3.46 1:4.23 HP kW Kg
TR50-xxxx 398 400 40

1500 1800 2200

414 304 1312
TR55-xxxx 482 350 35 438 322 1312
TR60-xxxx 573 300 30 446 328 1312
TR65-xxxx 673 250 25 437 321 1312
TR70-xxxx 781 220 22 446 328 1312
TR75-xxxx 896 200 20 465 342 1312

Part No. suffix -GB15 -GB18 -GB22

Integrated Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:2.90 1:3.46 1:4.23 HP kW Kg
TR26-xxxx 108 1500 150

1500 1800 2200

419 308 1241
TR30-xxxx 143 1200 120 447 328 1241
TR32-xxxx 163 1000 100 423 311 1241
TR36-xxxx 206 800 80 428 315 1241

Part No. suffix -GB15 -GB18 -GB22

ll 2GD ck T4/T135°C
ON REQUEST

ll 2GD ck T4/T135°C
ON REQUEST

R-VERSION 
available for  

Recycled Fluids
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Plunger Pumps

	 84 series power frame  
 	 17-4PH stainless steel manifold 
 	 Aluminium crankcase, ceramic pistons 

 	 Horizontal, triplex configuration 
 	 Integrated oil lubrication pump 
 	 Max fluid temp 40°C

 	 84 series power frame  
 	 17-4PH stainless steel manifold 
 	 Aluminium crankcase, ceramic pistons 

 	 Horizontal, quintuplex configuration 
 	 Integrated oil lubrication pump 
 	 Max fluid temp 40°C

VR Series - 700HP - Flows to 1600 Lpm - Pressure up to 400 Bar  

ZR Series - 1200HP - Flows to 2662 Lpm - Pressure up to 400 Bar  

Integrated Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:3.739 1:4.5 HP kW Kg
VR70-xxxx 648 400 40

1500 1800

673 495 2702
VR80-xxxx 847 320 32 704 517 2702
VR90-xxxx 1071 260 26 724 532 2702
VR100-xxxx 1323 210 21 721 530 2702
VR110-xxxx 1600 170 17 707 520 2702

Part No. suffix -GB15 -GB18

Integrated Gearbox

Part No.
Volume Pressure    Gearbox RPM Power Weight 

Lpm Bar MPa 1:3.739 1:4.5 HP kW Kg
ZR70-xxxx 1078 400 40

1500 1800

1122 825 3831
ZR80-xxxx 1408 320 32 1173 862 3831
ZR90-xxxx 1782 260 26 1206 887 3831
ZR100-xxxx 2200 210 21 1202 884 3831
ZR110-xxxx 2662 170 17 1178 866 3831

Part No. suffix -GB15 -GB18

ll 2GD ck T4/T135°C
ON REQUEST

ll 2GD ck T4/T135°C
ON REQUEST
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MWlp & MF Series

KV Series

MWNlp Series

MKlp & MKSlp Series
Part No Type Description
KIT1150 Outlet 1 1/4" BSPM hex plug
KIT1151 Outlet 1 1/4" BSPM x 1 1/2" BSPM 
KIT1152 Outlet 1 1/4" BSPM x 1 1/4" BSPM
KIT1201 Inlet Blanking plate
KIT1202 Inlet Adaptor block  x  3" BSPF
KIT1203 Inlet 3" BSPM x 90mm barb

Part No Type Description
KIT1150 Outlet 1 1/4" BSPM hex plug
KIT1151 Outlet 1 1/4" BSPM x 1 1/2" BSPM 
KIT1152 Outlet 1 1/4" BSPM x 1 1/4" BSPM
KIT1153 Inlet Blanking plate
KIT1154 Inlet 76mm 90o hose barb
KIT1155 Inlet Adaptor block x 2 1/2" BSPF 
KIT1156 Inlet 2 1/2" BSPM x 76mm hose barb

Part No Type Description
KIT1173 Outlet 1 1/4" BSPM x hex plug
KIT1174 Outlet 1 1/4" BSPM x 1 1/4" BSPM
KIT1175 Inlet Blanking plate
KIT1176 Inlet Adaptor block x 2 1/2" BSPF 
KIT1177 Inlet 2 1/2" BSPM x 76mm hose barb

Connection Kits

Part No Type Description
KIT2377 Inlet G 3/4"
KIT2379 Outlet G 3/4"
KIT2380 Outlet G 3/8" HP x G 1/4"
KIT2381 Outlet G 3/8" HP x G 3/8"
KIT2378 Outlet G 3/8" HP x G 1/2"
KIT2382 Outlet G 3/8" HP x M14x 1,5
KIT2383 Outlet G 3/8" HP x M20x 1,5
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LKlp Series
Part No Type Description
KIT1151 Outlet 1 1/4" BSPM x 1 1/2" BSPM
KIT1152 Outlet 1 1/4" BSPM x 1 1/4" BSPM
KIT1201 Inlet Blanking plate
KIT1202 Inlet Adaptor block  x  3" BSPF
KIT1203 Inlet 3" BSPM x 90mm barb
KIT1214 Outlet Adaptor block x 1 1/4" BSPF
KIT1215 Outlet Blanking plate

Part No Type Description
KIT1041 Inlet 3/4" BSPM hex plug
KIT1103 Outlet 1/2" BSPM x 1/2" BSPF 
KIT1104 Outlet 1/2" BSPM hex plug
KIT1105 Outlet 1/2" BSPM x 1/4" BSPM
KIT1106 Outlet 1/2" BSPM x 3/8" BSPM
KIT1107 Outlet 1/2" BSPM x M14 x 1.5
KIT1108 Outlet 1/2" BSPM x M20 x 1.5
KIT1109 Outlet 1/2" BSPM x M22 x 1.5
KIT1110 Outlet 1/2" BSPM x M24 x 1.5
KIT1257 Outlet Adaptor block x 1/2" BSPF 

Part No Type Description
KIT1103 Outlet 1/2" BSPM x 1/2" BSPF
KIT1104 Outlet 1/2" BSPM hex plug
KIT1125 Inlet 1 1/2" BSPM hex plug
KIT1126 Outlet 1/2" BSPM x 5/8" UNF
KIT1127 Outlet Adaptor block x 3/4" BSPF 
KIT1128 Outlet 3/4" BSPM hex plug
KIT1129 Outlet 3/4" BSPM x 3/8" BSPM
KIT1130 Outlet 3/4" BSPM x M20 x 1.5
KIT1131 Outlet 3/4" BSPM x M22 x 1.5
KIT1132 Outlet 3/4" BSPM x M24 x 1.5
KIT1133 Outlet 3/4" BSPM x M36 x 2

VF & VK Series

SM & SK Series

SRhp & TRhp Series
Part No Type Description
KIT1103 Outlet G1/2" HP - G1/2"
KIT1104 Outlet G1/2" HP
KIT2276 Outlet G1"
KIT2277 Outlet G1"- M24 x 1,5
KIT2278 Outlet G1"- M36 x 2
KIT2357 Outlet G1"
KIT2358 Inlet G2" HP

Connection Kits
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Part No. Type Description Suitable Pump Material
KIT2279 Inlet SAE 3000 Flange Plug SR TR all STD
KIT2280 Inlet SAE 3000 Flange Plug SR TR all INOX
KIT2281 Inlet G 3" SR TR all ST5 2.3
KIT2282 Inlet G 3" SR TR all INOX
KIT2283 Inlet NPT 3" SR TR all ST5 2.3
KIT2284 Inlet NPT 3" SR TR all INOX
KIT2285 Outlet Flange Plug SR TR all INOX
KIT2286 Outlet SAE 6000 G 1 1/2" SR TR 50 ST5 2.3
KIT2287 Outlet SAE 6000 G 1 1/2" SR TR 50 INOX
KIT2288 Outlet SAE 6000 NPT 1 1/2" SR TR 50 ST5 2.3
KIT2289 Outlet SAE 6000 NPT 1 1/2" SR TR 50 INOX
KIT2290 Outlet SAE 6000 G 2" SR TR 60 - 65 ST5 2.3
KIT2291 Outlet SAE 6000 G 2" SR TR 60 - 65 INOX
KIT2292 Outlet SAE 6000 NPT 2" SR TR 60 - 65 ST5 2.3
KIT2293 Outlet SAE 6000 NPT 2" SR TR 60 - 65 INOX
KIT2294 Outlet SAE 6000 G 2 1/2" SR TR 70 - 75 ST5 2.3
KIT2295 Outlet SAE 6000 G 2 1/2" SR TR 70 - 75 INOX
KIT2296 Outlet SAE 6000 NPT 2 1/2" SR TR 70 - 75 ST5 2.3
KIT2297 Outlet SAE 6000 NPT 2 1/2" SR TR 70 - 75 INOX
KIT2298 Outlet Flange Plug RV SR TR all INOX
KIT2299 Outlet Safety Valve block + Plug SR TR all INOX
KIT2300 Outlet SAE 6000 G 1 1/2" RV SR TR 50 ST5 2.3
KIT2301 Outlet SAE 6000 G 1 1/2" RV SR TR 50 INOX
KIT2302 Outlet SAE 6000 NPT 1 1/2" RV SR TR 50 ST5 2.3
KIT2303 Outlet SAE 6000 NPT 1 1/2" RV SR TR 50 INOX
KIT2304 Outlet SAE 6000 G 2" RV SR TR 60 - 65 ST5 2.3
KIT2305 Outlet SAE 6000 G 2" RV SR TR 60 - 65 INOX
KIT2306 Outlet SAE 6000 NPT 2" RV SR TR 60 - 65 ST5 2.3
KIT2307 Outlet SAE 6000 NPT 2" SR TR 60 - 65 INOX
KIT2308 Outlet SAE 6000 G 2 1/2" RV SR TR 70 - 75 ST5 2.3
KIT2309 Outlet SAE 6000 G 2 1/2" RV SR TR 70 - 75 INOX
KIT2310 Outlet SAE 6000 NPT 2 1/2" RV SR TR 70 - 75 ST5 2.3
KIT2311 Outlet SAE 6000 NPT 2 1/2" RV SR TR 70 - 75 INOX

SRlp & TRlp Series

Connection Kits
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	 Trapped pressure: in bypass mode this type of valve maintains a constant line pressure with zero pump pressure

	 Flow sensitive: in bypass mode this valve reduces the discharge line & pump pressure to zero

Trapped Pressure Unloader Valves

Flow Sensitive Unloader Valves

RA2 - 210 Bar - 230 Lpm

H1520 - 150 Bar - 200 Lpm H2820 - 280 Bar - 200 Lpm

RA2L - 210 Bar - 230 Lpm
Part No. Bar Lpm

RA2L 210 20 - 230
Part No. Bar Lpm

RA2 210 20 - 230

Part No. Bar Lpm
H1520 150 20 - 200

Part No. Bar Lpm
H2820 280 20 - 200

	 Max temp 85°C
	 1" F inlet - 3/4" F outlet  
	 1 1/4" F bypass
	 Manual bypass lever 

	 Max temp 85°C
	 1" F inlet - 3/4" F outlet  
	 1 1/4" F bypass

	 Max temp 85°C
	 1" F inlet - 1" F outlet  
	 1" F bypass

	 Max temp 85°C
	 1" F inlet - 1" F outlet  
	 1" F bypass

H450 - 400 Bar - 50 Lpm H560 - 500 Bar - 60 Lpm
Part No. Bar Lpm

H450 400 8 - 50
Part No. Bar Lpm

H560 500 10 - 60

	 Max temp 85°C
	 1/2" F inlet - 1/2" M outlet  
	 1/2" F bypass

	 Max temp 60°C
	 1/2" F inlet - 1/2" F outlet 
	 1/2" F bypass
	 1/4" F gauge port
	 AISI 420 stainless steel

H253 - 250 Bar - 30 Lpm
Part No. Bar Lpm
H253SS 250 8 - 30

	 Max temp 60°C
	 3/8" F inlet - 3/8" M outlet  
	 3/8" F bypass
	 AISI 316 stainless steel

Part No. Bar Lpm
BH210 210 10 - 100

  Max temp 85°C
  1/2" F inlet - 1/2" F outlet
  3/4" F bypass

BH210 - 210 Bar - 100 Lpm

K9 - 400 Bar - 50 Lpm
Part No. Bar Lpm
BKX600 600 15-60

Part No. Bar Lpm
K9 400 15-50

	 Max temp 60°C 
	 1/2" F inlet - 1/2" M outlet 
	 1/2" F bypass port

	 Max temp 60°C 
	 1/2" F inlet - 1/2" F outlet 
	 3/4" F bypass port

BKX - 600 Bar - 60 Lpm

Call sales office for installation advice for Pratissoli accessories

Accessories
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	 Pressure regulating valves are used to regulate pressure & protect the system when the discharge is closed 
	 Multiple outlets: in applications where more than one outlet is required a constant system pressure is maintained	
	 System working pressure: is maintained regardless of what percentage of fluid is bypassed	

Pressure Regulating Valves

Part No. Bar Lpm
R2 210 230

R2 - 210 Bar - 230 Lpm

Part No. Bar Lpm
R2L 210 230

R2L - 210 Bar - 230 Lpm

Part No. Bar Lpm
TIMAX100 100 200

  Max temp 60°C 
  3/4" F inlet - 3 x 1/2" F outlet
  1" F bypass port
  Manual bypass lever

TIMAX100 - 100 Bar - 200 Lpm

	 Max temp 85°C 
	 1" F inlet - 3/4" F outlet 
	 1 1/4" F bypass

Part No. Bar Lpm
R1/200 200 110
R1/400 400 110
R1/600 600 70

Part No. Bar Lpm
R1102 1100 21

R1 - 200 to 600 Bar - 70 to 110 Lpm

R1102 - 1100 Bar - 21 Lpm

Part No. Bar Lpm
R1X/200 200 110
R1X/400 400 110
R1X/600 600 70

R1X - 200 to 600 Bar - 70 to 110 Lpm
Part No. Bar Lpm Inlet Bypass
R3-LP 230 500 1 1/4" F 1 1/4" F
R3-HP 450 341 1" F 1" F

  Max temp 85°C
  Stainless steel valve & seat (LP) 
  Brass body - S/Steel internals (HP)

R3 - 230 to 450 Bar - 341 to 500 Lpm

R1510 - 1500 Bar - 100 Lpm
Part No. Bar Lpm
R1510 1500 100

Part No. Bar Lpm Inlet Bypass
R3X-LP 230 500 1 1/4" F 1 1/4" F
R3X-HP 450 340 1" F 1" F

R3X  - 230 to 450 Bar - 340 to 500 Lpm

Part No. Bar Lpm
R1503 1500 30

R1503 - 1500 Bar - 30 Lpm

	 Max temp 30°C 
	 6mm inlet - 1/2" F outlet
	 1/2" F bypass
	 S/Steel construction

	 Max temp 30°C 
	 14mm inlet - 1/2" F outlet
	 3/4" F bypass
	 S/Steel construction

	 Max temp 85°C 
	 3/4" F inlet 
	 3/4" F bypass

	 Max temp 30°C 
	 3/8" M inlet 
	 ø12mm bypass
	 S/Steel construction

	 Max temp 85°C 
	 3/4" F inlet 
	 3/4" F bypass 
  AISI 316 stainless steel

  Max temp 85°C
  AISI 316 stainless steel

	 Max temp 85°C 
	 1" F inlet - 3/4" F out 
	 1 1/4" F bypass
	 Manual bypass lever

Call sales office for installation advice for Pratissoli accessories

Accessories

CATALOGUE 41.indd   68CATALOGUE 41.indd   68 12/02/2021   17:10:2212/02/2021   17:10:22



69

Safety Relief Valves

R1 - 200 to 600 Bar - 70 to 110 Lpm

R1102 - 1100 Bar - 21 Lpm

Part No. Bar Lpm
R1520 1500 240

R1520 - 1500 Bar - 240 Lpm

	 Max temp 30°C 
	 19mm inlet - 1" F outlet
	 1 1/4" F bypass
	 S/Steel construction

Part No. Bar Lpm
R4090-LP 220 965
R4090-HP 400 833

	 Max temp 40°C 
  	63mm inlet - 2 1/2" F outlet
  	2 1/2" F bypass
  	S/Steel construction

R4090 - 220 to 400 Bar - 833 to 965 Lpm

Part No. Bar Lpm
S3 60-700 10-100

S3 - 700 Bar - 100 Lpm

	 Max temp 60°C 
	 1/2" M inlet
	 Not preset

Part No. Bar Lpm
S284 50-280 7-41

S284 - 280 Bar - 41 Lpm

	 Max temp 85°C 
	 3/8" M inlet
	 10mm hose barb outlet
	 Not preset

S723 - 100 to 600 Bar - 230 Lpm

Part No. Bar Lpm
S455/xxx 60-450 80-500

S455 - 100 to 450 Bar - 500 Lpm

	 Max temp 60°C 
	 Factory set & sealed
	 Available pre-set in 10 Bar increments 
	 see important order info below

SX2/SX3 - 80 to 600 Bar - 190 to 500 Lpm
Part No. Bar Lpm Inlet
SX2/xxx 60-600 15-190 1/2" M
SX3/xxx 60-300 80-500 3/4" M

	 Safety relief valves are designed to protect a pump or system when its maximum pressure has been exceeded
	 Important: safety relief valves must never be used in place of pressure regulator or unloader valves
	 Important: safety valves should be set at 20% above system working pressure			 

  Max temp 85°C	
  1/2" M inlet	
 	30.4mm hose barb bypass
  Factory set & sealed
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

Part No. Bar Lpm
S723/xxx 60-700 15-230

IMPORTANT ORDER INFORMATION 
When ordering factory set safety valves, replace "xxx" in part number to system working 
pressure, available in 10 Bar increments i.e. S723/200, . Factory pre-set valves are set at 

20% above max system working pressure. Example - S723/200 valve is for system working 
pressure of 200 Bar with a pre-set activation pressure of 240 Bar.

Accessories

Directive

Certified
PED

Directive

Certified
PED

  85°C max water temp	
  3/4" M inlet	
 	36mm hose barb bypass	
  Factory set & sealed
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below
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Pneumatic Unloader Valves

Part No. Bar Lpm Air Press
PN2/140 140 230 7 Bar
PN2/250 250 230 6.3 Bar
PN2/500 500 230 7.5 Bar

PN2 - 140 to 500 Bar - 230 Lpm

	 Max temp 60°C 
	 1" F inlet - 1" F outlet 
	 1" F bypass
	 1/4" F air ports

Part No. Bar Lpm Air Press
PNRA2 210 20-230 8 Bar

PNRA2 - 210 Bar - 20 to 230 Lpm

	 Max temp 85°C 
	 1" F inlet - 3/4" F outlet 
	 1 1/4" F bypass
	 1/4" F air ports

Part No. Bar Lpm Air Press
PNR2 210 230 8 Bar

PNR2 - 210 Bar - 230 Lpm

	 Max temp 85°C
	 1" F inlet - 3/4" F outlet 
	 1 1/4" F bypass
	 1/4" F air ports

Part No. Bar Lpm Air Press
PN4/200 200 500 7 Bar
PN4/300 300 390 7 Bar
PN4/450 450 260 7 Bar

PN4 - 200 to 450 Bar - 260 to 500 Lpm

	 Max temp 60°C 
	 1 1/2" F inlet - 1 1/2" F outlet 
	 1 1/2" F bypass
	 1/4" F air ports

Call sales office for installation advice for Pratissoli accessories

Accessories

Directive

Certified
PED

Directive

Certified
PED

Directive

Certified
PED

Directive

Certified
PED

Part No. Bar Lpm
S1503/ xxx 700-1500 10-30

Part No. Bar Lpm
S1510/ xxx 480-1500 20-100

S1503 - 1500 Bar - 30 Lpm S1510 - 1500 Bar - 100 Lpm

	 Max temp 30°C 
	 1/2" M inlet 
	 14mm hose barb outlet 
	 Factory set & sealed to order
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

	 Max temp 30°C 
	 1/2" M inlet 
	 25mm hose barb outlet 
	 Factory set & sealed to order
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

Part No. Bar Lpm
S1520/ xxx 1500 240

S1520 - 1500 Bar - 240 Lpm

	 Max temp 30°C 
	 1" M inlet
	 S/Steel construction
	 Factory set & sealed to order
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

Part No. Bar Lpm
S4090/ xxx 0-400 950

S4090 - 400 Bar - 950 Lpm

	 Max temp 85°C 
	 1 1/2" M inlet
	 S/Steel construction
	 Factory set & sealed to order
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

IMPORTANT ORDER INFORMATION 
When ordering factory set safety valves, replace "xxx" in part number to system working 
pressure, available in 10 Bar increments i.e. S723/200, . Factory pre-set valves are set at 

20% above max system working pressure. Example - S723/200 valve is for system working 
pressure of 200 Bar with a pre-set activation pressure of 240 Bar.
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Pneumatic Distributor Valves

Pratissoli VP15 Foot Operated Bypass Valve 

Part No. Bar Lpm Air Press
PNR1503 1500 30 7.5 Bar

Part No. Bar Lpm Air Press
PNR1510 1500 100 7.5 Bar

Part No. Bar Lpm Air Press
PNR1520 1500 240 7.5 Bar

Part No. Bar Lpm Air Press
PNR4090 400 965 7.5 Bar

PNR1503 - 1500 Bar - 30 Lpm PNR1510 - 1500 Bar - 100 Lpm

PNR1520 - 1500 Bar - 240 Lpm PNR4090 - 400 Bar - 965 Lpm

	 Max temp 30°C
	 6mm inlet - 1/2" F outlet
	 1/2" F bypass 
	 1/4" F air ports

	 Max temp 30°C
	 14mm inlet - 1/2" F outlet
	 3/4" F bypass 
	 1/4" F air ports

	 Max temp 30°C
	 19mm inlet - 1" F outlet
	 1 1/4" F bypass 
	 1/4" F air ports

	 Max temp 40°C
	 63mm inlet - 2 1/2" F outlet
	 2 1/2" F bypass

	 Max temp 60°C 
	 1 1/2" F inlet - 1 1/2" F outlet 
	 1 1/2" F bypass
	 1/4" F air ports

Accessories

Part No. Bar Lpm Air Press
PN15 1500 80 8 Bar

PN15 - 1500 Bar - 80 Lpm

	 Max temp 60°C 
	 3/8" F inlet - 3/8" F outlet 
	 3/8" F bypass
	 1/4" F air ports

PN14 - 800 to 1500 Bar - 80 to 120 Lpm
Part No. Bar Lpm Air Press

PN14-800 800 120 8 Bar
PN14-1500 1500 80 8 Bar

	 Max temp 30°C 
	 3/4" F inlet & outlet (PN14-800)
	 1/2" F inlet & outlet (PN14-1500) 
	 1/4" F air ports

Pulsation Dampeners

Part  
No.

Vol.  
Ltr

Press  
Bar Ports Description Dimensions 

L x Ø (mm)
A4X 0.35 210 1/2" BSPM AISI 316 S/Steel 160 x 97
A7 0.7 210 1/2" BSPM Forged steel  181 x 116

A7S 0.75 350 1/2" BSPM Forged steel 220 x 130

A7X 0.7 150 3/4" BSPM AISI 316 S/Steel 282 x 90
A15 1.5 330 3/4" BSPM Forged steel 355 x 114

A15X 1.5 150 3/4" BSPM AISI 316 S/Steel 355 x 114

Pulsation Dampeners
	 Factory set to order 
	 Nitrile diaphragm

For triplex plunger pumps, 
dampeners should be set 60% of 

pump working pressure.  
For other applications please seek 
specialist technical advice. We can 

pre-charge units to order up to a 
maximum of 200 Bar, contact sales 

office before ordering.

S1510 - 1500 Bar - 100 Lpm

	 Max temp 30°C 
	 1/2" M inlet 
	 25mm hose barb outlet 
	 Factory set & sealed to order
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

	 Max temp 85°C 
	 1 1/2" M inlet
	 S/Steel construction
	 Factory set & sealed to order
	 PED certified to 97/23/CE cat.II
	 Available pre-set in 10 Bar increments 
	 see important order info below

Part No. Bar Lpm
VP15 1500 80

Bypass Valve

	 3 x 1/2" F threaded ports
	 Max temp 30°C
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Accessories

Call sales office for installation advice for Pratissoli accessories

Part No. Bar Lpm Ports
F50/F80 10 40 1" BSPF

Part No. Bar Lpm Ports
F60 10 200 2" BSPF

Part No. Bar Lpm Ports
F10 10 100 1 1/2" BSPF

S/Steel Inlet Filter S/Steel Inlet Filter 

Aluminium Inlet Filter Polypropylene Inlet Filters

Pratissoli Revolution Counter

	 S/Steel housing 
	 Chrome plated brass heads
	 1 x 70 micron 304 SS screen
	 1 x 10 micron 304 SS wound cartridge
	 Threaded drain plug - 1/4" BSPF

	 Aluminium housing & head
	 60 mesh, 310 micron, s/steel screen
	 Fitted with drain valve

Part No. Bar Lpm Ports Mesh
F30 8 230 2" BSPM 50
F40 8 500 3" BSPM 50

F40-100 8 500 3" BSPM 100
F40-150 8 500 3" BSPM 150

Part No. Voltage
ZRPM1 12/24V DC

	 Polypropylene body
	 S/steel filter screen
	 Threaded drain plug - 1" F

	 For use with Pratissoli HYPACK motor pump units
 	 Rated to IP67
 	 4 pin - M18x1 adaptor

Filters

Pratissoli Accessories

	 AISI 316 SS housings 
	 Chrome plated brass heads
	 1 x 70 micron screen
	 1 x 25 micron wound cartridge
	 AISI 304 screens
	 Threaded drain plug - 1/4" BSPF

Full Range of HYPACK Pumps

Page 34 to 57
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