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CATALOGUE 41.indd   87CATALOGUE 41.indd   87 12/02/2021   17:12:0212/02/2021   17:12:02

Available from B&G Cleaning Systems 
Call 0808 163 7983



88

Non Self-Priming - Pedestal Mounted - Cast Iron

Typical applications: General technical details: Pump configurations:	
  Agricultural crop sprayers   Max flow rates up to 2000 Lpm   Pedestal & flange mounted		
  Water & chemical transfer   Max pressures up to 11.7 Bar   Hydraulic motor driven	
  Dust suppression systems   Choice of non & self-priming   Petrol & diesel engine driven	
  Dewatering & irrigation   Input speeds from 540 to 7000 Rpm   Gearbox & electric motor driven 

Hypro 9200 Series
Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
9203C 11.7 530 1 1/2" F NPT 1 1/4" F NPT 6000 5/8" male 19

9203C-R As above but configured for reverse rotation
All figures based on max Rpm, for other speeds contact sales office

Non Self-Priming - Pedestal & Flange Mounted - Polypropylene
Hypro 9200 Series

Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
9203P 5.8 378 1 1/2" F NPT 1 1/4" F NPT 4200 7/8" male 6.6
9213P 4.5 344 1 1/2" F NPT 1 1/4" F NPT 3600 3/4" hollow Below

9213P is flanged mounted for direct coupling to 5.5Hp engine (GX160QHE)
All figures based on max Rpm, for other speeds contact sales office

Non Self-Priming - Pedestal Mounted - Stainless Steel

 	 Flow rates up to 530 Lpm  	 Viton seals & o-rings	  

	 Pressures up to 11.7 Bar  	 Reinforced polypropylene impeller	
 	 Carbon ceramic mechanical seal  	 Manufactured in 316 stainless steel	

Hypro 9200S Series 
Part No. Max  Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
9203S 11.7 530 1 1/2" F NPT 1 1/4" F NPT 6000 5/8" male 19

All figures based on max Rpm, for other speeds contact sales office

Self-Priming - Pedestal Mounted - Cast Iron
Hypro 9200SP Series

Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
9203C-SP 10.8 454 1 1/2" F NPT 1 1/4" F NPT 6000 5/8" male 16

9205C-BSP 10 606 2" F NPT 2" F NPT 3800 7/8" male 20
All figures based on max Rpm, for other speeds contact sales office

Centrifugal Pumps

 	 Flow rates up to 378 Lpm  	 Viton seals & o-rings
	 Pressures up to 5.8 Bar  	 Glass reinforced polypropylene impeller	
 	 Carbon ceramic mechanical seal 

 	 Flow rates up to 606 Lpm  	 Viton seals & o-rings	  

	 Pressures up to 10.8 Bar  	 Glass filled nylon impeller	
 	 Carbon ceramic mechanical seal  	 Stainless steel pump wear ring

 	 Flow rates up to 530 Lpm  	 Viton seals & o-rings	  

	 Pressures up to 11.7 Bar  	 Glass filled nylon impeller
 	 Carbon ceramic mechanical seal  	 Stainless pump wear ring

Pedestal Mounted Centrifugal Pumps
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Self-Priming - Pedestal Mounted - Cast Iron
Renson AA5 & AA15 Series 

Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
AA5PL 4 860 2 1/2" F BSP 2" F BSP 3700 24 mm 8.5

AA5PLG As above but configured for reverse rotation
AA15PL 7 1200 3" F BSP 3" F BSP 3700 24 mm 18

All figures based on 3700 Rpm, for other speeds contact sales office

 	Flow rates up to 1200 Lpm	   Cast iron impeller		   
	 Pressures up to 7 Bar	   Ceramic & PTFE mechanical seal 
 	Nitrile o-rings	  with Viton sealing ring

Self-Priming - Pedestal Mounted - Polyester

Self-Priming - Pedestal Mounted - Polypropylene

Pacer S Series - Polyester Body
Part No. Max Bar Max Lpm Port Size Max Rpm Max HP Shaft Impeller

200P-PED 2.25 870 2" F NPT 3450 5 3/4" 975
207P-PED 3.5 725 2" F NPT 3450 5 3/4" 706
300P-PED 2.25 1050 3" F NPT 3450 5.5 3/4" 975

All figures based on 3450 Rpm, for other speeds contact sales office 
Also available with BUNA seals and o-rings - use part no. prefix BU

Pacer S Series - Polypropylene Body
Part No. Max Bar Max Lpm Port Size Max Rpm Max HP Shaft Impeller

200PPV-PED 2.25 870 2" F NPT 3450 5 3/4" 975
300PPV-PED 2.25 1050 3" F NPT 3450 5.5 3/4" 975

All figures based on 3450 Rpm, for other speeds contact sales office

 	Flow rates up to 1050 Lpm	   EPDM seals & o-rings	  
	 Pressures up to 3.5 Bar	   Stainless steel fasteners
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

 	Flow rates up to 1050 Lpm	   Viton seals & o-rings	  
	 Pressures 2.25 Bar	   Stainless steel fasteners
 	Carbon ceramic mechanical seal	  Glass reinforced polypropylene

Non Self-Priming - Gearbox - Cast Iron
Hypro 9000 Series 

Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
9006C 5.4 401 1 1/2" F NPT 1 1/4" F NPT 540 1 3/8" F PTO 7
9016C 5.4 401 1 1/2" F NPT 1 1/4" F NPT 540 1" male 7
9018C 5.2 416 1 1/2" F NPT 1 1/4" F NPT 1000 1" male 6

All figures based on max PTO speed, for other speeds contact sales office

 	Flow rates up to 416 Lpm	   Viton seals & o-rings	  
	 Pressures up to 5.4 Bar	   Glass filled nylon impeller	
 	Carbon ceramic mechanical seal	  Stainless steel pump wear ring

Centrifugal Pumps

Pedestal Mounted Centrifugal Pumps

Gearbox Driven Centrifugal Pumps
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Gearbox Driven Centrifugal Pumps

Self-Priming - Gearbox - Cast Iron

Self-Priming - Gearbox - Cast Iron

 	 Flow rates up to 1180 Lpm  	 Cast iron impeller 

	 Pressures up to 7 Bar  	 Ceramic & PTFE mechanical seal 	  
 	 Nitrile o-rings  	 with Viton sealing rings	

Non Self-Priming - Hydraulic Motor - Cast Iron

 	 Flow rates up to 790 Lpm  	 Viton seals & o-rings 

	 Pressures up to 10.7 Bar  	 Glass filled nylon impeller	  	  
 	 Carbon ceramic mechanical seal 	 Stainless steel pump wear ring	

Hypro 9300 Series
Part No. Max Bar Max Lpm Inlet Outlet Oil Lpm Oil Bar

9303C-HM1 8.9 431 1 1/2" F NPT 1 1/4" F NPT 49 150
9303C-HM4 6.4 435 1 1/2" F NPT 1 1/4" F NPT 26.5 150
9304C-HM5 6.5 790 2" F NPT 1 1/2" F NPT 57 150

9305C-HM3C 10.7 689 2" F NPT 1 1/2" F NPT 72 206
9306C-HM1C 8.8 784 2" F NPT 1 1/2" F NPT 49.2 207

Hydraulic motor ports = 1/2" NPTF inlet, 3/4" NPTF outlet

Non Self-Priming - Hydraulic Motor - Stainless Steel

 	 Flow rates up to 435 Lpm  	 Viton seals & o-rings 

	 Pressures up to 8.9 Bar  	 Glass filled polypropylene impeller
 	 Carbon ceramic mechanical seal 	 Manufactured in 316 stainless steel

Hypro 9300S Series
Part No. Max Bar Max Lpm Inlet Outlet Oil Lpm Oil Bar

9303S-HM1C 8.9 431 1 1/2" F NPT 1 1/4" F NPT 49 150
9303S-HM1C-U 8.9 431 220 manifold 200 manifold 49 150
9303S-HM4C 6.4 435 1 1/2" F NPT 1 1/4" F NPT 26.5 150

Hydraulic motor ports = 1/2" NPTF inlet, 3/4" NPTF outlet

Renson A35 & A55 Series
Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
AA35PF 4 860 2 1/2" F BSP 2" F BSP 540 1 3/8" M PTO 8.5

AA35PFG As above but configured for reverse rotation
AA55PF2 7 1180 3" F BSP 3" F BSP 540 1 3/8" M PTO 18

All figures based on max PTO speed, for other speeds contact sales office

Hydraulic Driven Centrifugal Pumps

 	 Flow rates up to 420 Lpm  	 Viton seals & o-rings	  

	 Pressures up to 5.3 Bar  	 Glass filled nylon impeller	  
 	 Carbon ceramic mechanical seal  	 Stainless steel pump wear ring	

Hypro 9000SP Series
Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP

9006C-O-SP 5.3 420 1 1/2" F NPT 1 1/4" F NPT 540 1 3/8" F PTO 7
9016C-O-SP 5.3 420 1 1/2" F NPT 1 1/4" F NPT 540 1" male 7

All figures based on max PTO speed, for other speeds contact sales office

Non Self-Priming - Gearbox - Polypropylene
Hypro 9000 Series 

Part No. Max Bar Max Lpm Inlet Outlet Max Rpm Shaft Max HP
9006P 5.7 323 1 1/2" F NPT 1 1/4" F NPT 540 1 3/8" F PTO 6.5
9008P 4.6 355 1 1/2" F NPT 1 1/4" F NPT 1000 1 3/8" F PTO 6

All figures based on max PTO speed, for other speeds contact sales office

 	Flow rates up to 355 Lpm	   Viton seals & o-rings	  
	 Pressures up to 5.7 Bar	   Glass filled polypropylene impeller	
 	Carbon ceramic mechanical seal	  Stainless steel pump wear ring

Manifold  
ports

Centrifugal Pumps
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Hydraulic Driven Centrifugal Pumps

Non Self-Priming - Hydraulic Motor - Cast Iron

 	 Flow rates up to 1400 Lpm  	 Viton seals & o-rings 

	 Pressures up to 9.3 Bar  	 316 stainless steel impeller	  	  
 	 Silicon carbide mechanical seal 	 Stainless steel pump wear ring	

Hypro 9307 Series
Part No. Max Bar Max Lpm Inlet Outlet Oil Lpm Oil Bar

9307C-GM10 9.3 1400 3" F NPT 2" F NPT 76 200

Hydraulic motor ports = 7/8" inlet and 1 1/16" outlet  
SAE straight-thread ports o-ring boss

Non Self-Priming - Hydraulic Motor - Polypropylene

 	 Flow rates up to 416 Lpm  	 Viton seals & o-rings 

	 Pressures up to 9 Bar  	 Glass filled polypropylene impeller
 	 Carbon ceramic mechanical seal 	 Stainless steel pump wear ring

Hypro 9300 Series
Part No. Max Bar Max Lpm Inlet Outlet Oil Lpm Oil Bar

9303P-HM4 5.8 310 1 1/2" F NPT 1 1/4" F NPT 26.5 150
9303P-HM1 9 416 1 1/2" F NPT 1 1/4" F NPT 49 150

Hydraulic motor ports = 1/2" NPTF inlet, 3/4" NPTF outlet

Self-Priming - Hydraulic Motor - Cast iron

 	Flow rates up to 673 Lpm	   Viton seals & o-rings	  
	 Pressures up to 10.6 Bar	   Glass filled nylon impeller	
 	Carbon ceramic mechanical seal	  Stainless steel pump wear ring

Hypro 9300SP Series
Part No. Max Bar Max Lpm Inlet Outlet Oil Lpm Oil Bar

9303C-HM1C-SP 8.9 461 1 1/2" F NPT 1 1/4" F NPT 49 150
9303C-HM4C-SP 6.7 374 1 1/2" F NPT 1 1/4" F NPT 26.5 150

9305C-HM3C-BSP 10.6 673 2" F NPT 2" F NPT 76 150
Hydraulic motor ports = 1/2" NPTF inlet , 3/4" NPTF outlet

Self-Priming - Hydraulic Motor - Polyester

Self-Priming - Hydraulic Motor - Polypropylene

 	Flow rates up to 1060 Lpm	   EPDM or BUNA seals & o-rings	  
	 Pressures up to 3.7 Bar	   Stainless steel fasteners 	
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

 	Flow rates up to 900 Lpm	   Viton seals & o-rings	  
	 Pressure up to 3.7 Bar	   Stainless steel fasteners 	
 	Carbon ceramic mechanical seal	  Glass reinforced polypropylene

Pacer S Series - Polyester Body
Part No. Max Bar Max Lpm Seals Port Size Oil Lpm Oil Bar Impeller

200P-HM6 2.3 900
EPDM

2" F NPT 34 100 975
207P-HM6 3.7 870 2" F NPT 34 100 706
300P-HM6 2.3 1060 3" F NPT 34 100 975

SE2FB-HYC 3.5 620

BUNA

2" F NPT 34 52 704
BU200P-HM6 2.3 900 2" F NPT 34 100 975
BU207P-HM6 3.7 870 2" F NPT 34 100 706
BU300P-HM6 2.3 1060 3" F NPT 34 100 975

Hydraulic motor ports = 7/8" UNF

Pacer S Series  - Polypropylene Body
Part No. Max Bar Max Lpm Seals Port Size Oil Lpm Oil Bar Impeller

200PPV-HM6 2.3 900
VITON

2" F NPT 34 100 975
207PPV-HM6 3.7 800 2" F NPT 34 100 706

Hydraulic motor ports = 7/8" UNF

up to 

1400 Lpm

Centrifugal Pumps
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Part No. Model Max Lpm Max Head Volts Hp Inlet Outlet Impeller
WP1021200 PM50A 40 40m 230 0.6 1" F 1" F Brass

Part No. Max Lpm Max Head Volts Hp Port Size Kg
300T-EL3 1300 20m 415 5.5 3" F NPT 36

Self-Priming - 230 Volts - Cast Iron   

Self-Priming - 415 Volts - Polyester 

  Flow rates up to 40 Lpm
  Max head up to 40 metres 
  For clear water up to 60°C
  S1 duty - Class F - IP44 motor 

  Cast iron body
  Carbon ceramic mechanical seal
  Stainless steel pump shaft

  Max flow up to 1300 Lpm
  Max head up to 20 metres 
  Buna seals & o-rings
  Glass reinforced polyester 

 	Urethane coated impeller & volute
 	Carbon ceramic mechanical seal
	 Suitable for dirty water with soft 
	 suspended solids & sea water

Self-Priming - 230 & 415 Volts - Cast Iron  

  Flow rates up to 160 Lpm
  Max head up to 54 metres 
  For clear water up to 60°C 
  Suction up to 8m
  S1 duty - Class F - IP44 motor 

  Nitrile seals 

  Cast iron body & flange
  Carbon ceramic mechanical seal 
  Stainless steel pump shaft

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
120080000 Jet 82M 50 45m 230 0.8 1" F 1" F Polymer
120120000 Jet 122M 60 54m 230 1.2 1" F 1" F Polymer
120200001 Jet 202M 160 54m 230 2 1 1/2" F 1 1/4" F Brass
120122000 Jet 122T 60 54m 415 1.2 1" F 1" F Polymer
120202001 Jet 202T 160 54m 415 2 1 1/2" F 1 1/4" F Brass

Electric Driven Centrifugal Pumps

Self-Priming - 240 & 415 Volts - Polyester

Self-Priming - 240 & 415 Volts - Polypropylene   

 	Flow rates up to 880 Lpm	   Carbon ceramic mechanical seal
 	Pressure up to 2.5 Bar	   Stainless steel fasteners 
	 EPDM seals & o-rings (Buna available)	   Built in check valve
	 Glass reinforced polyester   	   All available with BSP threads

 	Flow rates up to 880 Lpm	   Carbon ceramic mechanical seal
 	Pressure up to 1.5 Bar	   Stainless steel fasteners 
	 Viton seals & o-rings	   Built in check valve
	 Glass reinforced polypropylene   	

Part No. Max Bar Max Lpm Rpm Volts HP Port Size Impeller Kg
200P-ES3 1.5 756 2800 240 3 2" F NPT 975 23
207P-ES3 2.4 450 2800 240 3 2" F NPT 704 23
200P-ET3 1.5 756 2800 415 3 2" F NPT 975 23
207P-ET3 2.4 450 2800 415 3 2" F NPT 704 23
200P-ET5 1.5 756 2800 415 5.5 2" F NPT 975 31
207P-ET5 2.5 725 2800 415 5.5 2" F NPT 706 31
300P-ET5 1.5 880 2800 415 5.5 3" F NPT 975 32

Part No. Max Bar Max Lpm Rpm Volts HP Port Size Impeller Kg
200PPV-ES3 0.48 350 1450 240 3 2" F NPT 975 28

200PPV-ES3-2P 1.5 756 2800 240 3 2" F NPT 975 27
200PPV-ET5 1.5 756 2800 415 5.5 2" F NPT 975 31
300PPV-ET5 1.5 880 2800 415 5.5 3" F NPT 975 32

Centrifugal Pumps
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Part No. Model Max Lpm Max Head Volts Hp Inlet Outlet Impeller
130080050 JEXI 82M 40 42m 230 0.8 1" F 1" F Polymer
130100050 JEXI 100M 50 49m 230 1 1" F 1" F Polymer
130101000 JEXI 100M 50 49m 110 1 1" F 1" F Polymer
130120000 JEXI 122 M 60 54m 230 1.2 1" F 1" F S/Steel
130122000 JEXI 122 T 60 54m 415 1.2 1" F 1" F S/Steel

Self-Priming - 110, 230 & 415 Volts - Stainless Steel 

  Flow rates up to 60 Lpm
  Max head up to 54 metres 
  For clear water up to 60°C
  Suction up to 8m
  S1 duty - Class F - IP44 motor 

  Nitrile seals 

  Stainless steel body & flange
  Carbon ceramic mechanical seal
  Stainless steel pump shaft

Part No. Model Max Lpm Max Head Volts Hp Inlet Outlet Impeller
133100004 MJS105M 90 45m 230 1.0 1" F 1" F S/Steel
133102004 MJS105T 90 45m 415 1.0 1" F 1" F S/Steel

Self-Priming - Multi-Stage - 230 & 415 Volts - Stainless Steel 

  Flow rates up to 90 Lpm
  Max head up to 45 metres 
  For clear water up to 90°C
  Suction up to 5m
  S1 duty - Class F - IP44 motor 

  Nitrile seals 

  Stainless steel body 
  Carbon ceramic mechanical seal
  Stainless steel pump shaft

Self-Priming - 230 & 415 Volts - Cast Iron 

  Flow rates up to 120 Lpm
  Max head up to 64 metres 
  For clear water up to 60°C 
  Suction up to 8m
  S1 duty - Class F - IP44 motor 

  Cast iron body & flange 
  Nitrile seals 
  Carbon ceramic mechanical seal 
  Stainless steel pump shaft

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
150150000 JB150M 80 64m 230 1.5 1 1/2" F 1" F Polymer
150152000 JB150T 80 64m 415vvv 1.5 1 1/2" F 1" F Polymer
150200000 JB200M 120 60.9m 230 2 1 1/2" F 1" F Polymer

  Flow rates up to 72 Lpm
  Max pressures up to 0.48 Bar	
 	Bronze impeller & body  

	 Viton seals 	
 	Max fluid temperature 60°C

  Flow rates up to 120 Lpm
  Max pressures up to 1.3 Bar	
 	Anti-clog impeller	  

	 Nitrile seals 	
 	4 to 95°C fluid temperature

  Flow rates up to 72 Lpm
  Max pressures up to 0.48 Bar	
 	316 S/Steel impeller & body		   

	 Viton seals 	
 	Max fluid temperature 60°C

Non Self-Priming - 12 Volt DC - Bronze

Non Self-Priming - 12 Volt DC - Stainless Steel

Part No. Model Max Bar Max Lpm Volts Max Amps Inlet Outlet Impeller
9700B Aqua Tiger 0.48 72 12 DC 11.0 3/4" F NPT 3/4" F NPT Bronze

Part No. Model Max Bar Max Lpm Volts Max Amps Inlet Outlet Impeller
50840-2012 LP Cyclone 0.6 120 12 DC 9 3/4" F 3/4" F Anti-clog
50840-2024 LP Cyclone 0.6 120 24 DC 4.5 3/4" F 3/4" F Anti-clog
50860-2012 HP Cyclone 1.3 80 12 DC 21 3/4" F 3/4" F Anti-clog
50860-2024 HP Cyclone 1.3 80 24 DC 10.5 3/4" F 3/4" F Anti-clog

Part No. Model Max Bar Max Lpm Volts Max Amps Inlet Outlet Impeller
9700S Aqua Tiger 0.48 72 12 DC 11.0 3/4" F NPT 3/4" F NPT S/Steel

Non Self-Priming - 12 Volt DC - Stainless Steel

Centrifugal Pumps
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  Flow rates up to 450 Lpm
  Max head up to 20.5 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 

  Nitrile seals 
  Cast iron body & flange
  Carbon ceramic mechanical seal 
  Stainless steel motor shaft 

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
171100000 KA100M 300 20m 230 1 1 1/2" F 1 1/2" F Cast iron
171200000 KA200M 450 20.5m 230 2 1 1/2" F 1 1/2" F Cast iron

Non Self-Priming - 230 Volts - Cast Iron

Non Self-Priming - 230 Volts - Cast Iron

  Flow rates up to 150 Lpm
  Max head up to 54.5 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 

  Nitrile seals 
  Cast iron body & flange
  Carbon ceramic mechanical seal 
  Stainless steel motor shaft 

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
185200000 BK200M 150 54.5m 230 2 1 1/2" F 1" F Brass

Non Self-Priming - 230 Volts -  Cast Iron

  Flow rates up to 130 Lpm
  Max head up to 33 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 

  Nitrile seals 
  Cast iron body & flange
  Carbon ceramic mechanical seal 
  Stainless steel pump shaft

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
165100000 K100M 130 33m 230 1 1" F 1" F Polymer

Non Self-Priming - 230 Volts -  Cast Iron

  Flow rates up to 130 Lpm
  Max head up to 47.4 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 

  Nitrile seals 
  Cast iron body & flange
  Carbon ceramic mechanical seal
  Stainless steel motor shaft 

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
165200000 K200M 130 47.4m 230 2 1 1/4" F 1" F Brass

Part No. Model Max Lpm Max Head Volts Hp Inlet Outlet Impeller
100040002 BASIC50M 30 35m 230 0.5 1" F 1" F Brass
100050001 ONDINA50M 35 37m 230 0.5 1" F 1" F Brass
100052000 ONDINA50T 35 37m 400 0.5 1" F 1" F Brass
100100000 ONDINA100M 50 66m 230 1 1" F 1" F Brass

Non Self-Priming - 230 & 400 Volts -  Cast Iron

  Flow rates up to 50 Lpm
  Max head up to 66 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 
  Cast iron body

  	Carbon ceramic mechanical seal
  	Stainless steel pump shaft
  	Ondina pumps have patented Ant		
	 Clogging device

Electric Driven Centrifugal Pumps

Centrifugal Pumps

Twin 

Impeller
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Non Self-Priming - 230 Volts - Cast Iron

  Flow rates up to 600 Lpm
  Max head up to 24.3 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 

  Nitrile seals 
  Cast iron body & flange
  Carbon ceramic mechanical seal 
  Stainless steel motor shaft 

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
180200000 KP200M 600 24.3m 230 2 2" F 2" F Brass

Non Self-Priming - 415 Volts - Cast Iron

  Flow rates up to 2000 Lpm
  Max head up to 54.5 metres 
  For clear water up to 90°C 
  Nitrile seals
  S1 duty - Class F - IP44 motor 

  Cast iron body & flange
  Carbon ceramic mechanical seal 
  Stainless steel motor shaft 
  Galvanised steel ports, DIN2532

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impeller
175052000 CN40-160A 700 38.5m 415 5.5 65mm 40mm Cast iron
175073000 CN40-200B 750 44m 415 7.5 65mm 40mm Cast iron
175103000 CN40-200A 800 54.5m 415 10 65mm 40mm Cast iron
175073001 CN50-160B 1100 31.5m 415 7.5 65mm 50mm Cast iron
175103001 CN50-160A 1200 39.5m 415 10 65mm 50mm Cast iron
175103002 CN65-125A 1700 26m 415 10 80mm 65mm Cast iron
175153001 CN65-160B 2000 36.5m 415 15.0 80mm 65mm Cast iron

up to 

2000 Lpm

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impellers
193315000 MKV3/10M 80 103m 230 1.5 1 1/2" F 1 1/4" F Polymer
193325000 MKV3/15M 80 161m 230 2.5 1 1/2" F 1 1/4" F Polymer
193615000 MKV6/06M 150 74m 230 1.5 1 1/2" F 1 1/4" F Polymer
193625000 MKV6/09M 150 110m 230 2.5 1 1/2" F 1 1/4" F Polymer
193915000 MKV9/05M 200 58m 230 1.5 1 1/2" F 1 1/4" F Polymer
193925000 MKV9/07M 200 81m 230 2.5 1 1/2" F 1 1/4" F Polymer

Non Self-Priming - 230 Volts - Cast Iron

  Flow rates up to 200 Lpm
  Max head up to 161 metres 
  For clear water up to 90°C
  S1 duty - Class F - IP44 motor 
  Techno-polymer diffuser & impellers	  

  Cast iron pump body 
  Stainless steel casing
  Carbon ceramic mechanical seal
  Stainless steel pump shaft

Electric Driven Centrifugal Pumps

Centrifugal Pumps

Pump Control Devices

Page 150 Page 151 Page 152

CATALOGUE 41.indd   95CATALOGUE 41.indd   95 12/02/2021   17:12:2112/02/2021   17:12:21



96

Booster & Automatic Pressure Sets

Washdown & Suction Hose Kits

Centrifugal Pumps

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impellers
265200000 JET202M 160 54m 230 2.0 1 1/2" F 1" F Polymer

Part No. Hose Length Suitable for
209-1150 25m

Jet202 Auto - MK300 Auto
209-1151 50m

Part No. Hose Thread Suitable for
209-1155 3m x ø1 1/4" 1 1/4" BSPM MK300 Auto
209-1157 3m x ø1 1/2" 1 1/2" BSPM Jet202 Auto

Self-Priming - 230 Volts - Cast Iron

Non Self-Priming - 230 Volts - Cast Iron

  	Self-priming pump
 	 For clear water up to 60°C
 	 Cast iron pump body & flange
 	 Brass impellers, nitrile seals

  	1" Extra Flex hose
 	 Adjustable washdown nozzle
 	 Pump outlet fittings with high flow quick release
 	 2 x hose clips

  	Reinforced PVC suction hose
 	 Strainer with check valve
 	 Threaded pump inlet fitting
 	 2 x hose clips

 	 Adjustable Auto Pump Controller
 	 Auto stop/start
 	 Run dry protection
 	 Integrated non-return valve  
	 & pressure gauge

Part No. Model Max 
Lpm

Max 
Head Volts Hp Inlet Outlet Impeller Pressure 

Tank
251080056 JEXI 82M 40 42m 230 0.8 1" F 1" F Polymer 22 L
 925000002 JEXI 100M 50 49m 110 1 1" F 1" F Polymer 25 L
251100056 JEXI 100M 50 49m 230 1 1" F 1" F Polymer 25 L
251120006 JEXI 122M 60 54m 230 1.2 1" F 1" F S/Steel 25 L

Booster Pump -  110 & 230 Volts - Stainless Steel

  Flow rates up to 60 Lpm
  Max head up to 54 metres 
  For clear water up to 60°C
  Suction up to 8m
  Motor - Class F - IP44

  Adjustable on/off pressure switch 

  Pressure gauge 
  Stainless steel body & flange
  Carbon ceramic mechanical seal
  Continuous duty

Part No. Model Max Lpm Max Head Volts HP Inlet Outlet Impellers
265300001 MK300M 160 74m 230 3.0 1 1/4" F 1" F S/Steel

Washdown Kits

Suction Hose Kits

  	Non self-priming multi-stage pump
 	 For clear water up to 60°C
 	 Cast iron body, st.steel pump casing
 	 AISI303 impellers, nitrile seals

 	 Adjustable Auto Pump Controller
 	 Auto stop/start
 	 Run dry protection
 	 Integrated non-return valve 
	 & pressure gauge
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     Mag Drive Centrifugal Pumps

Part No. Model Max Lpm Max Head Volts Hz Kw Ports
416998 GP50/7 53 6.2m 230 50 0.06 1/2" BSPM

Part No. Model Max Lpm Max Head Volts Hz Kw Ports
173958 HPR6/8 5.5/7.1 7.4/10m 230 50/60 0.018 1/2" OD plain
406994 HPR10/15 10.1/11.5 14.6/15.8m 230 50/60 0.06 1/2" OD plain

Part No. Model Max Lpm Max Head Volts Hz Kw Ports
133922 NDP14/2 13.8/13.5 2.3/3.3m 230 50/60 0.01 1/4" BSPM
173903 NDP25/4 22.5/23 3.5/3.8m 230 50/60 0.018 1/2" IN - 3/8" OUT BSPM
133934 NDP35/3 33/35 2.2/3.3m 110 50/60 0.01 1/2" BSPM
133933 NDP35/3 35/33 2.2/3.3m 230 50/60 0.01 1/2" BSPM

Part No. Model Max Lpm Max Head Volts Hz Kw Ports O-ring
406943 NEMP40/4 40 4.4m 230 50 0.03 1/2" BSPM EPDM

406943-VITON NEMP40/4 40 4.4m 230 50 0.03 1/2" BSPM VITON
406955 NEMP50/7 50 6m 110 50 0.06 1/2" BSPM EPDM

406955-VITON NEMP50/7 50 6m 110 50 0.06 1/2" BSPM VITON
446932 NEMP50/7 50 6m 230 50 0.06 1/2" BSPM EPDM

446932-VITON NEMP50/7 50 6m 230 50 0.06 1/2" BSPM VITON
446951 NEMP50/7 52 6.8m 230 60 0.06 1/2" BSPM EPDM

446951-VITON NEMP50/7 52 6.8m 230 60 0.06 1/2" BSPM VITON

  	Polypropylene pump housing
 	 Polyphenylene sulphide (PPS) spindle housing
 	 Ryton impeller
 	 Ceramic spindle
 	 Nitrile o-ring
 	 Variable pump orientation
 	 IPX4 motor enclosure
 	 Suitable for water & glycol solutions

 	 Polyphenylene sulphide (PPS) pump housing
 	 Nitrile o-ring
 	 Leak free continuous operation
 	 HPR6/8 IP22, HPR10/15 IPX5 motor enclosure
 	 Suitable for carbonated, pure water & aggressive chemicals

 	 Entirely non-metallic
 	 Polypropylene pump housing
 	 EPDM o-ring
 	 Ceramic spindle
 	 Leak free continuous operation
 	 IP22 motor enclosure
 	 Suitable for water, chemicals in photo, lab & industrial processes

 	 Entirely non-metallic
  	Polypropylene pump housing
 	 Polyphenylene sulphide (PPS) spindle housing
 	 Polyphenylene impeller
 	 Ceramic spindle
 	 IPX5 motor enclosure
 	 Suitable for aggressive chemicals, acids, alkalis, solvents & pure, chilled fluids

  	Magnetic couplings provide an energy efficient thermal shield, minimising heat transfer to pumped fluids

Non Self-Priming - GP Series Seal-less Centrifugal Pump

Non Self-Priming - HPR Series Seal-less Centrifugal Pumps

Non Self-Priming - NDP Series Seal-less Centrifugal Pumps

Non Self-Priming - NEMP Series Seal-less Centrifugal Pumps

Centrifugal Pumps

 	 Adjustable Auto Pump Controller
 	 Auto stop/start
 	 Run dry protection
 	 Integrated non-return valve 
	 & pressure gauge
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Centrifugal Pumps

Self-Priming - Honda GP Series Petrol - Polyester

 	Flow rate up to 628 Lpm	   BUNA seals & o-rings	  
	 Pressures up to 2.4 Bar	   Stainless steel fasteners   	  
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

 	Flow rate up to 1060 Lpm	   EPDM seals & o-rings	  
	 Pressures up to 4 Bar	   Stainless steel fasteners   	  
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

 	Flow rate up to 1060 Lpm	   EPDM seals & o-rings	  
	 Pressures up to 4 Bar	   Stainless steel fasteners   	  
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

Honda GP series petrol engine - Pacer A series polyester pump
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg

200A-4GC 2.4 628 BUNA 2" F NPT 683 GP160 15

Self-Priming - Honda GP Series Petrol - Polyester  

Self-Priming - Loncin G Series Petrol - Polyester  

Self-Priming - Honda GX Series Petrol - Polyester  

 	Flow rates up to 1060 Lpm	   EPDM or BUNA seals & o-rings	  
	 Pressures up to 4 Bar	   Stainless steel fasteners   
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

Honda GX series petrol engine - Pacer S series polyester pump
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg
207P-3 3 568

EPDM

2" F NPT 704 GX120 17
200P-5 2.5 871 2" F NPT 975 GX160 19
207P-5 4 757 2" F NPT 706 GX160 19
300P-5 2.5 1060 3" F NPT 975 GX160 20

BU207P-3 3 568

BUNA

2" F NPT 704 GX120 17
BU200P-5 2.5 871 2" F NPT 975 GX160 19
BU207P-5 4 757 2" F NPT 706 GX160 19
BU300P-5 2.5 1060 3" F NPT 975 GX160 20

Oil alert fitted as standard

Honda GP series petrol engine - Pacer S series polyester pump
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg
200P-GP 2.5 871

EPDM
2" F NPT 975 GP160 19

207P-GP 4 757 2" F NPT 706 GP200 19
300P-GP 2.5 1060 3" F NPT 975 GP160 20

Oil alert fitted as standard

Loncin G series petrol engine - Pacer S series polyester pump
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg
200P-LC 2.5 871

EPDM
2" F NPT 975 G200F 19

207P-LC 4 757 2" F NPT 706 G200F 19
300P-LC 2.5 1060 3" F NPT 975 G200F 20

Oil alert fitted as standard

Engine Driven Centrifugal Pumps

Honda GX series petrol engine - Pacer S series polypropylene pump
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg

200PPV-5 2.5 871
VITON

2" F NPT 975 GX160 19
300PPV-5 2.5 1060 3" F NPT    975 GX160 20

Oil alert fitted as standard

Self-Priming - Honda GX Series Petrol - Polypropylene

 	Flow rate up to 1060 Lpm	   Viton seals & o-rings	  
	 Pressure up to 2.5 Bar	   Stainless steel fasteners   
 	Carbon ceramic mechanical seal	  Glass reinforced polypropylene
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Centrifugal Pumps

Self-Priming - Yanmar Diesel - Polypropylene

 	 Flow rates up to 1060 Lpm  	 EPDM or BUNA seals & o-rings 

	 Pressures up to 4 Bar  	 Stainless steel fasteners   	  
 	 Carbon ceramic mechanical seal  	 Glass reinforced polyester

 	 Flow rate up to 1060 Lpm  	 Viton seals & o-rings 

	 Pressure up to 2.5 Bar  	 Stainless steel fasteners   	  
 	 Carbon ceramic mechanical seal  	 Glass reinforced polypropylene

Yanmar diesel engine - Pacer S series polypropylene pump 
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg

200PPVDY 2.5 871
VITON

2" F NPT 975 L48V 31
300PPVDY 2.5 1060 3" F NPT 975 L48V 33

Yanmar diesel engine - Pacer S series polyester pump 
Part No. Max Bar Max Lpm Seals Port Size Impeller Engine Kg
200PDY 2.5 871

EPDM
2" F NPT 975 L48V 31

207PDY 4 757 2" F NPT 706 L48V 31
300PDY 2.5 1060 3" F NPT 975 L48V 33

BU200PDY 2.5 871
BUNA

2" F NPT 975 L48V 31
BU207PDY 4 757 2" F NPT 706 L48V 31
BU300PDY 2.5 1060 3" F NPT 975 L48V 33

Engine Driven Centrifugal Pumps

Self-Priming - Yanmar Diesel - Polyester

 	Flow rates up to 1060 Lpm	   EPDM or BUNA seals & o-rings	  
	 Pressures up to 4 Bar	   Stainless steel fasteners   
 	Carbon ceramic mechanical seal	  Glass reinforced polyester

 	Flow rate up to 1060 Lpm	   Viton seals & o-rings	  
	 Pressure up to 2.5 Bar	   Stainless steel fasteners   
 	Carbon ceramic mechanical seal	  Glass reinforced polypropylene

Non Self-Priming - Honda GX Series Petrol - Hypro 9200 Series

  Polypropylene pump head 
  Viton seals & o-rings 
  Glass filled polypropylene impeller 

  Carbon ceramic mechanical seal 
  60°C max fluid temperature

Honda GX series petrol engine - Hypro 9200 series pump
Part No. Max Bar Max Lpm Inlet Outlet Engine Kg

E400-1004 4.5 344 1 1/2" F NPT 1 1/4" F NPT GX200 22
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	 Flows to 1600 Lpm - max head to 50 metres
	 Honda GX series petrol engines
	 Aluminium alloy pump body
	 Cast iron volute & impeller

	 NBR Buna seals and o-rings
	 Silicon carbide mechanical seal
	 Robust carry frames and baseplates
	 Call sales office for chemical compatibility	

Honda GX petrol engine - Honda 1" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

WX10 37m 3.7 120 1" GX25 7000 6.1
Dimensions 340L x 220W x 295H mm

Honda GXH petrol engine - Honda 1 1/2" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

WX15 40m 4 280 1 1/2" GXH50 7000 9.1
Dimensions 355L x 275W x 375H mm

Honda GX petrol engine with oil alert - Honda 2" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg
WH20 50m 5 450 2" GX160 3600 27

Dimensions 520L x 400W x 460H mm

Honda WX10 Petrol Water Pump

Honda WH20 Petrol Water Pump

up to 

50 Metre

Head

Please contact our sales office for assistance on chemical compatibility

	 Baseplate with carry handle
	 1" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 5.7mm

	 Baseplate with carry handle
	 1 1/2" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 5.7mm

	 Frame with anti-vibration rubbers
	 2" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 3mm

             Engine Driven Water Pumps

Honda WX15 Petrol Water Pump

Honda GX petrol engine with oil alert - Honda 1 1/2" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg
WH15 40m 4 370 1 1/2" GX120 3600 22

Dimensions 415L x 360W x 415H mm

Honda WH15 Petrol Water Pump

	 Frame with anti-vibration rubbers
	 1 1/2" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 3mm

Honda High Pressure Water Pumps - up to 5 Bar

Bypass ball valve  
kit available  

p/n 700-2126
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Engine Driven Water Pumps

Honda GX petrol engine with oil alert - Honda 2" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg
WB20 32m 3.2 620 2" GX120 3600 20

Dimensions 490L x 365W x 420H mm

Honda GX petrol engine with oil alert - Honda 3" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg
WB30 23m 2.3 1100 3" GX160 3600 26

Dimensions 510L x 385W x 455H mm

Honda GX petrol engine with oil alert - Honda 2" Trash Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

WT20 26m 2.6 700 2" GX160 3600 47
Dimensions 620L x 460W x 465H mm

Honda GX petrol engine with oil alert - Honda 3" Trash Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

WT30 25m 2.5 1200 3" GX270 3600 61
Dimensions 660L x 495W x 515H mm

Honda GX petrol engine with oil alert - Honda 4" Trash Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

WT40 25m 2.5 1600 4" GX390 3600 78
Dimensions 735L x 535W x 565H mm

Honda WB20 Petrol Water Pump

Honda WB30 Petrol Water Pump

Honda WT20 Petrol Trash Pump

Please contact our sales office for assistance on chemical compatibility

	 Frame with anti-vibration rubbers
	 2" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 7.5m after initial priming
	 Handles suspended solids up to 6mm

	 Frame with anti-vibration rubbers
	 3" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 7.5m after initial priming
	 Handles suspended solids up to 6mm

	 Frame with anti-vibration rubbers
	 2" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 24mm

	 Frame with anti-vibration rubbers
	 3" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 28mm

	 Frame with anti-vibration rubbers
	 4" fly nuts & hose barbs
	 Supplied with suction filter & hose clips

	 Suction up to 8m after initial priming
	 Handles suspended solids up to 31mm

Honda WT30 Petrol Trash Pump

Honda WT40 Petrol Trash Pump

Handles 

28mm

Solids

Handles 

31mm

Solids

Honda High Volume Water Pumps - up to 1100 Lpm

Honda Trash Pumps - up to 1600 Lpm - suspended solids up to 31mm

Handles 

24mm

Solids
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                      Engine Driven Water Pumps

	 Flows to 1000 Lpm - max head to 60 metres		
	 Loncin petrol engines		
	 Oil alert fitted as standard		
	 Aluminium alloy pump body		

	 NBR Buna seals & o-rings		
	 Silicon carbide mechanical seal		
	 Robust carry frames & baseplates		
	 Call sales office for chemical compatibility	

	 Baseplate with carry handle
	 1" fly nuts & hose barbs

	 Supplied with suction filter & hose clips
	 Suction up to 6m after initial priming

	 Frame with anti-vibration rubbers
	 2" fly nuts & hose barbs

	 Supplied with suction filter & hose clips
	 Suction up to 6m after initial priming

	 Frame with anti-vibration rubbers 
	 2" fly nuts & hose barbs

	 Supplied with suction filter & hose clips
	 Suction up to 6m after initial priming

	 Frame with anti-vibration rubbers
	 3" fly nuts & hose barbs

	 Supplied with suction filter & hose clips
	 Suction up to 6m after initial priming

	 Frame with anti-vibration rubbers
	 3" fly nuts & hose barbs

	 Supplied with suction filter & hose clips
	 Suction up to 6m after initial priming

Loncin LC148F petrol engine with oil alert - Loncin 1" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1001 21m 2.1 133 1" LC148F 3600 13
Dimensions 380L x 300W x 370H mm

Loncin G160F petrol engine with oil alert - Loncin 2" Water Pump 
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1002 23m 2.3 500 2" G160F 3600 23
Dimensions 550L x 430W x 390H mm

Loncin G200F petrol engine with oil alert - Loncin 2" High Lift Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1003 60m 6 500 2" G200F 3600 30.5
Dimensions 520L x 415W x 460H mm

Loncin G200F petrol engine with oil alert - Loncin 3" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1004 35m 3.5 1000 3" G200F 3600 29
Dimensions 550L x 430W x 470H mm

Loncin G200F petrol engine with oil alert - Loncin 3" Semi Trash Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1005 30m 3 750 3" G200F 3600 39
Dimensions 590L x 480W x 440H mm

Loncin LC25ZB21-1.7Q5  Petrol Water Pump

Loncin LC50ZB23-3.1Q Petrol Water Pump

Loncin LC50ZB60-4.5Q High Lift Petrol Water Pump

Loncin LC80ZB35-4.5Q Petrol Water Pump 

Loncin LC80WB30-4.5Q Petrol Semi Trash Pump

60m 

Head

3" 
Semi Trash 

Pump
Please contact our sales office for assistance on chemical compatibility

Bypass ball valve  
kit available  

p/n 700-2126
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	 Flows to 1060 Lpm - max head to 40 metres	 	 EPDM, Buna & Viton seals & o-rings available
	 Robust epoxy powder coated carry frames	 	 Polypropylene pumps available 
	 Suitable for many agricultural duties including 	 	 Corrosion resistant construction - for salt water	
	 chemical transfer, irrigation & spraying	 	 Self-priming up to 7 metres with built-in check valve	
			   (only after initial priming)

DPM Yanmar Diesel Driven Water Pumps

Yanmar diesel engine - Pacer S Series Polyester Pump 
Part No. Max Head Max Bar Max Lpm Seals Port Size Impeller Engine

DPF25DYR 25m 2.5 871
EPDM

2" F NPT 975 L48V
DPF26DYR 40m 4 757 2" F NPT 706 L48V
DPF35DYR 25m 2.5 1060 3" F NPT 975 L48V

BU-DPF25DYR 25m 2.5 871
BUNA

2" F NPT 975 L48V
BU-DPF26DYR 40m 4 757 2" F NPT 706 L48V
BU-DPF35DYR 25m 2.5 1060 3" F NPT 975 L48V

Dimensions 660L x 445W x 560H mm
Electric start versions also available with battery and key switch

DPM Honda GX Petrol Driven Water Pumps
Honda GX petrol engine with oil alert - Pacer S Series Polyester Pump

Part No. Max Head Max Bar Max Lpm Seals Port Size Impeller Engine
DPF24P 30m 3 568

EPDM

2" F NPT 704 GX120
DPF25P 25m 2.5 871 2" F NPT 975 GX160
DPF26P 40m 4 757 2" F NPT 706 GX160
DPF35P 25m 2.5 1060 3" F NPT 975 GX160

BU-DPF24P 30m 3 568

BUNA

2" F NPT 704 GX120
BU-DPF25P 25m 2.5 871 2" F NPT 975 GX160
BU-DPF26P 40m 4 757 2" F NPT 706 GX160
BU-DPF35P 25m 2.5 1060 3" F NPT 975 GX160

Dimensions 595L x 445W x 495H mm

Honda GP petrol engine with oil alert - Pacer A Series Polyester Pump
Part No. Max Head Max Bar Max Lpm Seals Port Size Impeller Engine
DPFA200 24m 2.4 628 BUNA 2" F NPT 683 GP160

Dimensions 590L x 365W x 450H mm

DPM Honda GP Petrol Driven Water Pump

 	Small carry frame with anti-vibration rubbers
 	Carbon ceramic mechanical seal
 	BUNA seals & o-rings

 	Stainless steel fasteners 
 	Glass reinforced polyester
 	Polypropylene couplings & strainer

 	Medium carry frame with anti-vibration rubbers
 	Carbon ceramic mechanical seal
 	EPDM or BUNA seals & o-rings

 	Stainless steel fasteners 
 	Glass reinforced polyester
 	Polypropylene couplings & strainer

 	High carry frame with anti-vibration rubbers
 	Carbon ceramic mechanical seal
 	EPDM or BUNA seals & o-rings

 	Stainless steel fasteners 
 	Glass reinforced polyester
 	Polypropylene couplings & strainer

Important: all data is based on specific factory test conditions & water at 21°C
Please contact our sales office for assistance on chemical compatibility

Engine Driven Water Pumps

Loncin LC148F petrol engine with oil alert - Loncin 1" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1001 21m 2.1 133 1" LC148F 3600 13
Dimensions 380L x 300W x 370H mm

Loncin G160F petrol engine with oil alert - Loncin 2" Water Pump 
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1002 23m 2.3 500 2" G160F 3600 23
Dimensions 550L x 430W x 390H mm

Loncin G200F petrol engine with oil alert - Loncin 2" High Lift Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1003 60m 6 500 2" G200F 3600 30.5
Dimensions 520L x 415W x 460H mm

Loncin G200F petrol engine with oil alert - Loncin 3" Water Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1004 35m 3.5 1000 3" G200F 3600 29
Dimensions 550L x 430W x 470H mm

Loncin G200F petrol engine with oil alert - Loncin 3" Semi Trash Pump
Part No. Max Head Max Bar Max Lpm Port Size Engine Max Rpm Kg

E600-1005 30m 3 750 3" G200F 3600 39
Dimensions 590L x 480W x 440H mm

manufacturing
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    Centrifugal Pump Kits

Pacer S Series Polyester & Polypropylene Pump Kits
Polyester

Part No. Ports Seals Impeller Suitable for Engine

SE2PL 2" F NPT EPDM 704 Honda GX120K1QX 
engine or equivalent

SE2BPL 2" F BSP EPDM 704 Honda GX120K1QX 
engine or equivalent

SE2PB 2" F NPT BUNA 704 Honda GX120K1QX 
engine or equivalent

SE2UL 2" F NPT EPDM 706 Honda GX160K1QX 
engine or equivalent

SE2BUL 2" F BSP EPDM 706 Honda GX160K1QX 
engine or equivalent

SE2UB 2" F NPT BUNA 706 Honda GX160K1QX 
engine or equivalent

SE2BUB 2" F BSP BUNA 706 Honda GX160K1QX 
engine or equivalent

SE2RL 2" F NPT EPDM 975 Honda GX160K1QX 
engine or equivalent

SE2BRL 2" F BSP EPDM 975 Honda GX160K1QX 
engine or equivalent

SE2RB 2" F NPT BUNA 975 Honda GX160K1QX 
engine or equivalent

SE3SL 3" F NPT EPDM 975 Honda GX160K1QX 
engine or equivalent

SE3BSL 3" F BSP EPDM 975 Honda GX160K1QX 
engine or equivalent

Part No. Ports Seals For Shaft Suitable for Engine

TE2QBB 2" F NPT BUNA 3/4" parallel
Honda GX160, Kohler 
KD350R, Yanmar L48V 

or equivalent

TE3TBB 3" F NPT BUNA 1" parallel Honda GX240, Yanmar 
L70V or equivalent

Polypropylene
Part No. Ports Seals Impeller Suitable for Engine

SPRY2RV 2" Viton 975 Honda GX160K1QX 
engine or equivalent

SPRY3SV 3" Viton 975 Honda GX160K1QX 
engine or equivalent

Pacer Pedestal Mounting Kit
Part No.

9907-KT001

All kits contains all screws, seals & o-rings 
required to attach pump to engine  

with 3/4" parallel shaft

Pacer Motor Adaptor Kit

Pacer T Series Pump Kits

  Includes flange & stub shaft
  Fits all Pacer S pumps

  	For dirty water with soft suspended solids
 	 NOT suitable for sand/gravel
 	 Polyester body - Urethane coated impeller & volute

  Polyester construction
  Fits all Pacer S pumps

Part No. Description
9907-0186 For 90 frame motors
58-0185 For 100 frame motors

Polyester

Polypropylene
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    Centrifugal Pump Kits

Puddle Sucker Submersible Pumps........................................................ 106

Clean Water Submersible Pumps............................................................ 106 - 107

Dirty Water Submersible Pumps............................................................. 108 - 109

Monobloc Submersible Pumps............................................................... 109

Bilge & Inline Submersible Pumps.......................................................... 110

Submersible Pumps
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Submersible Pumps

  5m max depth
  Integrated auto stop/start float switch 
  Polypropylene construction.

  Dynaril impeller 
  Motor - Class F - IP68 
  Max water temp 35°C

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
202090006 Venezia 900 280 12.4m 230 0.8 9mm AUTO 40mm

400H x 175D x 270W mm, 7.6 Kg
10m power cable

230 Volt - 280 Lpm

For domestic use

230 Volt - 90 Lpm 
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

200030006 Skuba 35AUT 90 6m 230 0.35 2mm AUTO 30mm+1" M thread
245H x 173W mm, 4.1 Kg

5m power cable
  5m max depth 
  Polypropylene body 
  Technopolymer impeller 

  Motor - Class F - IP68 
  Carbon ceramic mechanical seal 
  Max water temp 35°C

230 Volt - 100 Lpm

  Min suction level 2mm (manual setting) 
  5m max depth
  Integrated auto stop/start float switch 

  Polypropylene construction.
  Motor - Class F - IP68 
  Max water temp 35°C

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
202030006 Venezia 300 100 6.4m 230 0.35 2mm AUTO 1 1/4"

360H x 175D x 270W mm, 5.3 Kg
10m power cable

Drains 

to 2mm

Drains 

to 2mm 110 Volt 

Option

110 & 230 Volt - 175 Lpm
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

MZB0639* Lower 60 175 10m 110 0.6 2mm MANUAL 1 1/4" BSPF
MZB0602 Lower 60 175 10m 230 0.6 2mm AUTO 1 1/4" BSPF
MZB0603 Lower 60 175 10m 230 0.6 2mm MANUAL 1 1/4" BSPF

241H x 154W mm, 6.2kg
10m power cable with plug (*110 volt unit without plug)

  Min suction level 2mm 
  5m max depth 
  AISI 304 construction 
  Technopolymer impeller 
  Watercooled motor 

  S1 duty - Class F - IP68 motor 
  Integrated thermal protection 
  Double mechanical seal 
  Oil bath mechanical seal at pump face 
  Max water temp 50°C

Puddle Sucker Submersible Pumps - For clean water

Clean Water Submersible Pumps - For clean water

For domestic use

For domestic use
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Submersible Pumps

110 & 230 Volt - 150 to 175 Lpm
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

MZR0338* Mizar 30 150 8m 110 0.33 10mm AUTO 1 1/4" BSPF
MZR0302 Mizar 30 150 8m 230 0.33 10mm AUTO 1 1/4" BSPF
MZR0638* Mizar 60 175 10m 110 0.6 10mm AUTO 1 1/4" BSPF
MZR0639* Mizar 60 175 10m 110 0.6 10mm MANUAL 1 1/4" BSPF
MZR0602 Mizar 60 175 10m 230 0.6 10mm AUTO 1 1/4" BSPF

249H x 154W mm, Mizar 30 - 5.5kg, Mizar 60 - 6.2kg
10m power cable with plug (*110 volt unit without plug)

  5m max depth 
  AISI 304 construction 
  Technopolymer impeller 
  Watercooled motor 
  S1 duty - Class F - IP68 motor 

  Integrated thermal protection 
  Oil bath mechanical seal at pump face 
  Double mechanical seal 
  Max water temp 50°C

110 & 230 Volt - 250 to 400 Lpm
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

RGL0838* Regal 80 250 10.5m 110 0.8 10mm AUTO 1 1/2" BSPF
RGL0802 Regal 80 250 10.5m 230 0.8 10mm AUTO 1 1/2" BSPF
RGL1038* Regal 100 300 13.5m 110 1 10mm AUTO 1 1/2" BSPF
RGL1002 Regal 100 300 13.5m 230 1 10mm AUTO 1 1/2" BSPF
RGL1538* Regal 150 400 15.5m 110 1.5 10mm AUTO 2" BSPF
RGL1502* Regal 150 400 15.5m 230 1.5 10mm AUTO 2" BSPF

290H x 212W mm, 11kg
10m power cable with plug (*not supplied with plug)

  5m max depth 
  AISI 304 construction 
  AISI 304 impeller 
  Oil bath motor 
  S1 duty - Class F - IP68 motor 

  Thermal protection & permanent capacitor 
  Double chamber pump 
  Oil bath mechanical seals 
  Max water temp 50°C Oil Bath 

Motor

230 Volt - 300 to 350 Lpm

  5m max depth 
  AISI 304 & cast iron construction 
  Technopolymer impeller 

  S1 duty - Class F - IP68 motor 
  Carbon ceramic mechanical seal 
  Max water temp 35°C

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
225100001 DA100M 300 11.6m 230 1 4mm AUTO 1 1/2" BSPF
225120001 DA120M 350 13.9m 230 1.2 4mm AUTO 1 1/2" BSPF

400H x 230W mm, DA100M = 14.8 Kg, DA120M = 16 Kg
10m power cable

Clean Water Submersible Pumps - For clean water

110 Volt 

Option

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
MZX0602 Mizar 60S 175 10m 230 0.6 10mm AUTO 1 1/4" BSPF

249H x 154W mm, 6.2kg
10m power cable

230 Volt - 175 Lpm

  5m max depth 
  AISI 316 construction 
  Technopolymer impeller 
  Watercooled motor 
  S1 duty - Class F - IP68 motor

  Integrated thermal protection 
  Oil bath mechanical seal at pump face 
  Double mechanical seal 
  Max water temp 50°C AISI

316 
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Oil Bath 

Motor

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
TGR0700 TIGER 70 200 4.5m 230 0.7 30mm AUTO 1 1/2" BSPF
TGR1002 TIGER 100 400 7.5m 230 1 50mm AUTO 2" BSPF
TGR2002 TIGER 200 500 12.2m 230 2 50mm AUTO 2" BSPF

TIGER 70 - 360H x 150W mm, 11kg  TIGER 100 - 385H x 150W mm, 13kg   
TIGER 200 - 395H x 150W mm, 15kg 

Tiger 70 - 5m power cable with plug, Tiger 100 - 10m power cable with plug 
Tiger 200 - 10m power cable no plug

230 Volt - 200 to 500 Lpm

  5m max depth 
  AISI 304 & cast iron construction 
  Cast iron impeller 
  Oil bath motor 
  S1 duty - Class F - IP68 motor 

  Thermal protection & permanent capacitor 
  Double chamber pump 
  Oil bath mechanical seals 
  Max water temp 50°C

Dirty water pumps for pumping dirty water with suspended solids 
NOT FOR USE IN CONSTRUCTION

  5m max depth 
  Integrated auto stop/start float switch 
  Polypropylene body. 

  Dynaril impeller 
  S1 duty - Class F - IP68 motor 
  Max water temp 35°C

230 Volt - 160 to 200 Lpm
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

202050086 Vortex 525 160 6.2m 230 0.5 25mm AUTO 40mm
202090086 Vortex 925 200 8.9m 230 0.8 25mm AUTO 40mm

400H x 175D x 270W mm, 525 = 5.8 Kg, 925 = 7.8 Kg  
10m power cable

For domestic use

Dirty Water Submersible Pumps - For dirty water with suspended solids

  5m max depth 
  AISI 304 construction 
  AISI 304 impeller 
  Oil bath motor 
  S1 duty - Class F - IP68 motor 

  Thermal protection & permanent capacitor 
  Double chamber pump 
  Oil bath mechanical seals 
  Max water temp 50°C

Oil Bath 

Motor

110 & 230 Volt - 175 Lpm
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

MZV0638* Mizar 60VOX 175 7.5m 110 0.6 20mm AUTO 1 1/4" BSPF
MZV0602 Mizar 60VOX 175 7.5m 230 0.6 20mm AUTO 1 1/4" BSPF

282H x 154W mm, 6.5kg
10m power cable with plug (*110 volt unit without plug)

  5m max depth 
  AISI 304 construction 
  AISI 304 st.steel impeller 
  Watercooled motor 
  S1 duty - Class F - IP68 motor 

  Integrated thermal protection 
  Oil bath mechanical seal at pump face 
  Double mechanical seal 
  Max water temp 50°C

110 & 230 Volt - 350 Lpm
Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet

RGV1038* Regal 100VOX 350 10m 110 1 30mm AUTO 1 1/2" BSPF
RGV1002 Regal 100VOX 350 10m 230 1 30mm AUTO 1 1/2" BSPF

344H x 204W mm, 13kg
10m power cable with plug (*110 volt unit without plug)

110 Volt

Option

Submersible Pumps
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  5m max depth 
  Cast iron pump body and impeller 
  AISI 304 pump shaft & motor body 
  S1 duty - Class F - IP68 motor 

  Silicon carbide & graphite mechanical seal 
  Continuous duty capability when submerged 
  Max water temp 35°C

230 Volt - 500 Lpm

230 Volt - 500 to 600 Lpm

230 Volt - 150 to 330 Lpm - Grinder pump for foul & heavy waste

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
222200006 DVX 200AUT 500 15.2m 230 2 50mm AUTO 2" BSPF & 2" Barb

600H x 270W mm, 26.4 Kg
10m power cable

Dirty Water Submersible Pumps - For dirty water with suspended solids

Part No. Model Max Lpm Max Head Volts Hp Passage Switch Outlet
TBC1002 Tiger BC100 500 10.5m 230 1 50mm AUTO 2" BSPF
TBC1502 Tiger BC150 600 13.5m 230 1.5 50mm AUTO 2" BSPF

Tiger BC100 - 367H x 150W mm, 14kg Tiger BC150 - 407H x 150W mm, 16kg
10m power cable

Part No. Model Max Lpm Max Head Volts Hp Switch Outlet
TRC1402 Cutter 140 150 17m 230 1.5 AUTO 1 1/2" BSPF
TRC1403 Cutter 140 150 17m 230 1.5 MANUAL 1 1/2" BSPF
TRC2003 Cutter 200 330 21m 230 2 MANUAL 2" BSPF

Cutter 140 - 356H x 214W mm, 21Kg / Cutter 200 - 425H x 260W mm, 28Kg
10m power cable

  5m max depth 
  AISI 304 & cast iron construction 
  Cast iron bi-canal impeller 
  Oil bath motor 
  S1 duty - Class F - IP68 motor 

  Thermal protection & permanent capacitor 
  Double chamber pump 
  Oil bath mechanical seals 
  Max water temp 50°C

  5m max depth 
	 AISI 304 & cast iron construction 
	 Cast iron impeller & AISI 440C grinder  
	 Oil bath motor 
  S1 duty - Class F - IP68 motor 

	 Thermal protection & permanent capacitor 
	 Double chamber pump
	 Oil bath mechnical seals
	 Max water temp. 35°C

Bi Canal 

Impeller

Cutter 

Pump

Submersible Pumps

Oil Bath 

Motor

Part No. Model Max Lpm Max Head Volt HP Passage Switch Outlet
GPVRX1002-44 GPV.RX 100/44 75 39.5m 230 1 3mm AUTO 1 1/4" BSPF
GPVRX2002-84 GPV.RX 200/84 75 67.5m 230 1.8 3mm AUTO 1 1/4" BSPF

GPV.RX 100/44 - 434H x 130W mm, 14.6kg  GPV.RX 200/84 - 530H x 130W mm, 18.8kg
External switch box, 20m power cable

230 Volt - 75 Lpm

  20m max depth 
  AISI 304 construction 
  AISI 304 impeller 
  Oil bath motor & seals 
  External capacitor and switch box 

  Double mechanical seals 
  Oil bath seal at motor face 
  Water bath seal at pump face 
  Max water temp 35°C
  S1 duty - Class F - IP68 motor

Monobloc Multi-Stage Submersible Pumps - For clean water
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12 Volt DC - 32 to 126 Lpm

  For fresh and salt water 
  Shockproof ABS body 

  Stainless steel motor shaft 
  NBR seals

Part No. Model Max Lpm Max Head Volts Amps Outlet
160.100.12 UP500 32 4m 12 2.5 19mm

125H x 81W mm Weight 0.4 Kg
160.120.12 UP1000 63 4m 12 4 28mm

125H x 81W mm Weight 0.8 Kg
160.140.12 UP1500 95 4m 12 10 26mm

160H x 100W mm Weight 1.3 Kg
160.160.12 UP2000 126 4m 12 12 32mm

186H x 148W mm, 1.8 Kg

Submersible & Inline Pumps - 12 & 24 Volt DC - 12.6 to 32 Lpm

Wash Down Kit - 12 Volt DC - 18 Lpm

Part No. Max Lpm Max Head Volts Amps Outlet Ø Cable Length
LVM111 32 9.7m 12 DC 6 3/4" barb 4m with clips
LVM105 18 9.7m 12 DC 4.5 1/2" barb 4m with clips
LVM107* 12.6 7.6m 12 DC 4.5 1/2" barb 1m no clips
LVM118* 12.6 7.6m 24 DC 2.5 1/2" barb 1m no clips
LVM117 18 9.7m 24 DC 2.5 1/2" barb 4m with clips

165mm L x 38mm Ø, 500g (*227g)

  Pumps freshwater, seawater & diesel fuel 
  Can be used inline or as a submersible pump 
  Pump & motor body manufactured in Nylon
  Clip-on easy clean filter
  Continuously rated
  Max water temp 80°C

Part No. Max Lpm Max Head Volts Amps Outlet Ø Cable Length
LVM130 18 9.7m 12 DC 4.5 1/2" barb 4m with clips

165mm L x 38mm Ø, 500g

  Pumps freshwater, seawater & diesel fuel 
  Can be used inline or as a submersible pump
  Pump & motor body manufactured in Nylon
  Clip-on easy clean filter
  Continuously rated
  4m delivery hose and adjustable nozzle end 
  Max water temp 80°C

12 & 24 Volt Bilge & Inline Submersible Pumps - For clean water

Submersible Pumps
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