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Low Pressure Manual Reels - up to 100 Bar

60 Mtr 
Part No.

8000-5729

30 Mtr 
Part No.

8000-5681
 C/w 30m of 1/2" reinforced hose
 Soft Touch fittings & spray nozzle
 Thermoplastic construction
 180° rotation

15 Mtr 

40 Mtr 

Part No.
8000-5760

Part No.
8000-5740

Part No.
203-1001

l Max press 10 Bar
l Inlet Male garden hose adaptor
l Outlet 1/2" Ø hose barb
l Wall mounted
l Powder-coated steel
l PVC reel axle
 Hose capacity 60m 1/2" id
 Dimensions 36Wx40Dx45H cm

Part No.
203-1002

l Max press 10 Bar
l Inlet Male garden hose adaptor
l Outlet 1/2" Ø hose barb
l Floor standing
l Powder-coated steel
l PVC reel axle
 Hose capacity 60m 1/2" id
 Dimensions 36Wx40Dx60H cm

Part No.
203-1003

l Max press 10 Bar
l Inlet Male garden hose adaptor
l Outlet 1/2" Ø hose barb
l Solid wheels
l Powder-coated steel
l PVC reel axle
 Hose capacity 80m 1/2" id
 Dimensions 50Wx50Dx75H cm

Part No.
203-1004

l Max press 10 Bar
l Inlet Male garden hose adaptor
l Outlet 3/4" Ø hose barb
l Solid wheels
l Powder-coated steel
l PVC reel axle
 Hose capacity 80m 3/4" id
 Dimensions 60Wx55Dx80H cm

Part No.
203-1005

l Max press 10 Bar
l Inlet QRC with 1" barb
l Outlet 1" Ø hose barb
l Pneumatic wheels
l Powder-coated steel
 Hose capacity 120m 1" id
 Dimensions 70Wx110Dx110H cm

Part No.
203-1006

60 Mtr - 10 Bar 

80 Mtr - 10 Bar  

50 Mtr - 10 Bar 120 Mtr - 10 Bar 

80 Mtr - 10 Bar  

60 Mtr - 10 Bar 

 60 metre capacity - 1/2" hose
 Supplied with 2x QR fittings
 Thermoplastic & aluminium
 Hose NOT included

 C/w 15m of 1/2" reinforced hose
 With fittings & spray nozzle
 Thermoplastic construction

 40 metre capacity - 1/2" hose
 Thermoplastic, shock resistant

construction
 Supplied with fittings
 Hose NOT included

Manual & Retractable Hose Reels 

l Max press 10 Bar
l Inlet QRC with 1" barb
l Outlet 1" Ø hose barb
l Pneumatic wheels
l Powder-coated steel
 Hose capacity 50m 1" id
 Dimensions 75Wx60Dx90H cm

Retractable

Reel
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	 Max press 100 Bar
	 Max temp 150°C
	 1/2" BSPM inlet - 1/2" BSPM outlet
	 Hose capacity 100m - 17mm ø
	 Anodised aluminium
	 Dimensions 56Wx44Dx49H cm

	 Max press 40 Bar
	 10mm barb inlet & outlet
	 Hose capacity 100m - 10mm id
	 Plated steel construction
	 Dimensions 55Wx38Dx41H cm

	 C/w 30m of 1/2" reinforced hose
	 Soft Touch fittings & spray nozzle
	 Thermoplastic construction
	 180° rotation

100 Mtr - 100 Bar 
Part No.

4131800006

100 Mtr - 40 Bar
Part No.

7002004100

Manual Hose Reels

Hose capacity may vary depending on wall thickness,  
please contact our sales office for assistance.

50 Mtr - 10 Bar 50 Mtr - 10 Bar

100 Mtr - 10 Bar

100 Mtr - 10 Bar50 Mtr - 10 Bar

Part No.
203-1020

Part No.
203-1021

Part No.
203-1022

Part No.
203-1026

Part No.
203-1025

	 Max press 10 Bar
 	 3/4" BSPM ports
 	 With 2 x nickel plated QR adaptors
 	 Wall mounted
 	 AISI 304 stainless steel frame
 	 50m capacity - 1/2" id hose 
 	 40m capacity - 5/8" id hose
 	 35m capacity - 3/4" id hose
 	 Dimensions 62Wx39Dx45H cm

	 Max press 10 Bar
 	 3/4" BSPM ports
 	 With 2 x nickel plated QR adaptors
 	 AISI 304 stainless steel frame
 	 Rubber coated solid wheels
 	 50m capacity - 1/2" id hose 
 	 40m capacity - 5/8" id hose
 	 35m capacity - 3/4" id hose
 	 Dimensions 62Wx60Dx90H cm

	 Max press 10 Bar
 	 3/4" BSPM ports
 	 With 2 x nickel plated QR adaptors
 	 AISI 304 stainless steel frame
 	 Rubber coated solid wheels
 	 100m capacity - 1/2" id hose 
 	 85m capacity - 5/8" id hose
 	 70m capacity - 3/4" id hose
 	 Dimensions 62Wx60Dx90H cm

	 Max press 10 Bar
 	 3/4" BSPM ports
 	 With 2 x nickel plated QR adaptors
 	 Powder-coated steel frame
 	 Rubber coated solid wheels
 	 100m capacity - 1/2" id hose 
 	 85m capacity - 5/8" id hose
 	 70m capacity - 3/4" id hose
 	 Dimensions 62Wx60Dx90H cm

	 Max press 10 Bar
 	 3/4" BSPM ports
 	 With 2 x nickel plated QR adaptors
 	 Powder-coated steel frame
 	 Rubber coated solid wheels
 	 50m capacity - 1/2" id hose 
 	 30m capacity - 5/8" id hose
 	 25m capacity - 3/4" id hose
 	 Dimensions 62Wx60Dx90H cm
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Manual High Pressure Hose Reels 

50 & 100 Mtr - 150 Bar 

80 Mtr - 300 Bar 

	 Max press 150 Bar
	 Max temp 90°C
	 3/8" BSPM inlet - 3/8" BSPM outlet	
	 Epoxy powder coated steel
	 Supplied with side mounting bracket
	 50m - Dimensions 30Wx50Dx50H cm
	 100m - Dimensions 48Wx50Dx50H cm

	 Max press 300 Bar
	 Max temp 90°C
	 3/8" BSPM inlet - 3/8" BSPM outlet
	 Anodised aluminium
	 Dimensions 52Wx43Dx49H cm

	 Max press 200 Bar
	 Max temp 90°C
	 1/2" BSPM inlet - 1/2" BSPM outlet
	 Anodised aluminium
	 Dimensions 52Wx43Dx49H cm

	 Max press 275 Bar
	 Max temp 60°C
	 3/8" BSPM inlet - 3/8" BSPM outlet
	 Painted metal reel
	 Brass swivel
	 Dimensions 45.5Wx27Dx32H cm

	 Max press 275 Bar
	 Max temp 60°C
	 3/8" BSPM inlet - 3/8" BSPM outlet
	 Painted metal reel
	 Brass swivel
	 Dimensions 60Wx94Dx89H cm

10 Mtr - 250 Bar 

	 Max press 250 Bar
	 Max flow 40 Lpm
	 Max temp 90°C
	 Thermoplastic reel
	 Brass swivels & steel bracket
	 3/8" BSPM inlet - 3/8" BSPM outlet
	 Dimensions 35Wx30Dx33H cm

Part No. Hose Capacity
85.401.020 50m of 3/8" id

Part No. Hose Capacity
29.0360.00 80m of 3/8" id

Part No. Hose Capacity
29.0710.00 10m 1 wire 3/8" id

	 Max press 275 Bar 
  Max temp 60°C 
  Painted metal reel 
  Brass swivels 
  3/8" BSPM inlet - 3/8" BSPF outlet

Part No. Hose Capacity
27.0045 15m - 1 wire
27.0046 30m - 1 wire
27.0047 45m - 1 wire
27.0048 60m - 1 wire

15, 30, 45 & 60 Mtr - 275 Bar 58 Mtr - 200 Bar

Frame Mounted 30 Mtr - 275 Bar Trolley Mounted 45 Mtr - 275 Bar

Part No. Hose Capacity
29.0375.00 58m of 1/2" id

Part No. Hose Capacity Kg
9918-1000 30m - 1 wire 10.5

Part No. Hose Capacity Kg
9918-1010 45m - 1 wire 18

High Pressure Manual Reels - up to 400 Bar

40 Mtr - 250 Bar 20 Mtr - 250 Bar 

	 Max press 250 Bar
	 Max flow 40 Lpm
	 Max temp 90°C
	 Thermoplastic reel
	 Brass swivels & steel bracket
	 3/8" BSPM inlet - 3/8" BSPM outlet
	 Dimensions 55Wx30Dx33H cm

	 Max press 250 Bar
	 Max flow 40 Lpm
	 Max temp 90°C
	 Thermoplastic reel
	 Brass swivels & steel bracket
	 3/8" BSPM inlet - 3/8" BSPM outlet
	 Dimensions 46Wx30Dx33H cm

Part No. Hose Capacity
29.0740.00 40m 1 wire 3/8" id

Part No. Hose Capacity
29.0720.00 20m 1 wire 3/8" id

40 Mtr - 400 Bar 

	 Max press 400 Bar
	 Max temp 150°C 
	 Hose not included
	 Stainless steel reel
	 Stainless steel swivel
	 3/8" BSPM inlet - 3/8" BSPF outlet
	 Dimensions 56Wx30Dx32H cm

Part No. Hose Capacity
1240040327 40m 1 wire 5/16" id
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10 Mtr - 400 Bar Max

15 & 20 Mtr - 400 Bar Max

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Fixed hose feed
	 Epoxy powder-coated steel

Part No. Series Hose
MC4H3810 MC 10m of 3/8" id

Part No. Series Hose
V4H3815SP* V 15m of 3/8" id

V4H3815 V 15m of 3/8" id
VL4H3820 VL 20m of 3/8" id

10 Mtr - 400 Bar Max 

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Fixed hose feed
	 AISI 304 stainless steel

Part No. Series Hose
MCX4H3810 MCX 10m of 3/8" id

15 & 20 Mtr - 400 Bar Max 
Part No. Series Hose
A4H5115 A 15m of 5/16" id
A4H3815 A 15m of 3/8" id

AL4H3820 AL 20m of 3/8" id

10 Mtr - 10 Bar Max 10 Mtr - 18 Bar Max 
Part No. Series Hose

VGL102510G VGL 10m of 25mm id
Part No. Series Hose

MC181010MXE MC 10m of 10mm id

	 Max temp 55°C
	 25mm ø inlet - 1" BSPM outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel
	 Rubber hose for diesel fuel	

	 Max temp 40°C
	 3/8" BSPF inlet
	 3/8" BSPM outlet
	 Fixed hose feed
	 Epoxy powder-coated steel
	 Rubber air/water/oil hose
	 Stainless steel & EPDM internals
	 Suitable for screenwash, antifreeze & perfumes	

Retractable Hose Reels 

15 Mtr - 20 Bar Max 
Part No. Series Hose

VGLX101915KMX VGLX 15m of 19mm id

	 10 Bar max pressure @ 70°C
	 20 Bar max pressure @ 25°C 
	 1"BSPF inlet - 3/4"BSPF outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel
	 Stainproof hose for food industry

For

Diesel

40 Mtr - 25 Bar Max
Part No. Series Hose

BGLDX101940K BGLDX 40m of 19mm id

	 10 Bar max pressure @ 70°C
	 25 Bar max pressure @ 25°C 
	 3/4"BSPF inlet & outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel
	 Stainproof hose for food industry

High Pressure Retractable Reels - With Hose - up to 400 Bar

Low Pressure Retractable Reels - With Hose - up to 25 Bar

*S/Steel shaft  
with grease nipple.

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Fixed hose feed
	 Epoxy powder-coated steel

8 & 15 Mtr - 10 Bar Max 
Part No. Series Hose

VG101908ADB VG 8m of 19mm id
VGL101915ADB VGL 15m of 19mm id

	 Max temp 55°C
	 19mm ø inlet & outlet
	 Adjustable angle hose feed 
	 Epoxy powder-coated steel	  
	 EPDM hose for AdBlue® & Urea 

For

AdBlue®

Suitable  

for  

Screenwash
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High Pressure Retractable Reels - Without Hose - up to 400 Bar

Low Pressure Retractable Reels - Without Hose - up to 60 Bar

15 & 20 Mtr -  400 Bar Max 15 & 20 Mtr -  400 Bar Max 
Part No. Series Hose Capacity
203-1009 V 15m of 20mm ø
203-1011 VL 20m of 20mm ø

Part No. Series Hose Capacity
A4H3815ST A 15m of 20mm ø

AL4H3820ST AL 20m of 20mm ø

15 & 20 Mtr - 60 Bar Max 
Part No. Series Hose Capacity
203-1010 V 15m of 20mm ø
203-1012 VL 20m of 20mm ø

Part No. Series Hose Capacity
203-1014 VLX 20m of 20mm ø

Part No. Series Hose Capacity
203-1015 VX 15m of 20mm ø
203-1013 VLX 20m of 20mm ø

20 Mtr - 60 Bar Max

15 & 20 Mtr - 400 Bar Max

	 Max temp 40°C
	 1/2" M inlet - 1/2" M outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Fixed hose feed
	 Epoxy powder-coated steel

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel

	 Max temp 100°C
	 1/2" M inlet - 1/2" M outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel
	

30 Mtr - 400 Bar Max 
Part No. Series Hose Capacity

BG4H1230ST BG 30m of 20mm ø
	 Max temp 150°C
	 1/2" M inlet - 1/2" M outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel	

30 

Metres

Retractable Hose Reels 

15 & 20 Mtr - 400 Bar Max 
Part No. Series Hose

VX4H3815 VX 15m of 3/8" id
VLX4H3820 VLX 20m of 3/8" id 

	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel

30 Mtr - 400 Bar Max 

30 Mtr - 400 Bar Max 

Part No. Series Hose
BGX4H3830 BGX 30m of 3/8" id

Part No. Series Hose
BG4H3830 BG 30m of 3/8" id

	 Max temp 150°C
	 3/8" F inlet - 3/8" F outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel

	 Max temp 150°C
	 3/8" F inlet - 3/8" F outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel	

30 

Metres

30 

Metres

High Pressure Retractable Reels - With Hose - up to 400 Bar
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50 Mtr - 400 Bar Max 
Part No. Series Hose Capacity

BGLD4H3850ST BGLD 50m of 20mm ø
	 Max temp 150°C
	 3/8" F inlet - 3/8" M outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel	

30 Mtr - 400 Bar Max 
Part No. Series Hose Capacity

BGX4H1230ST BGX 30m of 20mm ø
	 Max temp 150°C
	 1/2" M inlet - 1/2" F outlet
	 Adjustable angle hose feed
	 AISI 304 stainless steel	

30 

Metres 50 

Metres

Twin Hose - 20 Mtr - 400 Bar Max
Part No. Series

VL2T4V3820ST VL Twin
	 2 x 3/8" F inlet - 2 x 3/8 M outlet
	 Adjustable angle hose feed
	 Epoxy powder-coated steel
	 20m capacity of 2 x 14mm Ø hose 
	 15m capacity of 2 x 17mm Ø hose 
	 Twin hose reel for oil and paint Twin 

Hose

Retractable Hose Reels 

15 Mtr - Compressed Air - Retractable
Part No. Series

MDR200815 MDR

12 Mtr - Compressed Air - Retractable5 Mtr - Compressed Air - Retractable
Part No. Series

MNR200812 MNR
Part No. Series

MP200805 MP

	 Max press 20 Bar	 Max press 20 Bar
	 3/8" F swivel inlet - 1/4" M outlet	 3/8" F swivel inlet - 1/4" M outlet
	 Fitted to 180° revolving stand	 Fitted to 180° revolving stand
	 C/w 15m x 8mm id x 12mm hose	 C/w 15m x 8mm id x 12mm hose
	 Polyurethane hose with textile insert	 Polyurethane hose with textile insert
	 Epoxy powder-coated steel	 Epoxy powder-coated steel
	 Optional Safe Rewind System	 Optional Safe Rewind System

	 Max press 20 Bar	 Max press 20 Bar
	 3/8" F swivel inlet - 3/8" M outlet	 3/8" F swivel inlet - 3/8" M outlet
	 Fitted to 180° revolving stand	 Fitted to 180° revolving stand
	 C/w 10m x 10mm id x 14mm hose	 C/w 10m x 10mm id x 14mm hose
	 Polyurethane hose with textile insert	 Polyurethane hose with textile insert
	 Epoxy powder-coated steel	 Epoxy powder-coated steel

	 Max press 20 Bar	 Max press 20 Bar
	 3/8" F swivel inlet - 1/4" M outlet	 3/8" F swivel inlet - 1/4" M outlet
	 Fitted to 180° revolving stand	 Fitted to 180° revolving stand
	 C/w 12m x 8mm id x 12mm hose	 C/w 12m x 8mm id x 12mm hose
	 Polyurethane hose with textile insert	 Polyurethane hose with textile insert
	 Epoxy powder-coated steel	 Epoxy powder-coated steel
	 Optional Safe Rewind System	 Optional Safe Rewind System

	 Max press 20 Bar	 Max press 20 Bar
	 8mm ø inlet - 1/4" M outlet	 8mm ø inlet - 1/4" M outlet
	 Fitted to 180° revolving stand	 Fitted to 180° revolving stand
	 C/w 5m x 8mm id x 11mm hose	 C/w 5m x 8mm id x 11mm hose
	 Polyurethane hose with textile insert	 Polyurethane hose with textile insert
	 Epoxy powder-coated steel	 Epoxy powder-coated steel

Compressed Air Reels

10 Mtr - Compressed Air - Retractable
Part No. Series

MD201010 MD
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Parts lists & full technical specifications available online

www.dualpumps.co.uk208

Retractable Hose Reels Hose, Hose Clips, Sealant & Hose Nozzles

Hose Holder - 25 Mtrs - Wall Mounted 
Part No.

REKFR30

	 Hose capacity - 25m 1/2" id
	 Hose capacity - 20m 3/4" id
	 AISI 304 stainless steel
 	 325L x 160D x 190H, mm

	 Glass filled plastic
 	 263L x 175D x 173H, mm

Hose Holder - Wall Mounted
Part No.

8000-7040
Part No. For hose
0022A 1/4"
0022B 3/8"
0022E 5/8"
0022C 1/2"
0022G 1"
0022F 3/4"
0127 12mm

Hose Stopper

Part No. Series
BGSG30* BG

BGXSG30* BGX
MCSG10 MC

MCXSG10 MCX

Part No. Series
ASG15R* A-V-VG

AXSG15R* AX-VX-VGX
ALSG20R* AL-VL-VGL-OSV

ALXSG20R* ALX-VLX-VGLX

Swivel Brackets - For Reels

Hose Holder - 40 Mtrs - Wall Mounted
Part No.

REKFR60

	 Hose capacity - 40m 1/2" id
	 Hose capacity - 30m 3/4" id
	 AISI 304 stainless steel
 	 500L x 140D x 255H, mm

Hose Holders & Accessories

Hose Holder - 20 Mtrs - Wall Mounted
Part No.
135788

 	 20m capacity 1/2" id hose
 	 15m capacity 3/4" id hose
 	 Powder-coated steel
 	 325L x 150D x 170H, mm

	 Hose reel mounting bolts included
	 * Quick connect design

Connection Hose & Hose Assemblies

Part No. Bar Hose ø Inlet Outlet
503-2010 220 3/8"

3/8" BSPF 3/8" BSPM
503-2012 400 3/8"
503-2011 220 3/8"

1/2" BSPF 1/2" BSPM
503-2013 400 3/8"

Part No. Bar Hose ø Inlet Outlet Length Hose Reel Compatibility
503-2025 400 5/16" 3/8" BSPF 3/8" BSPM 15M A4H5115
503-2020 400 3/8" 3/8" BSPF 3/8" BSPM 10M MC4H3810, MCX4H3810
503-2001 220

3/8" 3/8" BSPF 3/8" BSPM 15M 203-1009, 203-1015, ART600, V4H3815,  
V4H3815SP, VX4H3815503-2021 400

503-2002 220
3/8" 3/8" BSPF 3/8" BSPM 20M 203-1011, 203-1013, AL4H3820ST,  

VL2T4V3820ST, VL4H3820, VLX4H3820503-2022 400
503-2003 220

3/8" 1/2" BSPM 3/8" BSPM 30M BG4H1230ST, BG4H3830,  
BGX4H1230ST, BGX4H3830503-2023 400

Part No. Bar Hose ø Inlet Outlet Length Hose Reel Compatibility
503-2040 250 3/8" 3/8" BSPF M22F 15M 27.0045
503-2041 250 3/8" 3/8" BSPF M22F 30M 27.0046, 9918-1000
503-2042 250 3/8" 3/8" BSPF M22F 45M 27.0047, 9918-1010
503-2043 250 3/8" 3/8" BSPF M22F 60M 27.0048

Hose Assemblies for Hose Reels - Blue Non-Scuff Hose

Hose Assemblies for Hose Reels - Standard Black Hose

Connection Hoses - 1 Metre
  3/8" id rubber hose
  Blue non-scuff construction

  	220 Bar single wire, 400 Bar twin wire

  Compact single wire construction
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