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INTERPUMP Plunger Pumps

51 Series - Flows to 13 Lpm - Pressures to 150 Bar

83 Series - Flows to 12 Lpm - Pressures to 210 Bar

63 Series - Flows to 16 Lpm - Pressures to 200 Bar

44 Series - Flows to 17.4 Lpm - Pressures to 250 Bar

Interpump Pumps for Direct Engine Drive

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

WW906CVB 100 8 2.5 1.87

3400

3/4" 1/2" BSPF M22 M 6
WW907CVB 100 10.6 3 2.2 3/4" 1/2" BSPF M22 M 6
WW909CVB 100 13 3.5 2.57 3/4" 1/2" BSPF M22 M 6
TT1508CVB 150 8 3 2.2 3/4" 1/2" BSPF 3/8" BSPM 6
TT1510CVB 150 10 4 2.94 3/4" 1/2" BSPF 3/8" BSPM 6

TT1510CV-VER4 150 10 4 2.94 3/4" 1/2" BSPF M22 M 6
TT1511CVB 150 11 4 3 3/4" 1/2" BSPF 3/8" BSPM 6
TT1512CVB 150 12 4.5 3.3 3/4" 1/2" BSPF 3/8" BSPM 6

TT1512CV-VER4 150 12 4.5 3.3 3/4" 1/2" BSPF M22 M 6
TT1513CVB 150 13 5 3.67 3/4" 1/2" BSPF 3/8" BSPM 6

TT1513CV-VER4 150 13 5 3.67 3/4" 1/2" BSPF M22 M 6

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

EZ12100CV 210 11 6 4.40
3400

3/4" 3/8" BSPF 1/4" BSPM 6
EZ12115CV 210 12 6.5 4.80 3/4" 3/8" BSPF 1/4" BSPM 6

	 Brass manifold 
	 C3/4" versions - hollow shaft for engines with SAE J609-A ext.3 face & shaft	

	 Latest EVO Zero design
 	 HR treated cast iron manifold 
	 C3/4" versions - hollow shaft for engines with SAE J609-A ext.3 face & shaft	

	 Brass manifold
	 C3/4" versions - hollow shaft for engines with SAE J609-A ext.3 face & shaft
 	 C1" versions - hollow shaft for engines with SAE J609-B ext.4 face & shaft	

	 Brass manifold (*Nickel plated brass manifold)
 	 C1" versions - hollow shaft for engines with SAE J609-B ext.4 face & shaft	

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

UH2008C-34 200 8 4.2 3.08

3400

3/4" 1/2" BSPF 3/8" BSPF 8.15
UH2011C-34 200 11 5.8 4.26 3/4" 1/2" BSPF 3/8" BSPF 8.15
UH2011C-01 200 11 5.8 4.26 1" 1/2" BSPF 3/8" BSPF 8.15
UH2013C-34 200 13 6.8 5 3/4" 1/2" BSPF 3/8" BSPF 8.15
UH2013C-01 200 13 6.8 5 1" 1/2" BSPF 3/8" BSPF 8.15
UH2016C-01 200 16 8.3 6.1 1" 1/2" BSPF 3/8" BSPF 8.15

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
WW961C 172 15 6.5 4.77

3400
1" 1/2" BSPF 3/8" BSPF 8.7

WW962C 172 17.4 7.5 5.51 1" 1/2" BSPF 3/8" BSPF 8.7
WW965C* 250 15 10 7.35 1" 1/2" BSPF 3/8" BSPF 8.7

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

UH2008CV-34 200 8 4.2 3.08

3400

3/4" 1/2" BSPF 3/8" BSPM 8.35
UH2011CV-34 200 11 5.8 4.26 3/4" 1/2" BSPF 3/8" BSPM 8.35
UH2011CV-01 200 11 5.8 4.26 1" 1/2" BSPF 3/8" BSPM 8.35
UH2013CV-34 200 13 6.8 5 3/4" 1/2" BSPF 3/8" BSPM 8.35
UH2013CV-01 200 13 6.8 5 1" 1/2" BSPF 3/8" BSPM 8.35
UH2016CV-01 200 16 8.3 6.1 1" 1/2" BSPF 3/8" BSPM 8.35

Supplied with 3/4" BSPM inlet filter
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INTERPUMP Plunger Pumps

59 Series - Flows to 20 Lpm - Pressures to 275 Bar

58 Series - Flows to 16 Lpm - Pressures to 275 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
E2E2108C-34 210 8 4.4 3.24

3400

3/4" 1/2" BSPF 3/8" BSPF 7.2
E2E2111C-34 210 11 6 4.41 3/4" 1/2" BSPF 3/8" BSPF 7.2
E2E2113C-34 210 13 7.1 5.22 3/4" 1/2" BSPF 3/8" BSPF 7.2
E2E2111C-01 210 11 6 4.41 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2113C-01 210 13 7.1 5.22 1" 1/2" BSPF 3/8" BSPF 7.2

E2E2114C 210 14 7.6 5.59 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2116C 210 16 8.7 6.4 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2808C 275 8 5.7 4.19 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2810C 275 10 7.1 5.22 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2811C 275 11 7.9 5.81 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2812C 275 12 8.6 6.32 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2813C 275 13 9.3 6.84 1" 1/2" BSPF 3/8" BSPF 7.2
E2E2815C 275 15 10.7 7.87 1" 1/2" BSPF 3/8" BSPF 7.2

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

E2E2108CV-34 210 8 4.4 3.24

3400

3/4" 1/2" BSPF 3/8" BSPM 7.2
E2E2111CV-34 210 11 6 4.41 3/4" 1/2" BSPF 3/8" BSPM 7.2
E2E2113CV-34 210 13 7.1 5.22 3/4" 1/2" BSPF 3/8" BSPM 7.2
E2E2111CV-01 210 11 6 4.41 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2113CV-01 210 13 7.1 5.22 1" 1/2" BSPF 3/8" BSPM 7.2

E2E2114CV 210 14 7.6 5.59 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2116CV 210 16 8.7 6.4 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2808CV 275 8 5.7 4.19 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2810CV 275 10 7.1 5.22 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2811CV 275 11 7.9 5.81 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2812CV 275 12 8.6 6.32 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2813CV 275 13 9.3 6.84 1" 1/2" BSPF 3/8" BSPM 7.2
E2E2815CV 275 15 10.7 7.87 1" 1/2" BSPF 3/8" BSPM 7.2

 	 Latest EVO2 design
	 Brass manifold 
	 C3/4" versions - hollow shaft for engines with SAE J609-A ext.3 face & shaft
 	 C1" versions - hollow shaft for engines with SAE J609-B ext.4 face & shaft	

 	 Latest EVO3 design
	 Nickel plated brass manifold 
 	 C1" versions - hollow shaft for engines with SAE J609-B ext.4 face & shaft	

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

E3E2517C 250 17 11 8.09

3400

1" 1/2" BSPF 3/8" BSPF 9.7
E3E2520C 250 20 13.0 9.56 1" 1/2" BSPF 3/8" BSPF 9.7
E3E2813C 275 13 9.3 6.84 1" 1/2" BSPF 3/8" BSPF 9.7
E3E2815C 275 15 10.7 7.87 1" 1/2" BSPF 3/8" BSPF 9.7

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

E3E2517CV 250 17 11 8.09

3400

1" 1/2" BSPF 3/8" BSPM 9.7
E3E2520CV 250 20 13.0 9.56 1" 1/2" BSPF 3/8" BSPM 9.7
E3E2813CV 275 13 9.3 6.84 1" 1/2" BSPF 3/8" BSPM 9.7
E3E2815CV 275 15 10.7 7.87 1" 1/2" BSPF 3/8" BSPM 9.7
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44 Series - Flows to 14 Lpm - Pressures to 200 Bar

63 Series - Flows to 16 Lpm - Pressures to 200 Bar

51 Series - Flows to 9.5 Lpm - Pressures to 100 Bar

Interpump Pumps for Direct Electric Motor Drive

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
WW95BV 100 9.5 2.5 1.83 2800 18mm 1/2" BSPF 3/8" BSPM 6

	 Brass manifold 
	 B versions for IEC 90F motors with B14 face (special 18mm shaft)

	 Brass manifold
	 B versions for IEC 100-112F motors with B14 face	

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
EL1411B 140 11 4.0 2.94

1450

28mm 1/2" BSPF 3/8" BSPF 8.05
EL1713B 170 13 5.8 4.26 28mm 1/2" BSPF 3/8" BSPF 8.05
EL2007B 200 7 3.7 2.72 28mm 1/2" BSPF 3/8" BSPF 8.15
EL2009B 200 9 4.7 3.45 28mm 1/2" BSPF 3/8" BSPF 8.15
EH1413B 140 13 4.8 3.52

2800
28mm 1/2" BSPF 3/8" BSPF 8.15

EH1416B 140 16 5.8 4.26 28mm 1/2" BSPF 3/8" BSPF 8.15
EH2011B 200 11 5.8 4.26 28mm 1/2" BSPF 3/8" BSPF 8.15

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

EL1411BV 140 11 4.0 2.94

1450

28mm 1/2" BSPF 3/8" BSPM 8.25
EL1713BV 170 13 5.8 4.26 28mm 1/2" BSPF 3/8" BSPM 8.25
EL2007BV 200 7 3.7 2.72 28mm 1/2" BSPF 3/8" BSPM 8.35
EL2009BV 200 9 4.7 3.45 28mm 1/2" BSPF 3/8" BSPM 8.35
EH1413BV 140 13 4.8 3.52

2800
28mm 1/2" BSPF 3/8" BSPM 8.35

EH1416BV 140 16 5.8 4.26 28mm 1/2" BSPF 3/8" BSPM 8.35
EH2011BV 200 11 5.8 4.26 28mm 1/2" BSPF 3/8" BSPM 8.35

Supplied with 3/4" BSPM inlet filter

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
W112B 100 12 3 2.2

1450

28mm 1/2" BSPF 3/8" BSPF 7.7
W140B 140 12 4 2.94 28mm 1/2" BSPF 3/8" BSPF 7.7
W154B 150 14 5.5 4.04 28mm 1/2" BSPF 3/8" BSPF 7.7

W200B* 200 12 6 4.41 28mm 1/2" BSPF 3/8" BSPF 7.7
W204B* 200 14 7.3 5.37 28mm 1/2" BSPF 3/8" BSPF 7.7

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
W112BV 100 12 3 2.2

1450
28mm 1/2" BSPF 3/8" BSPM 7.9

W140BV 140 12 4 2.94 28mm 1/2" BSPF 3/8" BSPM 7.9
W154BV 150 14 5.5 4.04 28mm 1/2" BSPF 3/8" BSPM 7.9

Supplied with 3/4" BSPM inlet filter

	 Brass manifold (*Nickel plated brass manifold)
	 B versions for IEC 100-112F motors with B14 face	

INTERPUMP Plunger Pumps
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58 Series - Flows to 16 Lpm - Pressures to 275 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg
E2B1711B 170 11 4.9 3.6

1450

28mm 1/2" BSPF 3/8" BSPF 7.2
E2B1712B 170 12 5.3 3.9 28mm 1/2" BSPF 3/8" BSPF 7.2
E2B1713B 170 13 5.7 4.19 28mm 1/2" BSPF 3/8" BSPF 7.2
E2B2008B 200 7.5 3.9 2.87 28mm 1/2" BSPF 3/8" BSPF 7.2
E2B2010B 200 10 5.2 3.82 28mm 1/2" BSPF 3/8" BSPF 7.2
E2B2014B 200 14 7.3 5.37 28mm 1/2" BSPF 3/8" BSPF 7.2
E2B2808B 275 7.5 5.4 3.97 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2010B 200 9.5 4.9 3.6

2800

28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2011B 200 11 5.7 4.19 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2013B 200 13 6.8 5 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2015B 200 15 7.8 5.74 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2016B 200 16 8.3 6.1 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2810B 275 10 7.1 5.22 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2811B 275 11 7.9 5.81 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2812B 275 12 8.6 6.32 28mm 1/2" BSPF 3/8" BSPF 7.2
E2D2813B 275 13 9.3 6.84 28mm 1/2" BSPF 3/8" BSPF 7.2

	 Latest EVO2 pump design 
	 Brass manifold
	 B versions for IEC 100-112F motors with B14 face	

	 Brass manifold

FE 51 Series - Flows to 8 Lpm - Pressures to 100 Bar

From 

1 Lpm

For HXM Misting Regulator Valve see page 256

Interpump Low Flow & Misting Pumps - Male Shaft

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
FE5101 100 1 0.28 0.021

1450

24mm 3/8" BSPF 1/4" BSPF 5.2
FE5102 100 2 0.57 0.042 24mm 3/8" BSPF 1/4" BSPF 5.2
FE5104 100 4 1.07 0.79 24mm 3/8" BSPF 1/4" BSPF 5.2
FE5106 100 6 1.68 1.23 24mm 3/8" BSPF 1/4" BSPF 5.2
FE5108 100 8 2.11 1.55 24mm 3/8" BSPF 1/4" BSPF 5.2

INTERPUMP Plunger Pumps
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Interpump Pumps with Male Shaft

51 Series - Flows to 13 Lpm - Pressures to 150 Bar

83 Series EVO Zero - Flows to 11 Lpm - Pressures to 210 Bar

	 Brass manifold

	 Latest EVO Zero design
	 HR treated cast iron manifold

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W1208 120 8 2.5 1.83

1450
24mm 3/8" BSPF 1/4" BSPF 5.2

W1210 120 10 3 2.2 24mm 3/8" BSPF 1/4" BSPF 5.2
W1507 150 7 3 2.2 24mm 3/8" BSPF 1/4" BSPF 5.2
WW90 90 8 2 1.47

2800

24mm 3/8" BSPF 1/4" BSPF 5.2
WW93 90 11 2.5 1.83 24mm 3/8" BSPF 1/4" BSPF 5.2
WW94 90 13 3 2.2 24mm 3/8" BSPF 1/4" BSPF 5.2
WW95 100 9.5 2.5 1.83 24mm 3/8" BSPF 1/4" BSPF 5.2

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

EZ12095M 210 8.5 4.6 3.4
2800

24mm 1/4" BSPF 1/8" BSPF 5.2
EZ12120M 210 11 6 4.4 24mm 1/4" BSPF 1/8" BSPF 5.2

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WW90V 90 8 2 1.47

2800

24mm 1/2" BSPF 3/8" BSPM 5.7
WW94V 90 13 3 2.2 24mm 1/2" BSPF 3/8" BSPM 5.7

WW1508V 150 8 3 2.2 24mm 1/2" BSPF 3/8" BSPM 5.7
WW1509V 150 9 3.5 2.57 24mm 1/2" BSPF 3/8" BSPM 5.7
WW1510V 150 10 4 2.94 24mm 1/2" BSPF 3/8" BSPM 5.7
WW1511V 150 11 4.5 3.3 24mm 1/2" BSPF 3/8" BSPM 5.7
WW1513V 150 13 5 3.67 24mm 1/2" BSPF 3/8" BSPM 5.7

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

EZ12095MV 210 8.5 4.6 3.4
2800

24mm 3/8" BSPF 1/4" BSPM 5.7
EZ12120MV 210 11 6 4.4 24mm 3/8" BSPF 1/4" BSPM 5.7

Integrated Unloader Valve with Chemical Injector & Total Stop Pressure Switch
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

EZ12095MTS 210 8.5 4.6 3.4
2800

24mm 3/8" BSPF 1/4" BSPM 5.7
EZ12120MTS 210 11 6 4.4 24mm 3/8" BSPF 1/4" BSPM 5.7

INTERPUMP Plunger Pumps
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Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

E1B1807MV 180 7 3.3 2.43

1450

24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1808MV 180 8 3.7 2.72 24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1809MV 180 9 4.2 3.09 24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1810MV 180 10 4.7 3.46 24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1611MV 160 11 4.6 3.38 24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1612MV 160 12 5.0 3.69 24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1613MV 160 13 5.4 3.97 24mm 1/2" BSPF 3/8" BSPM 5.5
E1B1614MV 160 14 5.8 4.26 24mm 1/2" BSPF 3/8" BSPM 5.5

53 Series - Flows 14 Lpm - Pressures to 180 Bar

50 Series - Flows to 16.6 Lpm - Pressures to 172 Bar

63 Series - Flows to 16 Lpm - Pressures to 200 Bar

	 Latest EVO1 design   HR treated cast iron manifold 
 	 Options available for direct mount to engines & electric motors
 	 Options available with integrated unloader valve with TOTAL STOP

	 Brass manifold (*Nickel plated aluminium manifold)

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

E1B1807M 180 7 3.3 2.43

1450

24mm 1/2" BSPF 3/8" BSPF 5
E1B1808M 180 8 3.7 2.72 24mm 1/2" BSPF 3/8" BSPF 5
E1B1809M 180 9 4.2 3.09 24mm 1/2" BSPF 3/8" BSPF 5
E1B1810M 180 10 4.7 3.46 24mm 1/2" BSPF 3/8" BSPF 5
E1B1611M 160 11 4.6 3.38 24mm 1/2" BSPF 3/8" BSPF 5
E1B1612M 160 12 5.0 3.69 24mm 1/2" BSPF 3/8" BSPF 5
E1B1613M 160 13 5.4 3.97 24mm 1/2" BSPF 3/8" BSPF 5
E1B1614M 160 14 5.8 4.26 24mm 1/2" BSPF 3/8" BSPF 5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
EL1411M 140 11 4.0 2.84

1450

24mm 1/2" BSPF 3/8" BSPF 8.05
EL1713M 170 13 5.8 4.26 24mm 1/2" BSPF 3/8" BSPF 8.05
EL1714M 170 14 6.2 4.56 24mm 1/2" BSPF 3/8" BSPF 8.05
EL2007M 200 7 3.7 2.72 24mm 1/2" BSPF 3/8" BSPF 8.15
EL2009M 200 9 4.7 3.45 24mm 1/2" BSPF 3/8" BSPF 8.15
EH1413M 140 13 4.8 3.52

2800
24mm 1/2" BSPF 3/8" BSPF 8.15

EH1416M 140 16 5.8 4.26 24mm 1/2" BSPF 3/8" BSPF 8.15
EH2011M 200 11 5.8 4.26 24mm 1/2" BSPF 3/8" BSPF 8.15

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W70* 70 11 2 1.47

1450

24mm 1/2" BSPF 3/8" BSPF 6.5
W91* 90 13 3 2.2 24mm 1/2" BSPF 3/8" BSPF 6.5
W98 100 11 3 2.2 24mm 1/2" BSPF 3/8" BSPF 8.5
W99 100 13 3.3 2.42 24mm 1/2" BSPF 3/8" BSPF 8.5

WS137 120 13 4 2.94 24mm 1/2" BSPF 3/8" BSPF 8.7
WS149 140 11 4 2.94 24mm 1/2" BSPF 3/8" BSPF 8.7
WW141 140 11.5 4 2.94 2800 24mm 1/2" BSPF 3/8" BSPF 8.5
WW161 160 14 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 8.5
WW935 172 13.2 6 4.41 3400 24mm 1/2" BSPF 3/8" BSPF 8.5
WW944 172 16.6 7.5 5.51 24mm 1/2" BSPF 3/8" BSPF 8.5

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

EL1411MV 140 11 4.0 2.84

1450

24mm 1/2" BSPF 3/8" BSPM 8.25
EL1713MV 170 13 5.8 4.26 24mm 1/2" BSPF 3/8" BSPM 8.25
EL1714MV 170 14 6.2 4.56 24mm 1/2" BSPF 3/8" BSPM 8.25
EL2007MV 200 7 3.7 2.72 24mm 1/2" BSPF 3/8" BSPM 8.35
EL2009MV 200 9 4.7 3.45 24mm 1/2" BSPF 3/8" BSPM 8.35
EH1413MV 140 13 4.8 3.52

2800
24mm 1/2" BSPF 3/8" BSPM 8.35

EH1416MV 140 16 5.8 4.26 24mm 1/2" BSPF 3/8" BSPM 8.35
EH2011MV 200 11 5.8 4.26 24mm 1/2" BSPF 3/8" BSPM 8.35

Supplied with 3/4" BSPM inlet filter

	 Brass manifold

INTERPUMP Plunger Pumps
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59 Series - Flows to 21 Lpm - Pressures to 250 Bar

	 Latest EVO2 pump design	 	 Brass manifold (*Nickel plated brass manifold)

	 Latest EVO3 pump design	 	 Brass manifold (*Nickel plated brass manifold)

58 Series - Flows to 16 Lpm - Pressures to 275 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
E2B1711M 170 11 4.9 3.6

1450

24mm 1/2" BSPF 3/8" BSPF 7
E2B1712M 170 12 5.3 3.9 24mm 1/2" BSPF 3/8" BSPF 7
E2B1713M 170 13 5.7 4.19 24mm 1/2" BSPF 3/8" BSPF 7
E2B2008M 200 7.5 3.9 2.87 24mm 1/2" BSPF 3/8" BSPF 7
E2B2010M 200 10 5.2 3.82 24mm 1/2" BSPF 3/8" BSPF 7
E2B2014M 200 14 7.3 5.37 24mm 1/2" BSPF 3/8" BSPF 7
E2B2015M* 200 15 7.4 5.44 24mm 1/2" BSPF 3/8" BSPF 7
E2B2808M 275 7.5 5.4 3.97 24mm 1/2" BSPF 3/8" BSPF 7
E2D2010M 200 9.5 4.9 3.6

2800

24mm 1/2" BSPF 3/8" BSPF 7
E2D2011M 200 11 5.7 4.19 24mm 1/2" BSPF 3/8" BSPF 7
E2D2013M 200 13 6.8 5 24mm 1/2" BSPF 3/8" BSPF 7
E2D2015M 200 15 7.8 5.74 24mm 1/2" BSPF 3/8" BSPF 7
E2D2016M 200 16 8.3 6.1 24mm 1/2" BSPF 3/8" BSPF 7
E2D2810M 275 10 7.1 5.22 24mm 1/2" BSPF 3/8" BSPF 7
E2D2811M 275 11 7.9 5.81 24mm 1/2" BSPF 3/8" BSPF 7
E2D2812M 275 12 8.6 6.32 24mm 1/2" BSPF 3/8" BSPF 7
E2D2813M 275 13 9.3 6.84 24mm 1/2" BSPF 3/8" BSPF 7

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

E3A1515M 150 14.5 5.6 4.12

1000

24mm 1/2" BSPF 3/8" BSPF 9.5
E3A1713M 170 13 5.7 4.19 24mm 1/2" BSPF 3/8" BSPF 9.5

E3A2113M* 210 13 7.1 5.22 24mm 1/2" BSPF 3/8" BSPF 9.5
E3A2115M* 210 14.5 7.9 2.84 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B1021M 100 21 5.5 4.04

1450

24mm 1/2" BSPF 3/8" BSPF 9.5
E3B1218M 120 18 5.6 4.12 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B1515M 150 15 5.8 4.26 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B1713M 170 13 5.7 4.19 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B1911M 190 11 5.4 3.97 24mm 1/2" BSPF 3/8" BSPF 9.5

E3B2118M* 210 18 9.8 7.21 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B2121M* 210 21 11.5 8.46 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B2511M* 250 11 7.1 5.22 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B2513M* 250 13 8.4 6.18 24mm 1/2" BSPF 3/8" BSPF 9.5
E3B2515M* 250 15 9.7 713 24mm 1/2" BSPF 3/8" BSPF 9.5

INTERPUMP Plunger Pumps

44 Series - Flows to 15 Lpm - Pressures to 200 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W112M 100 12 3 2.2

1450

24mm 1/2" BSPF 3/8" BSPF 7.7
W130M 130 9.5 3 2.2 24mm 1/2" BSPF 3/8" BSPF 7.9
W140M 140 12 4 2.94 24mm 1/2" BSPF 3/8" BSPF 7.7
W150M 150 8 3 2.2 24mm 1/2" BSPF 3/8" BSPF 7.9
W154M 150 14 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 7.7
W170M 170 9.5 4 2.94 24mm 1/2" BSPF 3/8" BSPF 7.9
W200* 200 12 6 4.41 24mm 1/2" BSPF 3/8" BSPF 7.7
W204* 200 14 7.3 5.37 24mm 1/2" BSPF 3/8" BSPF 7.7

WW156M 150 15 5.5 4.04
2800

24mm 1/2" BSPF 3/8" BSPF 7.9
WW209 200 15 7.5 5.51 24mm 1/2" BSPF 3/8" BSPF 7.9

Integrated Unloader Valve with Chemical Injector
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W112MV 100 12 3 2.2

1450
24mm 1/2" BSPF 3/8" BSPM 7.9

W140MV 140 12 4 2.94 24mm 1/2" BSPF 3/8" BSPM 7.9
W154MV 150 14 5.5 4.04 24mm 1/2" BSPF 3/8" BSPM 7.9

WW156MV 150 15 5.5 4.04 2800 24mm 1/2" BSPF 3/8" BSPM 7.9
Supplied with 3/4" BSPM inlet filter

	 Brass manifold (*Nickel plated brass manifold)
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47 Series - Flows to 21 Lpm - Pressures to 275 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WS82 80 21 4 2.94

1450

24mm 1/2" BSPF 3/8" BSPF 14
WS92 90 18 4 2.94 24mm 1/2" BSPF 3/8" BSPF 14
WS101 100 15 4 2.94 24mm 1/2" BSPF 3/8" BSPF 14
WS102 100 21 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 14.5
WS132 120 18.7 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 14.5
WS151 150 15 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 14.5
WS162 160 18 7.5 5.51 24mm 1/2" BSPF 3/8" BSPF 14.5
WS171 170 13 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 14.5
WS201* 200 15 7.5 5.51 24mm 1/2" BSPF 3/8" BSPF 14.5
WS202* 200 21 10 7.35 24mm 1/2" BSPF 3/8" BSPF 14.5
WS251 250 15 10 7.35 24mm 1/2" BSPF 3/8" BSPF 14.5
WS252 250 21 14 10.29 24mm 1/2" BSPF 3/8" BSPF 14.5
W928* 275 12 10 7.35 24mm 1/2" BSPF 3/8" BSPF 14.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WS1036 100 36 9.4 6.9

1450

24mm 3/4" BSPF 3/8" BSPF 15
WS1040 100 40 10.4 7.65 24mm 3/4" BSPF 3/8" BSPF 15
WS1625 160 25 10.5 7.72 24mm 3/4" BSPF 3/8" BSPF 15
WS1630 160 30 12.5 9.2 24mm 3/4" BSPF 3/8" BSPF 15

	 Brass manifold (*Nickel plated brass manifold)

	 Brass manifold (*Nickel plated brass manifold)

	 Brass manifold 

47 Series - Flows to 40 Lpm - Pressures to 160 Bar

Twin 

Male 

Shaft

47 Series - Flows to 21 Lpm - Pressures to 200 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W151 150 15 5.5 4.04

1000
2 x 24mm 1/2" BSPF 3/8" BSPF 14.5

W162 160 18 7.5 5.51 2 x 24mm 1/2" BSPF 3/8" BSPF 14.5
W201* 200 15 7.5 5.51 2 x 24mm 1/2" BSPF 3/8" BSPF 14.5

WS151AA 150 15 5.5 4.04
1450

2 x 24mm 1/2" BSPF 3/8" BSPF 14.5
WS201AA* 200 15 7.5 5.51 2 x 24mm 1/2" BSPF 3/8" BSPF 14.5
WS202AA* 200 21 10 7.35 2 x 24mm 1/2" BSPF 3/8" BSPF 14.5

INTERPUMP Plunger Pumps
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INTERPUMP Plunger Pumps

INTERPUMP MF Series Pumps
Maintenance Freedom

... the second revolution

Huge Advantages 
Patented design allows full extraction 
of seals, packings and pistons without 
removing the pump head. 
 	 Reduced downtime.
 	 Reduced maintenance costs. 
 	 Simplified maintenance operations.

Removeable 
manifold cover

Tool supplied with 
each pump to extract 
seal cartridges.

Extractable seal 
cartridges.

Repeated tests in salt mist proved 
corrosion resistance is at least  
30 times higher than standard 
treated manifolds. 

New "HR" anti-corrosion surface 
treated manifold.

No need to dismantle 
manifold and disturb 
pipework and control
valves.
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INTERPUMP Plunger Pumps

MF1-81 Series Male Shaft Pumps - Flows to 15 Lpm - Pressures to 275 Bar

MF2-82 Series - Flows to 21 Lpm - Pressures to 275 Bar

MF1-81 Series for Direct Electric Motor Drive - Flows to 14 Lpm - Pressures to 275 Bar

MF1-81 Series for Direct Engine Drive - Flows to 17.4 Lpm - Pressures to 210 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

MF1B2808M 275 8 5.7 4.20

1450

24mm 1/2" BSPF 3/8" BSPF 10.5
MF1B2809M 275 9.5 6.8 4.99 24mm 1/2" BSPF 3/8" BSPF 10.5
MF1B2810M 275 10 7.1 5.25 24mm 1/2" BSPF 3/8" BSPF 10.5
MF1B2012M 200 12 6.2 4.58 24mm 1/2" BSPF 3/8" BSPF 10.5
MF1B2013M 200 13 6.8 4.97 24mm 1/2" BSPF 3/8" BSPF 10.5
MF1B2014M 200 14 7.3 5.35 24mm 1/2" BSPF 3/8" BSPF 10.5
MF1B2015M 200 15 7.8 5.73 24mm 1/2" BSPF 3/8" BSPF 10.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

MF2A2813 275 13 9.3 6.83
1000

24mm 1/2" BSPF 3/8" BSPF 13.5
MF2A2815 275 15 10.7 7.88 24mm 1/2" BSPF 3/8" BSPF 13.5
MF2B2813 275 13 9.3 6.83

1450

24mm 1/2" BSPF 3/8" BSPF 13.5
MF2B2815 275 15 10.7 7.88 24mm 1/2" BSPF 3/8" BSPF 13.5
MF2B2818 275 18 12.9 9.45 24mm 1/2" BSPF 3/8" BSPF 13.5
MF2B2821 275 21 15.0 11.03 24mm 1/2" BSPF 3/8" BSPF 13.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

MF1B2808B 275 8 5.7 4.20

1450

28mm 1/2" BSPF 3/8" BSPF 10.9
MF1B2809B 275 9.5 6.8 4.99 28mm 1/2" BSPF 3/8" BSPF 10.9
MF1B2012B 200 12 6.2 4.58 28mm 1/2" BSPF 3/8" BSPF 10.9
MF1B2014B 200 14 7.3 5.35 28mm 1/2" BSPF 3/8" BSPF 10.9

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft ID Inlet Outlet Kg

MF1E2113C 210 13.2 7.2 5.29
3400

1" 1/2" BSPF 3/8" BSPF 11.2
MF1E2115C 210 15 8.2 6.02 1" 1/2" BSPF 3/8" BSPF 11.2
MF1E2117C 210 17.4 9.5 6.98 1" 1/2" BSPF 3/8" BSPF 11.2

	 "HR" anti-corrosion treated GJS 600-3 cast iron manifold
 	 Long life "KC" Kevlar® compound high pressure seals
	 "Easy-Service" seals & pistons

	 "HR" anti-corrosion treated GJS 600-3 cast iron manifold
 	 Long life "KC" Kevlar® compound high pressure seals
	 "Easy-Service" seals & pistons

	 "HR" anti-corrosion treated GJS 600-3 cast iron manifold
 	 Long life "KC" Kevlar® compound high pressure seals
	 "Easy-Service" seals & pistons
	 C versions - hollow shaft for engines with SAE J609-B ext.4 face & shaft

	 "HR" anti-corrosion treated GJS 600-3 cast iron manifold
 	 Long life "KC" Kevlar® compound high pressure seals
	 "Easy-Service" seals & pistons
	 B versions for IEC 100-112F motors with B14 face

MF1-81 Series Pumps

MF2-82 Series Pumps

"Maintenance Freedom" extractable packing cartridges allow inspection & 
servicing of plunger seals & pistons without having to remove the pump head.

"Maintenance Freedom" extractable packing cartridges allow inspection & 
servicing of plunger seals & pistons without having to remove the pump head.
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Twin 

Male 

Shaft

66 Series - Flows to 50 Lpm - Pressures to 300 Bar

Twin 

Male 

Shaft

66HP Series - Flows to 23 Lpm - Pressures to 500 Bar

66HP Series - Flows to 21 Lpm - Pressures to 500 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W1550 150 50 20 14.7

1450

24mm 3/4" BSPF 3/8" BSPF 18.5
W2030 200 30 15 11.02 24mm 3/4" BSPF 3/8" BSPF 18.5
W2035 200 35 18 13.23 24mm 3/4" BSPF 3/8" BSPF 18.5
W2141 210 41 22 16.17 24mm 3/4" BSPF 3/8" BSPF 18.5
W2525 250 25 18 13.23 24mm 3/4" BSPF 3/8" BSPF 18.5
W3018 300 17.6 14 10.43 24mm 3/4" BSPF 3/8" BSPF 18.5
W3021 300 21 16 11.8 24mm 3/4" BSPF 3/8" BSPF 18.5
W3025 300 25 20 14.7 24mm 3/4" BSPF 3/8" BSPF 18.5
T1750 172 50 22 16.17

1750

24mm 3/4" BSPF 3/8" BSPF 18.5
T2040 200 40 21 15.5 24mm 3/4" BSPF 3/8" BSPF 18.5
T2530 250 30 20 14.7 24mm 3/4" BSPF 3/8" BSPF 18.5
T2535 250 35 22 16.17 24mm 3/4" BSPF 3/8" BSPF 18.5
T2830 275 30 21 15.44 24mm 3/4" BSPF 3/8" BSPF 18.5
T3025 300 25 20 14.7 24mm 3/4" BSPF 3/8" BSPF 18.5

	 Nickel plated AISI420 manifold

	 Forged brass manifold 

Twin Shaft Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W1550TS 150 50 20 14.7

1450

2 x 24mm 3/4" BSPF 3/8" BSPF 18.5
W2030TS 200 30 15 11.02 2 x 24mm 3/4" BSPF 3/8" BSPF 18.5
W2525TS 250 25 18 13.32 2 x 24mm 3/4" BSPF 3/8" BSPF 18.5
W3021TS 300 21 16 11.8 2 x 24mm 3/4" BSPF 3/8" BSPF 18.5
W3025TS 300 25 20 14.7 2 x 24mm 3/4" BSPF 3/8" BSPF 18.5
T2530TS 250 30 20 14.7

1750
2 x 24mm 3/4" BSPF 3/8" BSPF 18.5

T2830TS 275 30 21 15.5 2 x 24mm 3/4" BSPF 3/8" BSPF 18.5
T3025TS 300 25 20 14.7 2 x 24mm 3/4" BSPF 3/8" BSPF 18.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W3521 350 21 20 14.7

1450

24mm 1/2" BSPF 3/8" BSPF 19.5
W3523 350 23 20 14.7 24mm 1/2" BSPF 3/8" BSPF 19.5
W4015 400 15 15 11.02 24mm 1/2" BSPF 3/8" BSPF 19.5
W4018 400 18 20 14.7 24mm 1/2" BSPF 3/8" BSPF 19.5
W4518 450 18 21 15.44 24mm 1/2" BSPF 3/8" BSPF 19.5
W5015 500 15 20 14.7 24mm 1/2" BSPF 3/8" BSPF 19.5
W5018* 500 18 24 17.4 24mm 1/2" BSPF 3/8" BSPF 19.5
T4018 400 18 20 14.7 1750 24mm 1/2" BSPF 3/8" BSPF 19.5

Twin Shaft Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W3521TS 350 21 20 14.7 1450 2 x 24mm 1/2" BSPF 3/8" BSPF 19.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WK5021 500 21 28 20.6 1450 24mm 1/2" BSPF 3/8" BSPF 21.5

	 Brass manifold (*Nickel plated brass manifold)

INTERPUMP Plunger Pumps
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70 Series - Flows to 100 Lpm - Pressures to 120 Bar

70 Series - Flows to 142 Lpm - Pressures to 120 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W100100H 100 100 25 18.38
1450

30mm 1" BSPF 1/2" BSPF 37
W12070H* 120 70 21.8 16 30mm 1" BSPF 1/2" BSPF 37

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
W100140 100 142 36.9 27.1

1450
30mm 1 1/4" BSPF 1" BSPF 41

W120120 120 115 35.9 26.4 30mm 1 1/4" BSPF 1" BSPF 41

	 Nickel plated brass manifold (*Brass manifold)

	 Brass manifold 

INTERPUMP Plunger Pumps

70 Series - Flows to 80 Lpm - Pressures to 150 Bar

70 Series - Flows to 30 Lpm - Pressures to 500 Bar

71 Series - Flows to 150 Lpm - Pressures to 150 Bar

71 Series - Flows to 57 Lpm - Pressures to 350 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WK155 150 55 21.4 15.74

1000
30mm 1 1/4" BSPF 1" BSPF 38

WK6 100 62 16.1 11.84 30mm 1 1/4" BSPF 1" BSPF 38
WK8 100 80 20.8 15.30 30mm 1 1/4" BSPF 1" BSPF 38

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WK159 150 106 41.2 30.3

1000
40mm 1 1/2" BSPF 1" BSPF 64.7

WK12 120 120 37.6 27.6 40mm 1 1/2" BSPF 1" BSPF 64.7
WK15 120 150 46.8 34.42 40mm 1 1/2" BSPF 1" BSPF 64.7

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WK525 500 22 28.6 21.03

1450
30mm 1" BSPF 1/2" BSPF 41

WK531 500 30 39 28.7 30mm 1" BSPF 1/2" BSPF 41

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WK355 350 57 51.8 38.1 1000 40mm 1" BSPF 3/4" BSPF 63

	 HR treated cast iron manifold

	 Nickel plated cast iron manifold

	 Nickel plated AISI420 manifold

	 Nickel plated AISI420 manifold
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INTERPUMP Plunger Pumps

IN69 Series - Flows to 30 Lpm - Pressures to 150 Bar

IN48 Series - Flows to 41 Lpm - Pressures to 200 Bar

IN69 Series - Flows to 42 Lpm - Pressures to 50 Bar

IN69 Series - Flows to 68 Lpm - Pressures to 82 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W4 50 42 5.5 4.04 600 35mm 3/4" BSPF 3/8" BSPF 16.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W827 82 68 14.5 10.66 1000 35mm 1" BSPF 3/4" BSPF 25.8

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
WS104 100 30 7.5 5.51

1450
35mm 3/4" BSPF 3/8" BSPF 20.5

WS153 150 30 10.0 7.35 35mm 3/4" BSPF 3/8" BSPF 21

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

W163 160 35 15 11.02
1000

32mm 3/4" BSPF 3/8" BSPF 27.5
W203 200 30 15 11.02 32mm 3/4" BSPF 3/8" BSPF 27.5

WS135 130 41 15 11.02 1450 32mm 3/4" BSPF 3/8" BSPF 27.5

	 Nickel plated aluminium manifold

	 Forged brass manifold 

	 Forged brass manifold 

	 Forged brass manifold 
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Typical applications:	 General technical details:	
 Land drain jetting equipment  Pressures up to 60 Bar  Heavy-duty crank bearings	  
 Agricultural washing equipment  Flow rates up to 180 Lpm  Oil bath crankcase lubrication		
 Crop spraying equipment  Speeds from 550 to 650 Rpm   Self-priming capability 		   
 High volume wash down  Stainless steel valve seats  Vehicle wash booms	  

 100% Ceramic plungers  Supplied with shaft protector  Direct or belt & pulley drive	  

 Nitrile and fabric water seals 

Twin 

Shaft

Twin 

Shaft

AB Series - Flows to 180 Lpm - Pressures to 60 Bar

ABB Series - Flows to 180 Lpm - Pressures to 60 Bar

T69 Series - Flows to 50 Lpm - Pressures to 50 Bar

T75 Series - Flows to 30 Lpm - Pressures to 30 Bar
Standard Pump No Valve

Part No. Bar Lpm HP kW Rpm Inlet Outlet Kg
T33 30 30 2.5 1.83 650 3/4" BSPF 3/8" BSPF 12.5

Built-in air filled pressure accumulator

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Inlet Outlet Kg

AB80 60 75 11.7 8.6

550

1 1/2" BSPF 1" BSPF 41
AB100 60 100 15.6 11.5 1 1/2" BSPF 1" BSPF 41
AB120 60 120 18.7 13.8 1 1/2" BSPF 1" BSPF 41
AB150 60 150 23.4 17.2 1 1/2" BSPF 1" BSPF 41
AB90 60 90 14.0 10.3

650

1 1/2" BSPF 1" BSPF 41
AB110 60 110 17.1 12.6 1 1/2" BSPF 1" BSPF 41
AB140 60 140 21.8 16 1 1/2" BSPF 1" BSPF 41
AB180 60 180 28.1 20.7 1 1/2" BSPF 1" BSPF 41

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Inlet Outlet Kg

ABB80BR 60 75 11.7 8.6

550

1 1/2" BSPF 1" BSPF 47
ABB100BR 60 100 15.6 11.5 1 1/2" BSPF 1" BSPF 47
ABB120BR 60 120 18.7 13.8 1 1/2" BSPF 1" BSPF 47
ABB150BR 60 150 23.4 17.2 1 1/2" BSPF 1" BSPF 47
ABB90BR 60 90 14.0 10.3

650

1 1/2" BSPF 1" BSPF 47
ABB110BR 60 110 17.1 12.6 1 1/2" BSPF 1" BSPF 47
ABB140BR 60 140 21.8 16 1 1/2" BSPF 1" BSPF 47
ABB180BR 60 180 28.1 20.7 1 1/2" BSPF 1" BSPF 47

	 Nickel aluminium manifold
	 1 3/8" MPTO (LHS) x 35mm male (RHS)
	 Other shaft configurations available on request

	 HR treated cast iron manifold
	 1 3/8" MPTO (LHS) x 35mm male (RHS)
	 Other shaft configurations available on request

	 Brass manifold
	 1 3/8" MPTO (LHS) x 35mm male (RHS)
	 Other shaft configurations available on request

INTERPUMP Agricultural Plunger Pumps

Twin 

Shaft

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Inlet Outlet Kg

T44 50
40 5.2 3.82 550

3/4" BSPF 3/8" BSPF 16.5
50 6.5 4.77 650

	 Nickel aluminium manifold
	 1 3/8" MPTO (LHS) x 35mm male (RHS)
	 Other shaft configurations available on request
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60 Series - Flows to 12 Lpm - Pressures to 150 Bar

63 Series - Flows to 16 Lpm - Pressures to 170 Bar

59 Series - Flows to 21 Lpm - Pressures to 250 Bar

53 Series - Flows to 14 Lpm - Pressures to 180 Bar

47 Series - Flows to 36 Lpm - Pressures to 150 Bar

Interpump Pumps for Direct Hydraulic Motor Drive

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg
UL1512I 150 12 4.7 3.46 19 1750 5/8" 1/2" BSPF 3/8" BSPF 5.9

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg
UL1716I 170 16 7.1 5.22 28 1750 5/8" 1/2" BSPF 3/8" BSPF 8.3

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg

E1D1835I 180 13.5 6.3 4.63 16 2800
5/8" 1/2" BSPF 3/8" BSPF 5.8

E1B1614I 160 14 5.8 4.26 28 1450

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg

WS1630I 150 30 11.7 8.6 57 1450
5/8" 3/4" BSPF 3/8" BSPF 16

150 36 14.1 10.37 57 1750

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg

E3B2515I 250 15 9.7 7.13 47 1450
5/8" 1/2" BSPF 3/8" BSPF 10250 20 13.1 9.63 47 1950

E3B2121I 210 21 11.5 7.46 56 1450

	 Forged brass manifold 
	 I versions for motors with SAE J744-A face & parallel key shaft

	 Forged brass manifold 
	 I versions for motors with SAE J744-A face & parallel key shaft

	 HR treated cast iron manifold 
	 I versions for motors with SAE J744-A face & parallel key shaft

	 Forged brass manifold 
	 I versions for motors with SAE J744-A face & parallel key shaft

	 Nickel plated brass manifold 
	 I versions for motors with SAE J744-A face & parallel key shaft

INTERPUMP Plunger Pumps
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53 Series - Flows to 14 Lpm  - Pressures to 180 Bar 

63 Series - Flows to 16 Lpm  - Pressures to 170 Bar 

Pump
  	HR treated cast iron manifold 
  	1/2" BSP female inlet
  	3/8" BSP female outlet

Hydraulic Motor	
  	Galtech bi-directional gear motor
  	1/2" BSP female inlet/outlet 
	 (*EB1614I 3/4" BSPF)
  	1/4" BSP female bypass port

Pump
  	Forged brass manifold
  	1/2" BSP female inlet
  	3/8" BSP female outlet

Hydraulic Motor
  	Galtech bi-directional gear motor
  	3/4" BSP female inlet/outlet
  	1/4" BSP female bypass port

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

E1D1835I-HY8 180 13.5 6.3 2800 8.5 cm³/rev 26.5 130 8.3
E1B1614I-HY8 160 14 5.8 1450 8.5 cm³/rev 13.5 230 8.3

E1B1614I-HY14* 160 14 5.8 1450 14 cm³/rev 22.5 140 8.5

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

UL1716I-HY14 170 16 7.1 1750 14 cm³/rev 27 140 11

Interpump HYPACK Hydraulic Driven Motor Pump Units

66 Series - Flows to 55 Lpm - Pressures to 250 Bar

70 Series - Flows to 100 Lpm - Pressures to 100 Bar

70 Series - Flows to 125 Lpm - Pressures to 100 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg
W1550I 90 50 11.7 8.6 57 1450 5/8" 3/4" BSPF 3/8" BSPF 19

T2535I* 250 35 22 16.17 91 1750 7/8" 3/4" BSPF 3/8" BSPF 20
T2040I* 200 40 21 15.44 83 1750 7/8" 3/4" BSPF 3/8" BSPF 20
T1750I* 172 50 22 16.17 90 1750 7/8" 3/4" BSPF 3/8" BSPF 20
W1555I* 140 55 20 14.7 97 1450 7/8" 3/4" BSPF 3/8" BSPF 20

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg

W100100HI 100 100 25 18.38 125 1450
Splined 

13T - 
16/32DP

1" BSPF 1/2" BSPF 34.1

	 Forged brass manifold 
	 I versions for motors with SAE J744-A face with 5/8" parallel key shaft
	 *I versions for motors with SAE J744-B face with 7/8" parallel key shaft

	 Nickel plated brass manifold 
	 I versions for motors with SAE J744-B face & 13T splined shaft 16/32DP

Standard Pump No Valve
Part No. Bar Lpm HP kW Nm Rpm Shaft ID Inlet Outlet Kg

WK8I
100 80 20.8 15.3 145 1000 Splined 

13T - 
16/32DP

1 1/4" BSPF 1" BSPF 38.2
100 125 32.5 23.9 145 1580

	 HR treated cast iron manifold 
	 I versions for motors with SAE J744-B face & 13T splined shaft 16/32DP

INTERPUMP Plunger Pumps
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66 Series - Flows to 55 Lpm  - Pressures to 250 Bar 

47 Series - Flows to 36 Lpm  - Pressures to 150 Bar 

Pump
  	Forged brass manifold
  	3/4" BSP female inlet
  	3/8" BSP female outlet

Hydraulic Motor
  	Galtech bi-directional gear motor
  	3/4" BSP female inlet/outlet
  	1/4" BSP female bypass port

Pump
  	Forged brass manifold
  	3/4" BSP female inlet
  	3/8" BSP female outlet

Hydraulic Motor
  	Galtech bi-directional gear motor
  	3/4" BSP female inlet/outlet
  	1/4" BSP female bypass port

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

WS1630I-HY26
150 30 11.7 1450

26 cm³/rev
42 150

19
150 36 14.1 1750 50.5 150

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

W1550I-HY26 90 50 11.7 1450 26 cm³/rev 42 150 22.3
W1555I-HY37 140 55 20 1450 37.5 cm³/rev 60.4 180 28.4
T1750I-HY37 175 50 22.7 1750 37.5 cm³/rev 65 180 28.4
T2040I-HY37 200 40 21 1750 37.5 cm³/rev 65 170 28.4
T2535I-HY37 250 35 22 1750 37.5 cm³/rev 65 180 28.4

59 Series - Flows to 21 Lpm  - Pressures to 250 Bar 

Pump
  	Nickel plated brass manifold
  	1/2" BSP female inlet
  	3/8" BSP female outlet

Hydraulic Motor
  	Galtech bi-directional gear motor
  	3/4" BSP female inlet/outlet
  	1/4" BSP female bypass port

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

E3B2515I-HY26
250 15 9.7 1450

26 cm³/rev
42 130

13.3250 20 13.1 1950 56.5 130
E3B2121I-HY26 210 21 11.5 1450 26 cm³/rev 42 130

70 Series - Flows to 100 Lpm  - Pressures to 100 Bar 

70 Series - Flows to 125 Lpm  - Pressures to 100 Bar 

Pump
  	Nickel plated brass manifold
  	1" BSP female inlet
  	1/2" BSP female outlet

Pump
  	HR treated cast iron manifold
  	1 1/4" BSP female inlet
  	1" BSP female outlet		

Hydraulic Motor
  	Galtech bi-directional gear motor
  	1" BSP female inlet/outlet
  	3/8" BSP female bypass port

Hydraulic Motor
  	Galtech bi-directional gear motor
  	1" BSP female inlet/outlet
  	3/8" BSP female bypass port

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

W100100HI-HY62 100 100 25 1450 62.7 cm³/rev 101 140 42.5

Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

WK8I-HY62
100 80 20.8 1000

62.7 cm³/rev
70 165

47
100 125 32.5 1580 110.5 165

INTERPUMP Plunger Pumps
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High Temperature Plunger Pumps

VHT63 Series - Flows to 13 Lpm - Pressures to 170 Bar

VHT47 Series - Flows to 23 Lpm - Pressures to 160 Bar

VHT66 Series - Flows to 50 Lpm - Pressures to 250 Bar

VHT69 Series - Flows to 68 Lpm - Pressures to 80 Bar

VHT70 Series - Flows to 100 Lpm - Pressures to 90 Bar

VHT71 Series - Flows to 188 Lpm - Pressures to 100 Bar

 	 Premium quality SKF crankshaft bearings	 	 Nickel-plated forged brass manifold assembly	  
	 Re-designed high and low pressure seal system	 	 Plungers manufactured in 99% alumina ceramic
 	 6 spoke valve cage assembly for greater stability	 	 Fluid temperatures up to 110°C	

The Interpump VHT Series have been specifically designed for use in industrial and car wash applications with 
water temperatures up to 110°C. The VHT series' outstanding ability to operate at high temperature has been 
achieved by the introduction of a revolutionary seal package & re-designed valve assembly.   

110°C

110°C

110°C

110°C

110°C

110°C

66 Series - Flows to 55 Lpm  - Pressures to 250 Bar 

47 Series - Flows to 36 Lpm  - Pressures to 150 Bar 

59 Series - Flows to 21 Lpm  - Pressures to 250 Bar 

70 Series - Flows to 100 Lpm  - Pressures to 100 Bar 

70 Series - Flows to 125 Lpm  - Pressures to 100 Bar 
Water Pump Hydraulic Motor

Part No. Bar Lpm HP RPM Cylinder  
Displacement Lpm Bar Kg

WK8I-HY62
100 80 20.8 1000

62.7 cm³/rev
70 165

47
100 125 32.5 1580 110.5 165

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
VHT6311 140 11 4 2.94

1450
24mm 1/2" BSPF 3/8" BSPF 8.15

VHT6313 170 13 5.5 4.04 24mm 1/2" BSPF 3/8" BSPF 8.15

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
VHT4721 140 21 7.5 5.51

1450

24mm 1/2" BSPF 3/8" BSPF 14.5
VHT4715 160 15 6.2 4.56 24mm 1/2" BSPF 3/8" BSPF 14.5
VHT4718 160 18 7.5 5.51 24mm 1/2" BSPF 3/8" BSPF 14.5
VHT4723 160 23 10 7.35 24mm 1/2" BSPF 3/8" BSPF 14.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
VHT6628 250 23 15.0 11.02

1450

24mm 3/4" BSPF 3/8" BSPF 18.5
VHT6635 250 29 18.8 14.02 24mm 3/4" BSPF 3/8" BSPF 18.5
VHT6639 200 32 16.6 12.02 24mm 3/4" BSPF 3/8" BSPF 18.5
VHT6646 200 38 19.7 14.51 24mm 3/4" BSPF 3/8" BSPF 18.5
VHT6650 150 50 20.0 14.70 24mm 3/4" BSPF 3/8" BSPF 18.5

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
VHT6968 80 68 15 11.02 1000 35mm 1" BSPF 3/4" BSPF 25.8

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
VHT7095 90 100 23.4 17.2 1450 30mm 1" BSPF 1/2" BSPF 37

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

VHT71150 100 188 48.8 35.9 1000 40mm 1 1/2" BSPF 1" BSPF 73

When operating at temperatures above 40°C certain installation conditions 
must be observed, please contact our sales office for full details
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Stainless Steel Plunger Pumps

 	 Premium quality SKF crankshaft bearings	 	 AISI 316L & AISI 420 S/Steel manifold options	  
	 Re-designed high and low pressure seal system	 	 Plungers manufactured in 99% alumina ceramic
 	 6 spoke valve cage assembly for greater stability	 	 Fluid temperatures up to 85°C	

Interpump stainless steel pumps have been specifically designed for use in industrial applications with water  
temperatures up to 85°C. The stainless steel ranges' outstanding ability to operate at high temperature has been 
achieved by the introduction of a revolutionary seal package, re-designed valve assembly and enhanced material 
specifications for the crankshaft bearings and manifold assembly.

When operating at temperatures above 40°C certain installation conditions 
must be observed, please contact our sales office for full details

53SS Series - Flows to 14 Lpm - Pressures to 150 Bar

59SS Series - Flows to 21 Lpm - Pressures to 200 Bar

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

SS1B1503 150 3.5 1.4 1.03

1450

24mm 1/2" BSPF 3/8" BSPF 6
SS1B1505 150 5 1.9 1.43 24mm 1/2" BSPF 3/8" BSPF 6
SS1B1507 150 7 2.7 2.01 24mm 1/2" BSPF 3/8" BSPF 6
SS1B1509 150 9 3.5 2.58 24mm 1/2" BSPF 3/8" BSPF 6
SS1B1511 150 11 4.3 3.15 24mm 1/2" BSPF 3/8" BSPF 6
SS1B1513 150 13 5.1 3.72 24mm 1/2" BSPF 3/8" BSPF 6
SS1B1514 150 14 5.5 4.01 24mm 1/2" BSPF 3/8" BSPF 6

	 AISI 316L stainless steel manifold 
	 Nickel plated crankcase

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

SS3B2013 200 13 6.8 4.97

1450

24mm 1/2" BSPF 3/8" BSPF 10
SS3B2015 200 15 7.8 5.73 24mm 1/2" BSPF 3/8" BSPF 10
SS3B2018 200 18 9.4 6.88 24mm 1/2" BSPF 3/8" BSPF 10
SS3B2021 200 21 10.9 8.02 24mm 1/2" BSPF 3/8" BSPF 10

	 AISI 316L stainless steel manifold 
	 Nickel plated crankcase

  	Latest EVO design
	 Nickel plated AISI420B stainless steel manifold
	 Nickel plated crankcase
	 Brass pressure seals supports
	 Upgraded seals for carwash & industrial applications
 	 Rated for continuous use at 60°C (*HT versions rated up to 85°C)
 	 NOT FOR USE WITH SEA WATER

58CW & 59CW Series - Flows to 21 Lpm - Pressures to 200 Bar
60°C

60°C

85°C

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg

C2W2011
200 11 5.7 4.19 1450 24mm 1/2" BSPF 3/8" BSPF 7
200 13 6.8 5 1750 24mm 1/2" BSPF 3/8" BSPF 7

C2W2012
200 12 6.2 4.55 1450 24mm 1/2" BSPF 3/8" BSPF 7
200 14 7.3 5.37 1750 24mm 1/2" BSPF 3/8" BSPF 7

C2W2013
200 13 6.8 5 1450 24mm 1/2" BSPF 3/8" BSPF 7
200 15 7.8 5.74 1750 24mm 1/2" BSPF 3/8" BSPF 7

C3W2013
200 13 6.8 5 1450 24mm 1/2" BSPF 3/8" BSPF 9.5
200 15 7.8 5.74 1750 24mm 1/2" BSPF 3/8" BSPF 9.5

C3W2015
200 10 5.2 3.82 950 24mm 1/2" BSPF 3/8" BSPF 9.5
200 15 7.8 5.74 1450 24mm 1/2" BSPF 3/8" BSPF 9.5
200 18 9.4 6.91 1750 24mm 1/2" BSPF 3/8" BSPF 9.5

C3W2021
200 13 6.8 5 950 24mm 1/2" BSPF 3/8" BSPF 9.5
200 21 10.9 8 1450 24mm 1/2" BSPF 3/8" BSPF 9.5

C3W2013HT* 200 13 6.8 5
1450

24mm 1/2" BSPF 3/8" BSPF 9.5
C3W2015HT* 200 15 7.8 5.74 24mm 1/2" BSPF 3/8" BSPF 9.5
C3W2021HT* 200 21 10.9 8.01 24mm 1/2" BSPF 3/8" BSPF 9.5

85°C

85°C

NOT FOR USE WITH 
SEA WATER
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Stainless Steel Plunger Pumps

When operating at temperatures above 40°C certain installation conditions 
must be observed, please contact our sales office for full details

70SS Series - Flows to 100 Lpm - Pressures to 200 Bar

71SN Series - Flows to 170 Lpm - Pressures to 210 Bar

71SS Series - Flows to 170 Lpm - Pressures to 200 Bar

66SS Series - Flows to 50 Lpm - Pressures to 200 Bar

70SN Series - Flows to 100 Lpm - Pressures to 300 Bar

85°C

85°C

85°C

85°C

85°C

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
SSE1550 150 50 20 14.7

1450

24mm 3/4" BSPF 3/8" BSPF 21
SSE2025 200 25 13 9.55 24mm 3/4" BSPF 3/8" BSPF 21
SSE2030 200 30 15.6 11.47 24mm 3/4" BSPF 3/8" BSPF 21
SSE2035 200 35 18.2 13.38 24mm 3/4" BSPF 3/8" BSPF 21
SSE2041 200 41 21.3 15.66 24mm 3/4" BSPF 3/8" BSPF 21

	 AISI 316L stainless steel manifold 

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
SN7091 100 100 25 18.4

1450

30mm 1" BSPF 1/2" BSPF 42
SN7070 130 70 25 18.4 30mm 1" BSPF 1/2" BSPF 42
SN7061 150 61 25 18.4 30mm 1" BSPF 1/2" BSPF 42
SN7045 210 45 25 18.4 30mm 1" BSPF 1/2" BSPF 42
SN7037 250 37 25 18.4 30mm 1" BSPF 1/2" BSPF 42
SN7030 300 30 25 18.4 30mm 1" BSPF 1/2" BSPF 42

	 AISI 420 stainless steel manifold 

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
SS7091H 100 100 26 19.1

1450

30mm 1" BSPF 1/2" BSPF 42
SS7070H 130 70 25 18.4 30mm 1" BSPF 1/2" BSPF 42
SS7061H 150 61 25 18.4 30mm 1" BSPF 1/2" BSPF 42
SS7030 200 30 16 11.8 30mm 1" BSPF 1/2" BSPF 42
SS7037 200 37 19 14 30mm 1" BSPF 1/2" BSPF 42
SS7045 200 45 24 17.6 30mm 1" BSPF 1/2" BSPF 42

	 AISI 316L stainless steel manifold 

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
SN71170 110 170 49 36 900 40mm 1 1/2" BSPF 1" BSPF 68
SN71153 130 153 52 38.2

1000
40mm 1 1/2" BSPF 1" BSPF 68

SN71106 200 106 55 40 40mm 1 1/2" BSPF 1" BSPF 68
SN7193 210 93 50 37 40mm 1 1/2" BSPF 1" BSPF 68

	 AISI 420 stainless steel manifold 

Standard Pump No Valve
Part No. Bar Lpm HP kW Rpm Shaft OD Inlet Outlet Kg
SS71170 100 170 44 32.5 900 40mm 1 1/2" BSPF 1" BSPF 68
SS71153 130 153 50 36.8

1000
40mm 1 1/2" BSPF 1" BSPF 68

SS7193 200 93 48 35.3 40mm 1 1/2" BSPF 1" BSPF 68
SS71106 200 106 55 40 40mm 1 1/2" BSPF 1" BSPF 68

	 AISI 316L stainless steel manifold 

58CW & 59CW Series - Flows to 21 Lpm - Pressures to 200 Bar
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Part No. Description Shaft Max HP For Pump Series

RS99 2.4:1 reduction  
SAE J609-A flange

3/4", 19mm 
parallel 6.5Hp

Interpump  
44-50-53-58-60-63-MF1 

(1450Rpm)

Part No. Description Shaft Max HP For Pump Series

RS500 2.176:1 reduction  
SAE J609-A-B flange

1", 25.4mm 
parallel 25Hp Interpump 47-59-66-MF2 

(1450Rpm)

ZONDA5-25
  2.2:1 reduction 

SAE J609 A-B flange 
engine

 25.0mm 
parallel 25Hp Interpump 47-59-66-MF2 

(1450Rpm)

ZONDA5-28
  2.2:1 reduction 

SAE J609 A-B flange 
engine

1 1/8", 
28.6mm 
parallel

25Hp Interpump 47-59-66-MF2 
(1450Rpm)

Part No. Description Shaft Max HP For Pump Series

50.0062.00 2.176:1 reduction 
SAE J609 B flange

1", 25.4mm 
parallel 24Hp

Interpump 47-59-66-MF2 
(1450Rpm) 

A&R, Bertolini, Comet, 
Leuco (Hawk) & Udor

50.0060.00 2.176:1 reduction 
SAE J609 B flange engine

1 1/8", 
28.6mm 
parallel

24Hp Interpump 47-59-66-MF2 
(1450Rpm)

Part No. Description Shaft Max HP For Pump Series

RE44

2.4:1 reduction for 
1450Rpm  

100-112 frame motors with 
B3 body/B14 face

28mm shaft 7.5Hp Interpump 69-MF2 
(600Rpm)

Part No. Description Shaft Max HP For Pump Series

M-PTO
1:1.9 multiplier  
(540-1000Rpm)  

Requires 540Rpm input

1 3/8" 6 
spline male 
PTO shaft

9.5Hp Interpump 47-59-MF2 
(1000Rpm)

Interpump Gear Reducer for Engines - up to 6.5 Hp

PA B24 Gear Reducer for Engines - up to 24 Hp

Interpump Gear Reducer for Electric Motors - up to 7.5 Hp

Interpump Gear Multiplier for Power Take Off - up to 9.5 Hp

Gearbox configurations: General details:	 			 
  Petrol & diesel engine driven   Range of pump & gearbox assemblies		 	  
  Electric motor driven   Flexible drive couplings			    
  Power take off driven   Flanges for electric motors & engines				  

Interpump Gear Reducer for Engines - up to 25 Hp

25 HP

24 HP

Plunger Pump Gearboxes

Plunger Pump Gearboxes
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Interpump Pump & Gearbox Assembly for PTO Drive 
Part No. Pump Gearbox Bar Lpm HP
SAP151 W151 M-PTO 150 15 5.5
SAP162 W162 M-PTO 160 18 7.5
SAP201 W201 M-PTO 200 15 7.5
SAP1028 WS1040 M-PTO 100 28 7.3
SAP1035 W1550 M-PTO 100 35 9.1

Part No. Pump Gearbox Bar Lpm Shaft Description
SA99 W99 RS99 100 13 3/4" parallel For use with Honda GX160K1QX 
SA140 W140M RS99 140 12 3/4" parallel For use with Honda GX160K1QX 

SA2014 E2B2014M RS99 150 14 3/4" parallel For use with Honda GX200K1QX
SA154 W154M RS99 150 14 3/4" parallel For use with Honda GX200K1QX
SA151 WS151 RS500 150 15 1" parallel For use with Honda GX240K1QX 
SA1515 E3B1515M RS500 150 15 1" parallel For use with Honda GX240K1QX 
SA201 WS201 RS500 200 15 1" parallel For use with Honda GX340K1QX
SA202 WS202 RS500 200 21 1" parallel For use with Honda GX390K1QX
SA2118 E3B2118M RS500 210 18 1" parallel For use with Honda GX390K1QX
SA2121 E3B2121M RS500 210 21 1" parallel For use with Honda GX390K1QX
SA251 WS251 RS500 250 15 1" parallel For use with Honda GX390K1QX
SA2515 E3B2515M RS500 250 15 1" parallel For use with Honda GX390K1QX

Drive information is based on Honda petrol engines.  
For alternatives contact your engine supplier 

Part No. Pump Gearbox Bar Lpm Shaft Description
 S400-1011 W140 RS99 140 12 3/4" parallel For use with Honda GX160K1QX
S400-1013 W154 RS99 150 14 3/4" parallel For use with Honda GX200K1QX

S400-1007† E3B1515M RS500 150 15 1" parallel For use with Honda GX240K1QX
S400-1001* WS201 RS500 200 15 1" parallel For use with Honda GX340K1QX
S400-1005† E3B2118M RS500 200 18 1" parallel For use with Honda GX390K1QX
S400-1002* WS202 RS500 200 21 1" parallel For use with Honda GX390K1QX
S400-1006† E3B2121M RS500 200 21 1" parallel For use with Honda GX390K1QX
S400-1003* WS251 RS500 250 15 1" parallel For use with Honda GX390K1QX
S400-1004† E3B2515M RS500 250 15 1" parallel For use with Honda GX390K1QX

Drive information is based on Honda petrol engines.  
For alternatives contact your engine supplier 

Interpump Pump & Gearbox Assembly for Engine Drive

Interpump Pump & Gearbox Assembly for Engine Drive - Valves Fitted

Part No. Pump Gearbox Bar Lpm Description

SA33 T33 RE33 30 30 For 1450 Rpm, 100-112 frame motor with 
28mm shaft & B3 body/B14 face up to 7.5Hp

SA44 T44 RE44 50 40 For 1450 Rpm, 100-112 frame motor with 
28mm shaft & B3 body/B14 face up to 7.5Hp

Interpump Pump & Gearbox Assembly for Electric Motor Drive 

	 Gearbox fitted with 1 3/8" 6 spline male PTO shaft
	 Requires 540 Rpm input from tractor PTO or equivalent

	 VRT3 unloader valve with chemical injector
	 Inlet filter
	 *Easystart valve - † Easy prime ball valve

RS99 gearbox

SA33

SAP151

RS500 gearbox

*Easystart valve

† Easy prime ball valve

INTERPUMP Pump & Gearbox Assemblies

CATALOGUE 41.indd   29CATALOGUE 41.indd   29 12/02/2021   17:08:1412/02/2021   17:08:14



30

Electric Motor Mounting Flanges

Engine Mounting Flange

Electric Motor Mounting Flange & Coupler

Replacement Coupling Rubber

Flexible Drive Couplings for Electric Motors

Part No.  IEC Motor Frame Size Compatible with Interpump Series
ZF071 71 44-49-50-51-53-58-60-63-MF1
ZF080 80 44-49-50-51-53-58-60-63-MF1
ZF070 90 44-49-50-51-53-58-60-63-MF1
ZF044 100-112 44-53-58-60-63-MF1
ZF091 100-112 49-50-51
ZF151 100-112 47-66-59-MF2
ZF132 132 47-66-59-MF2

SGR1125

Part No.  IEC Motor 
Frame Size

Compatible with 
Interpump Series

Pump 
Shaft, mm

Drive 
Shaft, mm

ZG071 71 44-49-50-53-58-60-63-MF1 24 14
ZG07151 71 51 24 14
ZG080 80 44-49-50-53-58-60-63-MF1 24 19

ZG08051 80 51 24 19
ZG070 90 44-49-50-53-58-60-63-MF1 24 24

ZGWW75 90 51 24 24
ZG044 100-112 44-53-58-60-63-MF1 24 28
ZG091 100-112 49-50 24 28
ZG151 100-112 47-66-59-MF2 24 28

ZGWW94 100-112 51 24 28
ZG104 132 69 35 38
ZG132 132 47-66-59-MF2 24 38

*ZG66160 160 47-66-59-MF2 24 42
ZG203 160 48 32 42

*ZG70160 160 70-Pratissoli KE 30 42
*ZG70180 180 70-Pratissoli KE 30 48

Flexible Drive Couplings for Engines

Part No. Engine 
Flange

Compatible with 
Interpump Series

Pump 
Shaft, mm

Drive 
Shaft

ZGONDA SAE J609 1" 44-50-53-58-60-63-MF1 24 25.4mm / 1"

Part No. Engine Flange Compatible with Interpump Series
ZFONDA SAE J609A-B 44-50-60-63-MF1
SGR1125 Support flange for use with RS500 & 8000-0021 gearboxes

Part No.  IEC Motor Frame Size Compatible with Interpump Series
602-1056 160 47-59-66-MF2
602-1061 160 IPG 70-KE

Part No. Description
699-1167 Size 48 - 92° Shore

*ZG66160
*ZG70160 
*ZG70180

Flanges

Flexible Couplings

DPM Spider Coupling Kits

INTERPUMP Flexible Couplings & Flanges

Electric Motors

Page 382-383
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Interpump Spares & Service Kits

Part No.
199-2000

Part No.
ZOIL

Part No.
199-2002

X-80 Gearbox OilInterpump X9.9 Pump Oil

X-70 Engine Oil

	 SAE 80W/90 GL4 Gear Oil
	 1 Litre
	 Suitable for pump gearboxes

	 SAE 10W/30 engine oil
	 1 Litre
	 Suitable for petrol & diesel engines

	 SAE 15W/40 pump oil
	 1 Litre
	 Suitable for high pressure pumps

Interpump Valve Caps with Gauge Ports

Part No. Cap  
Thread

Gauge  
Thread

Interpump  
Series

98.2223.00 M24x2x16.5mm 1/4" BSPF 47* - 50
98.2227.00 M24x1.5x17mm 1/8" BSPF 44 - 63
98.2231.00 M24x1.5x16.5mm 1/4" BSPF 44 - 63

INTERPUMP Oil & Spares

INTERPUMP
Official Service Kits

Call the sales office for all Interpump 
Parts Lists, Service Kits and Spares

or visit our website

www.dualpumps.co.uk

Interpump
Service/Repair Kit

l	 6x suction/delivery valves

Interpump
Service/Repair Kit

l	 3x piston bolts with  
	 rings/washers

Interpump
Service/Repair Kit

l	 2x oil seals 30x55x7

Interpump
Service/Repair Kit

l	 3x 20mm water seal sets

Interpump
Service/Repair Kit

l	 6x valve caps with O rings

Interpump
Service/Repair Kit

l	 3x 20mm seal retainers  
	 & O rings

Interpump
Service/Repair Kit

l	 6x valve caps with O rings

Interpump
Service/Repair Kit

l	 6x 22mm head rings

Interpump
Service/Repair Kit

l	 3x oil seals 22x32x2.5

Interpump
Service/Repair Kit

l	 6x 20mm head rings

www.dualpumps.co.uk
These are examples, please check which service/repair kit you require for your specific pump 

See our full 

range online

*	NOT - WS251, WS252, W928, WS1625, WS1630,  
	 WS1036, WS1040
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